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This  research  is  concerned  with  specifying  the  set  of  component s/tools 
needed  in  a  Data  Base  Architecture  Development  (DMAD)  Facility.  A  metho¬ 
dology  is  described  to  illustrate  how  this  proposed  facility  can  be  used 
to  develop  special  purpose  function  architectures  (SPFAs) .  These  SPFAs 
perform  a  data  base  management  function  in  hardware  that  is  currently 
performed  in  software  on  a  sequential  computer.  This  methodology  include 
a  series  of  processes  which  are  the  select  candidate  function  process 
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and  the  create,  test,  evaluate,  and  substitute  SPFA  processes.  Each 
process  can  be  performed  with  a  series  of  procedures  that  utilize  tools/ 
components  of  the  DMAD  facility. 

The  select  candidate  function  process  would  use  the  facility  to  help 
choose  candidate  DBMS  functions  to  be  moved  from  software  to  hardware. 

For  this  process,  assume  that  a  data  base  management  system  (DBMS) 
executes  on  an  emulated  computer  system  in  the  facility.  Software  module 
that  comprise  the  DBMS  and  provide  the  DMBS  functions  would  be  studied  as 
logical  candidates  to  be  moved  into  hardware.  When  a  candidate  is  chosen 
one  or  more  SPFAs  may  be  chosen  as  replacements.  This  choice  is  made  by 
developing  these  SPFAs  as  machines,  using  the  facility  and  comparing 
their  performance  for  a  specific  application. 

A  SPFA  is  originated  when  a  new  hardware  (aisbhitecture  is  proposed 
for  a  specific  DBMS  function.  This  SPFA  can  then  be  created  in  the  DMAD 
facility  by  functionally  describing  the  architecture  with  a  hardware 
description  language.  This  description,  when  compiled,  produces  a  machin 
loadable  version  of  the  SPFA.  This  version,  when  configured  in  the  DMAD 
facility,  becomes  a  SPFA  machine  which  is  then  available  for  execution 
in  the  facility.  Once  a  SPFA  machine  is  configured,  it  is  available  for 
J testing,  evaluation  or  substitution. 

The  testing  process  verifies  that  the  SPFA  machine  performs  its 
intended  DBMS  function.  The  evaluation  process  produces  performance  data 
for  the  SPFA  machine  based  on  timing  its  sequence  of  operations.  Finally 
the  substitution  process  permits  assessing  hardware/software  tradeoff 
issues  needed  to  substitute  the  SPFA  for  a  software  DBMS  module.  This 
process  permits  a  user  to  assess  the  impact  of  the  evolutionary  intro¬ 
duction  of  the  SPFA  into  a  current  system. 

A  specific  implementation  of  the  DMAD  facility  is  demonstrated  using 
a  QM-1  microprogrammable  computer.  The  QM-1  is  configured  as  separate 
merge  machines  based  on  two  designs  of  merge  processors.  The  first  is 
Hollaar's  merge  processor  (HOLL76)  and  the  second  is  Stellhorn's  (STEL76) 
inverted  file  processor.  Each  machine  is  described  using  the  SMITE  hard¬ 
ware  description  language. 

Each  machine  is  executed  in  the  facility  to  demonstrate  the  feasi¬ 
bility  of  collecting  various  types  of  performance  data.  Timing  data  are 
generated  for  the  SPFA  machines  based  on  timing  their  operations  with  an 
assumed  set  of  hardware  characteristics.  These  data  are  generated  to 
illustrate  that  a  specific  set  of  characteristics  can  be  studied  to 
determine  how  they  affect  the  performance  of  a  SPFA  machine.  It  is  also 
shown  how  sensitivity  measurements  of  a  SPFA  machine  can  be  made  for 
specific  application  criteria.  Finally,  modifications  to  the  merge 
machines  are  made  to  demonstrate  how  the  facility  is  used  to  tailor  the 
development  of  a  SPFA  machine  to  meet  the  unique  requirements  of  an 
application. 

The  tests  and  measurements  conducted  illustrate  the  feasibility  of 
generating  detailed  analysis  data  prior  to  any  actual  hardware  implemen¬ 
tation  of  a  SPFA.  This  type  of  data  can  be  invaluable  in  helping  project 
the  highest  qualified  SPFA  candidates  to  actually  be  hardware  prototypes, 
and  providing  input  that  can  be  used  in  their  actual  hardware  implemen¬ 
tation. 
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CHAPTER  I 


introduction 

Interest  in  computer  architecture  research,  as  applied  to  data 
base  management,  has  recently  increased  because  of  the  advancing  state- 
of-the-art  in  inexpensive,  fast,  and  new  hardware  components.  Hardware 
technology  advances  are  occurring  primarily  in  three  areas:  central 
processing  units  (CPU),  semi-conductor  random-access  memory  (RAM),  and 
all-electronic  bulk  memories.  The  cost-to-performance  ratio  of  CPU's 
will  decline  rapidly  over  the  next  ten  years.  Low  cost  CPU's  with  the 
performance  capabilities  of  today's  medium-priced  minicomputers  will 
be  available  for  hundreds  of  dollars  in  the  1980's.  Large  and  faster 
associative  processors  will  be  introduced  (BERR79) .  New  technologies 
in  memories  utilizing  bubbles  or  charge  couple  devices  will  replace 
existing  fixed  head  discs. 

These  advances  have  prompted  organizations  to  become  increasingly 
aware  of  the  effect  new  hardware  architectures  will  have  on  data  base 
management  system  (DBMS)  performance.  In  the  past,  data  base  manage¬ 
ment  functions  have  been  performed  in  software  on  sequential  computers. 
However,  research  efforts  have  demonstrated  that  the  performance  of  some 
of  these  functions  can  be  increased  substantially  on  different  computer 
architectures  (SING77,CAPR78,FREE78) .  Most  notably,  concurrency  and 
content  addressable  architectural  features  favorably  increase  the  DBMS 
searching  function  for  specific  data  base  applications.  This  has  resulted 
in  an  increased  interest  in  the  concept  of  a  J)ata  Base  Machine  (DBM). 


These  machines  perform,  in  hardware,  various  data  base  management 
functions.  The  decreasing  cost  of  hardware  has  made  it  feasible  to 
examine  separately  designed  data  base  machines  to  support  a  specific 
data  base  management  problem. 

The  characteristics  that  comprise  a  data  base  machine  have  been 
defined  by  Liuzzi  and  Berra  (LIUZ78).  Part  of  this  definition  states 
that  a  data  base  machine  can  be  composed  of  a  set  of  specialized  archi¬ 
tectures  called  special  jaurpose  function  architectures  (SPFA's).  Each 
SPFA  is  defined  as  a  hardware  architecture  that  performs  a  specific 
data  base  management  function.  The  choice  of  a  SPFA,  for  inclusion 
with  a  specific  data  base  management  system,  depends  on  several  con- 
siderati ons; 

(1)  what  SPFA  should  be  chosen  to  replace  a  software  DBMS 
function,  if  more  than  one  exists, 

(2)  does  the  performance  improvement  resulting  from  the  SPFA 
warrant  change  from  software  to  hardware, 

(3)  what  are  the  hardware  implementation  strategies  of  the 
SPFA  that  insure  that  its  cost,  performance,  and  relia¬ 
bility  factors  are  optimized,  and 

(4)  how  well  can  the  SPFA  be  integrated  within  a  DBMS  to 
insure  that  it  can  help  preserve  DBMS  software  applica¬ 
tion  programming  investments? 

The  considerations  cited  above  must  be  examined  if  an  organization 
decides  to  expand  its  data  base  management  capability  by  introducing 
SPFA's,  and  as  more  and  more  SPFA's  appear,  this  choice  will  become  more 
difficult.  Thus,  procedures  are  needed  to  help  optimize  the  choice  of  a 


2 


r 


SPFA  for  a  specific  DBMS  application.  The  research  described  in  this  re¬ 
port  concerns  the  proposed  development  of  a  facility,  which  consists  of 
an  integrated  set  of  tools/components  that  can  help  a  user  make  this 
choice . 

Several  research  developments  have  been  integrated  into  the  design 
of  this  facility.  These  research  areas  are  described  in  CHAPTER  II  and 
consist  of: 

(1)  data  base  management  and  architecture, 

(2)  microprogrammable  computers  and  emulation,  and 

(3)  virtual  machine  technology. 

A  research  methodology  is  described  in  CHAPTER  III  that  combines 
selected  activities  in  each  of  the  above  areas  into  the  specification 
of  a  set  of  tools,  components  and  procedures  that  comprise  this  facility. 
Described  in  CHAPTER  IV  is  the  overall  specification  of  the  Data  Base 
Machine  Architecture  Development  (DMAD)  Facility.  This  specification 
includes  identifying  the  architectural/interfaces  of  hardware  components 
in  the  facility.  These  components  are  integrated  to  provide  a  capability 
for  user's  to  develop  DBMS  special  purpose  function  architectures.  A 
methodology  is  then  described  to  utilize  the  facility  with  a  series  of 
processes  which  are  select  candidate  function,  create,  test,  evaluate 
and  substitute. 

The  select  candidate  function  process  helps  choose  candidate  DBMS 
functions  to  be  moved  from  software  to  hardware.  The  create  process  is 
used  to  functionally  describe  architectures  that  can  perform  the  DBMS 
function.  The  test  process  verifys  that  each  SPFA  performs  its  intended 
DBMS  function.  The  evaluation  process  is  used  to  generate  data  concern¬ 
ing  each  SPFA's  performance.  Finally,  the  substitution  process  permits  an 
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assessment  of  tradeoffs  necessary  to  integrate  a  SPFA  with  a  given  DBMS. 

Described  in  CHAPTER  Visa  detailed  examination  of  the  above  pro¬ 
cesses.  Each  process  can  be  performed  with  a  series  of  procedures  that 
utilize  tools/components  of  the  facility.  First,  the  facility  is  used 
to  emulate  existing  computing  systems  to  help  choose  candidate  DBMS 
software  functions.  Next,  several  SPFA's  that  can  perform  this  function 
are  examined.  Each  SPFA  created  becomes  a  machine  in  the  DMAD  Facility. 
This  machine  can  now  be  executed,  tested,  and  evaluated  using  a  unique 
set  of  tools  and  procedures  available  to  a  user.  Its  development  is 
based  on  optimizing  its  design,  description  and  hardware  implementation 
characteristics  to  achieve  optimal  performance  for  a  specific  DBMS 
application. 

Described  in  CHAPTER  VI  is  the  set  of  specialized  tools/components 
thatare  utilized  to  demonstrate  a  specific  implementation  of  the  DMAD 
Facility.  A  Nanodata  QM-1  microprogrammable  computer  is  used  as  a 
vehicle  to  execute  the  SPFA  machine  in  this  facility. 

Described  in  CHAPTER  VII  is  a  demonstration  of  how  this  specific 
facility  is  used  to  develop  SPFA's.  This  demonstration  consists  of  illus¬ 
trating  how  the  facility  is  used  to  select  the  merge  DBMS  function  as  a 
candidate  to  be  moved  from  software  to  hardware  and  actual  use  of  the 
specific  facility  implementation  to  develop  several  merge  SPFA’s.  One  is 
based  on  Hollaar's  (H0LL76)  merge  processor  and  another  is  based  on  Stell- 
horn's  (STEL77)  inverted  file  processor.  Each  performs  the  same  merge  DBMS 
function  using  different  merge  algorithms.  Both  merge  SPFA's  are  exe¬ 
cuted  within  the  facility  as  merge  machines.  Tools/components  within 
the  specific  facility  are  used  to  create,  test  and  evaluate 
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each  merge  SPFA.  Several  types  of  evaluation  are  conducted  to  illus¬ 
trate  various  capabilities  of  the  facility  for  architecture  evaluation. 


It  is  also  shown  in  CHAPTER  VII  that  additional  performance  com¬ 
parisons  can  be  made  using  the  facility  for  other  approaches  to  perform 
the  same  DBMS  function.  These  comparisons  are  made  in  a  common  environ¬ 
ment  to  demonstrate  how  a  DMAD  Facility  can  be  used  to  cite  advantages 
and  disadvantages  of  alternative  approaches  for  performing  data  base 
management  functions  in  software,  firmware  and  hardware. 

Described  in  CHAPTER  VIII  are  several  results  and  discussions 
of  this  research.  A  number  areas  for  further  research  are  also 
described. 
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CHAPTER  II 


REVIEW  OF  LITERATURE 


2.1  INTRODUCTION 

Current  activities  in  data  base  management  and  computer  archi¬ 
tecture  have  motivated  the  interest  in  developing  data  base  machine 
architectures  as  described  in  this  report.  Interest  in  developing 
these  architectures  represents  a  study  of  the  migration  of  DBMS  func¬ 
tions  from  software  to  hardware.  Just  how  this  migration  will  occur 
and  how  data  base  machines  will  become  a  reality  is  postulated  by 
Berra  (BERR78) . 

Berra  states  that  data  base  machines  will  be  developed  by  both 
revolutionary  and  evolutionary  approaches.  Practitioners  of  the  revo¬ 
lutionary  approach  will  bypass  much  of  the  current  investment  in  data 
base  management  systems  and  choose  to  go  directly  to  the  new  data 
base  machine  architecture.  This  approach  will  have  many  problems  and 
failures  but  will  also  provide  many  of  the  leading  technological  ad¬ 
vances.  Berra  (BERR78)  further  states  that  organizations  following 
the  evolutionary  approach  will  likely  bridge  the  gap  between  current 
data  base  management  systems  and  data  base  machines  by  introducing  new 
technologies  at  minimal  cost  and  service  interruptions.  In  this  approach 
data  base  machines  will  evolve  as  new  functions  and  architectures  are 
selectively  added  to  existing  systems. 

In  order  to  help  organizations  develop  data  base  machines,  using 
the  evolutionary  approach,  the  following  areas  have  been  examined: 
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(1)  data  base  management  and  architecture, 

(2)  microprogrammabl e  computers,  and 

(3)  virtual  machine  technology. 

Conceptually  illustrated  in  Figure  2-1  are  each  of  these  '•esearch 
areas.  Several  tools,  procedures  and  technology  from  efforts  in  these 
areas  have  been  combined  to  define  a  facility  which  can  help  develop 
data  base  machine  architectures.  Described  in  the  next  three  sections 
of  this  chapter  are  specific  research  tasks  from  each  of  these  areas 
that  contribute  to  the  specification  of  this  facility. 

2.2  ARCHITECTURES  AND  DATA  BASE  MANAGEMENT 

The  effects  of  architecture  on  data  base  management  have  been 
far  reaching  over  the  past  decade.  New  techniques  and  technologies 
are  emerging  which  can  provide  more  efficient  ways  to  manipulate  data. 
These  technologies  make  it  feasible  to  examine  ways  to  improve  DBMS 
performance.  One  procedure  is  to  examine  new  architectures  that  can 
perform  DBMS  functions  currently  done  in  software.  Many  of  these 
software  functions  absorb  a  great  percentage  of  a  DBMS's  computing 
power.  An  often  proposed  solution  to  this  problem  is  to  remove  some 
of  the  time  consuming  functions  from  software  and  perform  them  in 
hardware.  How  to  determine  which  functions  to  implement  in  hardware, 
and  how  to  choose  their  optimal  architecture,  for  a  given  user  appli¬ 
cation,  becomes  a  very  difficult  task.  In  order  to  help  ease  this 
transition,  data  base  machines  have  been  introduced  as  new  hardware 
architectures  designed  to  perform  specific  DBMS  functions  (CHAM79) . 
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ARCHITECTURE  AND  MICROPROBRAMMABLE 


AREAS  OF  RESEARCH  CONCENTRATION 

FIGURE  2-1 


The  notion  of  a  Data  Base  Machine  (DBM)  has  evolved  primarily 
because  of  the  need  to  accomplish  data  base  management  tasks  more 
efficiently.  The  evolution  to  the  current  class  of  data  base  machines 
can  be  traced  by  viewing  Figure  2-2.  Data  base  management  systems 
(DBMS)  were  originally  developed  to  execute  on  large  sequential  systems 
and  had  to  rely  on  the  services  of  a  generalized  host  execution  system 
to  perform  many  of  its  tasks.  Examples  of  this  class  of  system  includes 
the  IDS  system  on  an  H6000,  IMS  on  an  IBM  360/270,  and  System  2000  on 
several  large  machines  (K0EM73).  However,  much  of  the  processing 
efficiency  of  these  systems  is  compromised  by  the  inefficiency  of 
I/O  operations  for  processing  data.  The  operating  systems  on  these 
large  machines  must  multi-task  a  number  of  activities. 

As  minicomputer  development  progressed,  it  became  apparent  that 
many  data  base  management  tasks  could  be  accomplished  more  efficiently 
by  removing  them  from  the  large  sequential  machine  to  a  machine  dedicated 
entirely  to  data  base  management.  Such  a  machine  is  called  a  back-end 
machine.  Canady,  et  al  outlined  an  architecture  for  performing  various 
DBMS  tasks  on  a  back-end  Digital  Scientific  Meta-4  Computer  (CANA74). 
Numerous  advantages  were  cited  including  security,  reliability,  and 
efficiency.  These  notions  motivated  interest  in  developing  data  base 
management  systems  on  minicomputers.  For  instance,  the  MADMAN  System 
was  developed  by  General  Electric  to  execute  on  POP  11/45.  A  recent 
effort  has  implemented  the  MADMAN  System  on  a  Honeywell  H6000  (PHIL78). 

Further  development  in  semiconductor  technologies  has  produced 
the  microprocessor  and  microcomputer,  along  with  the  notion  that  it 
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SYSTEM  2000-UNIVAC 
LARGE  SEQUENTIAL  J  1100-CDC  6000 


DATA  BASE  MACHINE  EVOLUTION 

FIGURE  2-2 


is  economi cally  feasible  to  develop  computers  which  are  primarily 
designed  for  data  base  management.  Previous  research  efforts  have 
substantiated  the  fact  that  computer  architectures  that  provide  con¬ 
currency  and  content  addressing  constructs  can  provide  order  of  magni¬ 
tude  increases  in  the  performance  of  certain  data  base  management  func¬ 
tions  (M0LD73 , S I N G 7 7 ) .  As  a  result,  a  new  class  of  machines  have 
emerged  with  various  unique  architectures  designed  to  provide  these 
constructs.  They  are  referred  to  as  data  base  machines.  Liuzzi  and 
Berra  (LIUZ78)  have  defined  a  set  of  characteristics  for  a  range  of 

data  base  machines  that  consist  of: 

% 

(1)  an  overall  architecture  composed  of  one  or  more  special 
purpose  function  architectures  (SPFA1), 

(2)  an  architecture  that  is  based  on  parallelism  and  content 
addressing, 

(3)  a  set  of  compatible  memory  units  for  the  storing  and 
efficient  retrieval  of  data,  and 

(4)  an  .architecture  which  is  a  back-end  machine. 

Several  types  of  machines  have  been  reported  in  the  literature 

with  these  characteristics.  They  include: 

(1)  the  logic  per  track  architecture  of  the  University  of 
Florida's  Context  Addressed  Segment  Sequential  Memory  Organization 
(CASSM)  System  (C0PE75),the  multicell  CASSM  system  (SU79),  and  the 
University  of  Toronto's  Relational  Associative  Processor  (RAP)  System 
(SHU75,SHU79).  These  systems  attain  concurrency  by  moving  logic  from 
the  central  processing  unit  to  the  individual  disk  heads  that  read  data 
from  each  tract  on  a  fixed  head  disk.  The  RAP  System  has  recently  been 
extended  to  include  semiconductor _charge  couple  device  (CCD),  fandom 
access  memory  (RAM)  or  bubble  memory. 
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(2)  the  Ohio  State  Data  Base  Computer  (DBC)  proposed  by 
Hsiao  (HSIA77,BANE79)  and  consists  of  a  unique  architecture  that  inter¬ 
connects  several  specialized  processors  aimed  at  supporting  secure 
large-scale  data  bases.  Each  data  base  is  stored  on  content-addressable 
moving  head  disk  devices.  Emerging  technologies  such  as  magnetic  bub¬ 
bles  and  CCD's  have  been  chosen  for  the  structure  memory. 

(3)  the  INFOPLEX  System  proposed  by  Madnick  (MADN78)  which 
takes  advantage  of  new  memory  and  processor  technologies  to  organize 

a  "smart"  memory  hierarchy  to  handle  the  storing  and  retrieval  of  infor¬ 
mation.  Its  information  management  functions  are  decomposed  into  a 
functional  hierarchy  implemented  by  a  hierarchy  of  microprocessors. 

(4)  the  DIRECT  System  proposed  by  DeWitt  (DEWI79)  which  is 

a  multiprocessor  organization  for  supporting  relational  data  base  manage 
ment  systems.  DIRECT  has  a  multiple-instruction,  multiple-data  stream 
architecture.  It  can  simultaneously  support  both  inter-query  and  intra¬ 
query  concurrency. 

(5)  the  associative  processor  which  has  been  experimentally 
examined  for  data  base  management  applications.  Early  studies  by 
DeFiore,  Stillman,  and  Berra  ( DEFI73 , ST IL74 )  using  the  Goodyear  Asso¬ 
ciative  Memory  established  that  searching  a  data  base  was  significantly 
improved  by  associative  techniques.  This  has  led  to  a  series  of  studies 
between  Syracuse  University  and  RADC  utilizing  a  Goodyear  Staran  B 
Associative  Array  Processor  (FELD73).  These  studies  have  led  directly 
to  an  effort  to  develop  a  pilot  data  base  management  capability  on  this 
processor  (RADC78). 

The  associative  processor  is  unique  in  the  area  of  data  base  ma- 
machines  because  of  the  type  of  capabilities  it  possesses.  Basically, 
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associative  processors  are  distinguished  from  conventional  computer 
memories  by  the  fact  that  they  operate  on  arrays  of  data  addressed  by 
tags  or  value  rather  than  by  location.  Illustrated  in  Figure  2-3  is 
a  typical  architectural  organization  of  an  associative  processor.  The 
array  is  the  storage  device  which  contains  the  data  to  be  searched.  The 
comparand  register  contains  the  values  to  be  processed  against  the  data 
in  a  search  operation.  The  mask  register  enables  or  inhibits  bit  slices 
from  participating  in  a  given  operation.  The  response  register  records 
the  search  results  and  permits  the  Boolean  operations  to  take  place 
through  logical  combinations  of  the  registers. 

Several  studies  of  this  architecture  compared  to  a  conventional 
serial  processing  architecture  have  indicated  that  associative  pro¬ 
cessors  could  easily  be  suitable  for  data  base  management  because  of 
their  rapid  searching  capabilities.  The  RELACS  System  proposed  by 
Oliver  (0LIV79)  is  a  data  base  management  system  that  utilizes  asso¬ 
ciative  processors  to  implement  the  relational  data  model.  RELACS  is 
capable  of  supporting  many  functions  of  a  data  base  management  system 
including  retrieve,  updating,  deletion,  modification,  and  addition. 

Many  of  the  systems  described  have  been  designed  to  take  advantage 
of  several  new  storage  devices  that  currently  exist  for  the  efficient 
retrieval  of  data.  For  instance,  current  studies  are  being  conducted 
for  interfacing  the  STARAN  processor  to  a  large  mass  memory  unit 
(RADC78).  Several  other  memory  technologies  including  bubble  memories 
and  £harge  coupled  devices  (CCD's)  are  being  considered  for  storing 
data  and  may  provide  the  needed  breakthrough  for  the  efficient  storing 
and  searching  of  large  data  bases  (HSIA78). 
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CONTROL  UNIT 


ASSOCIATIVE  PROCESSOR  ARCHITECTURE 

FIGURE2-3 


In  addition  to  this  class  of  DBM's,  a  set  of  specialized  architec¬ 
tures  have  emerged.  As  Figure  2-2  indicates,  these  specialized  archi¬ 
tectures  can  form  portions  of  a  data  base  machine.  They  are  primarily 


designed  to  optimize  a  single  data  base  management  function.  Several 
different  types  of  data  base  functions  have  been  designed  as  specialized 
architectures. 

Lang  and  Nahourali  (LAN676)  have  proposed  an  architecture  which 
extends  third  generation  computer  systems  by  adding  commercially  avail¬ 
able  microprocessors  to  aid  in  the  searching  of  a  direct  access  storage 
device.  Their  studies  indicate  this  additional  architectural  capability 
can  improve  data  base  performance  in  large  data  base  applications. 

Roberts  (R0BE76)  has  proposed  a  specialized  parallel  computer 
architecture  for  high  speed  searching  of  large  textual  files.  The  data 
base  to  be  searched  is  partitioned  among  independent  high  speed  serial- 
access  memories  that  are  searched  in  parallel  by  dedicated  microproces¬ 
sors  connected  to  a  common  communication  bus. 

Hollaar  (HQLL76)  has  proposed  a  specialized  merge  processor  that 
combines  data  from  sorted  input  lists  into  a  sorted  output  file.  This 
processor  is  designed  with  architectural  constructs  that  form  the  merge 
operation.  Stellhorn  (STEL77)  proposed  an  inverted  file  processor  that 
utilizes  a  specialized  architecture  to  access  files  of  document  identi¬ 
fiers  and  perform  the  processing  associated  with  a  Boolean  search  re¬ 
quest.  Hollaar  and  Stellhorn  (H0LL76)  propose  a  specialized  architec¬ 
ture  for  textural  information  retrieval.  The  basic  architecture  of 
the  system  consists  of  several  parallel  search  modules  connected  to 
a  disc  via  a  parallel/serial  interface.  This  architecture  is  especially 
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suited  for  list  merging  updating  and  sorting  operations.  Hollaar 
(H0LL79)  has  also  extended  this  work  to  include  the  design  of  a  list 
merging  network. 

Ramamoorthy  et.  al.,  (RAMA)  have  proposed  a  fast  sorting  associa¬ 
tive  memory.  This  SPFA  is  a  bit  machine  that  implements  search  opera¬ 
tions  parallel  by  word  and  serial  by  bit  slice. 

Mukhopadhyay  (MUKH79)  has  proposed  specialized  hardware  algorithms 
for  non-numeric  computation.  These  algorithms  can  be  implemented  using 
various  LSI  technology  for  high  speed  pattern  matching  needs. 

Love  (L0VE73)  has  proposed  an  architecture  that  allows  a  series 
of  associative  processors  to  operate  as  a  single  large  associative 
memory,  or  to  operate  Individually  in  concurrent  independent  operations. 
Capraro  (CAPR79)  has  proposed  to  integrate  a  data  dictionary  in  a 
specialized  hardware  architecture  that  utilizes  associative  processors. 
Berra  and  Singhania  (SING76)  have  designed  a  special  purpose  function 
architecture  utilizing  associative  memories  for  pipelining  a  directory 
to  a  very  large  data  base.  The  basic  notion  of  this  architecture  is 
that  real-time  requirements  dictate  the  utilization  of  a  directory  to 
the  data  base.  The  results  of  this  study  indicated  that  the  pipeline 
system  provides  faster  retrieval  than  sequential  inverted  list  systems, 
especially  in  the  case  of  multiple-key  retrievals.  Karlowshy  and 
Leilich  (KARL75)  from  the  Technical  University  of  Braunschweig  have 
proposed  a  special  purpose  function  architecture  called  a  "search" 
processor  to  search  data  stored  on  mass  memory  without  using  the  CPU 
and  I/O  of  a  host  computer. 

Each  of  these  special  purpose  function  architectures  can  replace 
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a  DBMS  function  that  is  currently  being  performed  in  software  on  a 
sequential  machine.  However,  it  is  not  clear  which  SPFA  an  organiza¬ 
tion  should  choose  or  how  its  development  can  be  optimized  for  a  speci¬ 
fic  application.  Each  SPFA  should  be  examined  thoroughly,  prior  to 
actual  development,  to  determine  its  effectiveness  for  the  application. 

2.2.1  Data  Base  Machine  Architecture  Performance  Evaluation 

Several  methods  exist  to  evaluate  the  performance  of  data  base 
machine  architectures.  These  include: 

(a)  mathematical  modeling, 

(b) ,  simulation,  and 

(c)  emulation. 

The  data  base  machine  architect  can  utilize  mathematical  modeling 
techniques  to  derive  timing  equations  that  can  be  used  to  evaluate  the 
performance  of  proposed  architectures  (SING76,0LIV79,CAPR78) .  The 
general  approach  is  to  first  develop  timing  data  for  various  micro¬ 
functions.  These  data  can  be  obtained  from  various  handbooks  on  cir¬ 
cuit  devices  or  from  published  literature  concerning  the  performance 
of  these  microfunctions  on  existing  computers  (i.e.  STARAN).  The  next 
step  is  to  develop  macrofunctions  which  are  composed  of  one  or  more 
microfunctions  and  to  develop  timing  data  for  these.  Finally,  one 
combines  the  macrofunctions  into  jobs  that  are  performed  in  a  data 
base  management  context  (i.e.  update,  query,  etc.)  and  thus  obtains 
performance  data. 

In  other  cases,  a  stochastic  analysis  can  be  used  to  postulate 
an  underlying  stochastic  process  that  governs  the  behavior  sequences 
on  the  performance  of  a  DBMS  architecture  in  finite  observation  periods. 
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Both  the  timing  equation  approach  and  the  stochastic  modeling  approach 
fall  in  the  general  category  of  analytical  modeling.  An  alternative  is 
operational  analysis  (SERV79)  based  on  using  measurable  values,  testable 
assumptions  and  finite  observation  periods,  but  are  only  possible  on 
systems  already  in  existence. 

Simulation  is  the  process  of  designing  a  model  of  a  real  or  pro¬ 
posed  system  and  conducting  experiments  with  this  model  for  the  purpose 
of  either  understanding  the  behavior  of  the  system  or  of  evaluating 
various  strategies  for  the  operation  of  the  system.  The  simulation  of 
data  base  machine  architectures  may  be  quite  complex  and  require  a  digi¬ 
tal  computer  in  order  to  perform  the  experiments  and  gather  the  data. 

A  simulation  would  likely  be  used  if  one  is  unable  to  utilize  an  analy¬ 
tical  modeling  approach. 

An  emulation  is  a  very  specialized  kind  of  simulation  characterized 
by  the  following  properties: 

(1)  in  an  emulation,  both  the  simulator  and  "simuland"  are 
computers,  and 

(2)  in  an  emulation  one  comes  much  closer  to  reality  by  focus¬ 
ing  attention  on  the  behavior  of  the  architecture  at  the  instruction 
level  rather  than  at  the  input-output  level . 

Thus,  a  simulation  can  be  conducted  using  a  general  host  computer 
whereas  a  specialized  host  computer  with  features  such  as  microprogram¬ 
mability  are  required  to  conduct  an  emulation. 

Emulation,  as  defined  by  Mallach  (MALL78),  involves  building  or 


modifying  a  computer  system  to  execute  programs  written  for  another 
system.  In  addition  to  its  own  programs.  With  a  tool  known  as  an 


"emulator",  a  user  can  define  a  new  machine  on  a  system.  Emulations  have 
proven  to  be  powerful  tools  for  certain  software  conversion  problems. 
During  an  upgrading  process  a  user  may  define  an  emulator  of  an  older 
system  on  a  new  machine  and  use  the  emulator  to  initially  run  old  pro¬ 
grams.  Once  this  type  of  compatibility  is  established,  the  user  may 
then  choose  to  convert  the  programs  to  the  native  mode  of  the  new  system. 

Other  uses  of  emulators  have  been  to  develop  special  purpose  com¬ 
puter  systems  for  unique  environments.  These  specialized  architectures 
can  be  developed  without  incurring  the  expense  of  developing  a  one-of- 
a-kind  hardware  unit  for  this  application. 

The  emergence  of  new  microprogrammable  computers  provides  the 
feasibility  of  utilizing  emulation  as  a  tool  to  examine  new  hardware 
architectures.  These  computers  enable  a  wider  range  of  architectures 
to  be  emulated  and  provide  the  ability  to  examine,  in  more  detail,  the 
actual  hardware  architecture  being  developed.  Several  architectural 
considerations  are  included  in  a  microprogrammable  computer  that  enable 
it  to  emulate  a  variety  of  architectures.  These  considerations  are 
discussed  in  section  2.3. 

2.3  MICROPROGRAMMABLE  COMPUTERS 

The  development  of  generalized  microprogrammable  computers  has 
enabled  computer  architects  to  develop  emulations  of  several  computer 
architectures.  These  emulations  are  produced  by  a  series  of  micro¬ 
programs  that  execute  on  a  microprogrammable  computer. 

2.3.1  Microprogramming 


In  a  simple  sense,  microprogramming  may  be  considered  an  alterna¬ 
tive  attempt  for  implementing  the  architecture  of  a  computer.  Every 
programmable  device  possesses  an  architecture  and  an  instruction  set. 


The  building  blocks  for  a  digital  computer  consist  of  a  central  pro¬ 
cessing  unit,  which  performs  arithmetic  and  logic  operations,  a  main 
store  memory  unit  which  stores  intructions  and  data,  input/output  units 
which  communicate  with  peripherals,  and  a  control  unit  which  sequences 
other  components  through  various  states  while  executing  instructions. 
Shown  in  Figure  2-4  are  the  three  phases  of  an  instruction  sequence 
which  include: 

(1)  instruction  fetch, 

(2)  instruction  decode,  and 

(3)  instruction  execution. 

Instruction  execution  is  initialized  by  fetching  a  machine  instruc¬ 
tion  from  a  given  memory  location  and  placing  it  into  an  instruction 
register  (1).  The  operation  code  of  the  instruction  is  transferred  to 
a  decoder  (2).  Once  decoded,  an  execution  plan  (3)  is  determined  such 
as  data  fetch,  data  manipulation,  or  data  store.  In  the  conventional 
or  hardwired  computer,  a  hardware  decoding  of  the  relevant  portion  of 
the  instruction  word  selects  one  of  several  logic  circuits,  each  of 
which  is  responsible  for  generating  and  sequencing  the  primitive  signals 
of  a  given  machine  instruction. 

Replacing  this  predetermined  hardwired  control  unit  with  a  more 
flexible  computerized  control  unit  (with  its  own  control  store  memory) 
yields  a  microprogrammabl  e  computer.  Now,  following  the  instruction 
decode  operation,  the  instruction  opcode  is  used  to  point  to  a  micro¬ 
program  in  control  store  which  has  been  written  to  provide  the  control 
signals  for  that  instruction.  Hence,  the  functional  nature  of  the 
computer  as  seen  by  the  programmer  is  predetermined  by  the  micro- 
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TYPICAL  INSTRUCTION  EXECUTION  SEQUENCE 


programmer  and  may  be  redefined  as  readily  as  the  control  store  may 
be  reprogrammed. 

The  ability  to  write  into  these  control  stores  allows  the  micro¬ 
program  machine  to  alter  the  interpretation  of  the  instruction  and 
hence  by  altering  the  microprogram  one  can  alter  the  design  of  the 
architecture  it  is  emulating.  This  feature  is  extremely  important 
when  considering  the  various  architectural  options  available  for  data 
base  machine  architecture.  Several  features  needed  in  a  microprogram- 
mable  computer  to  emulate  a  variety  of  architectures  are  discussed  in 
the  next  section. 

2.3.2  Microprogrammable  Computer  Hardware 

The  basic  functional  components  of  a  microprogrammable  computer 
are  main  memory,  control  store,  arithmetic  and  logic  units,  and  the 
Interconnections  among  these  units.  The  design  of  each  of  these  units 
can  vary  among  several  microprogrammable  computers. 

For  instance,  the  control  store  of  microprogrammable  computer 
is  subject  to  a  number  of  variables  including  structure,  size,  speed, 
and  loading  conventions.  Several  variations  in  control  store  struct¬ 
ures  are  cited  by  Agrawala  (AGRA76).  One  example  is  the  two  level 
control  store  structure  where  micro-instructions  in  the  lower  level 
storage  unit  interpret  micro-instructions  in  the  upper  level  storage 
unit.  This  provides,  to  a  user,  added  flexibility  in  the  overall 
design  of  an  emulator. 

The  size  of  control  store  depends  on  the  number  of  bits  in  a 
word  and  the  number  of  words  in  control  store.  The  number  of  bits 
in  a  micro-instruction  depends  on  the  number  of  operations  the 
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computer  can  perform  and  the  parallelism  involved  in  executing  these 
operations.  The  speed  of  control  store  is  generally  affected  by  cost  and 
speed  of  main  memory.  These  two  must  be  balanced  to  insure  cohesive 
operation. 

The  architecture  of  certain  microprogrammable  computers  allows  the 
choice  between  one  of  two  formats  for  the  micro-instructions  used  in  an 
emulation.  These  are  vertical  and  horizontal  micro-instructions. 

Vertical  instructions  generally  represent  single  micro-operations. 

They  resemble  conventional  machine  language  instructions.  They  can  specify 
a  time  sequence  of  control  signals  which  allows  them  to  be  executed  less 
frequently.*  In  contrast,  horizontal  instructions  represent  several 
micro-operations  that  are  executed  concurrently.  Because  they  control 
multiple  resources  concurrently,  they  contain  more  information  than 
vertical  instructions  and  have  a  greater  length.  Illustrated  below  are 
examples  of  currently  available  microprogrammable  computers  and  types  of 
computer  architectures  that  have  been  emulated  on  these  computers. 

MICROPROGRAMMABLE  COMPUTERS  EMULATED 

COMPUTER 


PDP  11/0 
NOVA  1200 

s/360  models  40,50 
ibm  7090 
cdc  1604a 


IBM  1401 
ibm  1440 
ibm  1460 
b-100 


NANODATA 

QM-1 


Burroughs 

B-1700 


...  ■■JJM 


2.3.3  Hardware  Description  Languages 

hardware  Description  languages  { HDL )  have  been  developed  to  help 
develop  emulations  of  computer  systems.  These  languages  can  provide 
several  advantages,  as  cited  by  Chu  (CHU74),  which  are: 

(1)  they  serve  as  a  means  of  communication, 

(2)  they  permit  a  precise,  yet  concise,  description, 

(3)  they  provide  convenient  documentation, 

(4)  they  are  amendable  to  simulation  on  a  computer,  and 

(5)  they  aid  in  an  integrated  design  and  automation. 

An  HDL  can  assist  computer  architecture  development  at  various 
levels  of  abstraction  for  a  computer  system.  These  levels  include: 

(a)  the  device  transfer  level, 

(b)  the  register  transfer  level,  and 

(c)  the  gate/flip/flop  level. 

The  computer  architect  chooses  the  level  of  development  by  the  HDL 
chosen  to  describe  an  architecture.  Several  different  languages  exist 
that  can  help  in  describing  an  architecture  at  each  of  these  levels. 
These  languages  include: 

(1)  A  Hardware  Programming  Language  (AHPL)  introduced  by 
Hill  (HILL74)  at  the  University  of  Arizona,  that  is  a 
hardware  description  language  based  on  the  notational 
conventions  of  APL. 

(2)  Computer  Design  Language  (CDL)  based  on  the  work  by 
Chu  (CHU74)  at  the  University  of  Maryland.  This  lan¬ 
guage  describes  the  computer  elements  and  hardware 
algorithms  at  a  level  just  above  that  of  the  electronics. 
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(3)  Digital  System  Design  Language  (DDL),  based  on  the  work 
of  Dietmeyer  (DIET74)  at  the  University  of  Wisconsin, 
is  a  block  oriented  language.  The  blocks  of  a  descrip¬ 
tion  are  intended  to  correspond  to  the  sub-systems  of 
the  hardware  system. 

(4)  Logic  Algorithm  Language  (LOGAL)  based  on  Stewart's 
Work  (STEW77)  at  Uni  vac.  LOGAL  permits  design  of  the 
logic  design  algorithms  and  iterates  their  design  trade¬ 
offs  for  optimization  to  the  logic  designer. 

(5)  instruction  Set  Processor  (ISP)  based  on  Siewiorek's 
work  (SIEW74)  at  Carnegie-Mell on  University.  ISP  was 
specified  by  Bell  and  Newell  to  permit  description  of 
the  programming  level  of  a  computer  and  has  recently 
been  utilized  to  evaluate  competitive  architectures  in 
a  Family  Computer  Study  by  the  U.S.  Army  and  Navy. 

(6)  SMITE  which  is  based  on  TRW’s  development  work  (PRES79, 
TRW79)  for  USAF/RADC.  SMITE  is  a  high  level  computer 
description  language  that  is  based  on  many  of  the  modern 
programming  practices  for  code  development  outlined  in  the 
IBM  Structured  Programming  Manuals  (NAUG75). 

Several  systems  have  been  developed  using  microprogrammable  com¬ 
puters  and  hardware  description  language.  Some  examples  of  these  systems 
are  described  below. 

2.3.4  Systems  Utilizing  Microprogrammable  Computers 

Since  the  early  70 1 s  microprogrammable  computers  have  been  des¬ 
cribed  in  the  literature  as  tools  for  emulating  computer  systems. 


Rosin  et  al  (R0SI72)  has  described  the  benefits  of  microprogramming 
and  emulation  utilizing  microprogrammable  computers.  This  early  work 
has  led  to  the  establishment  of  a  number  of  environments  on  micro- 
programmable  computers. 

v» 

Diebolt  (DIE-B)  utilized  the  general  purpose  microprogrammable 
processor  (QM-1)  to  emulate  a  third  generation  Univac  Series  90 
processor.  This  study  was  undertaken  in  order  to  demonstrate  that 
computer  architectures  can  be  emulated  under  a  common  microprogram 
architecture  and  to  identify  features  and  functions  which  directly 
contribute  to  performance  and  micro-primitives  common  to  target 
emulators. 

Gallenson  (GALL78)  describes  the  Programming  Research  Instrument 
(PRIM)  that  utilizes  an  MLP-900  microprocessor  to  provide  a  working 
environment  in  which  a  user  can  implement  a  computer  in  micro-code 
and  run  that  computer  in  a  chosen  program  environment.  The  PRIM 
system  allows  interactive  execution  and  debugging  of  code  for  emulated 
computer  systems  by  a  number  of  users.  The  design  of  the  PRIM  environ¬ 
ment  recognizes  the  need  to  isolate  the  microprogrammable  computer 
from  other  resources  in  the  system. 

Beach  (BEAC)  reports  on  the  Microprogrammable  Multi -Processor 
System  (MMP)  which  utilizes  a  series  of  CDC  56  processors  to  perform 
system  emulations  on  a  planned  target  system  to  investigate  the  inter¬ 
operability  characteristics  of  existing  or  planned  target  systems. 

Demco  and  Marsland  (DEMC75)  utilized  a  Nanodata  QM-1  to  develop  a  com¬ 
plete  emulation  of  a  PDP-11  instruction  set  and  developed  a  monitor 
which  supports  multiple  concurrent  emulation  on  the  QM-1  machine.  This 
monitor  is  supported  in  control  store  of  the  microprogrammable  computer. 
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It  provides  functions  similar  to  an  operating  system  such  as  interrupt 
handling,  I/O  support  to  member  emulators,  and  supervisory,  debug,  and 
control  capabilities  to  an  operator. 

Burkhardt  (BURK)  describes  the  development  of  an  operation  system 
written  in  Pascal  which  will  facilitate  the  development  of  software 
for  the  QM-1  microprogrammable  computer. 

In  each  of  these  studies  the  merits  of  utilizing  dynamically 
microprogrammable  computers  has  been  established.  These  systems 
concentrate  on  using  microprogrammable  computers  to  emulate  existing 
computer  systems. 

The  development  of  data  base  machine  architectures  can  utilize 
some  of  the  capabilities  from  these  systems.  These  capabilities 
need  to  be  integrated  with  other  tools  and  procedures  that  can  help 
develop  a  data  base  machine  architecture.  For  instance,  one  way  to 
test  an  architecture,  following  its  description  in  a  hardware  descrip¬ 
tion  language,  is  by  extensive  verification  procedures.  A  micro- 
programmable  computer  can  be  used  to  execute  the  description  of  the 
data  base  machine  architecture.  The  user  has  control  over  each  state 
of  execution  as  it  executes  at  the  micro-instruction  level .  A  special¬ 
ized  verification  technique  has  been  proposed  by  Crocker  (CR0C77)  to 
examine  states  of  execution  of  a  machine  during  execution  on  a  micro- 
programmable  computer.  This  technique  can  help  provide  the  ability 
to  verify  the  function  provided  by  data  base  machine  architectures. 

One  way  to  measure  the  effectiveness  of  a  data  base  machine  archi¬ 
tecture  is  to  determine  how  it  affects  such  factors  as  reliability, 
maintainability,  testability,  etc.  for  the  DBMS  software  module  it  is 
replacing.  A  framework  for  measuring  software  quality  factors  is 
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included  in  work  completed  by  McCall  and  Cavano  (MCCA79.CAVA79) .  A  set 
of  metrics  has  been  established  for  eleven  different  quality  factors. 
These  same  metrics,  if  applied  to  the  description  of  the  new  DBMS  hard¬ 
ware  architecture,  may  be  used  to  judge  how  the  new  architecture  affects 
a  specific  factor.  Such  an  idea  is  now  being  explored  by  Vermuri  et  al 
(VERM80). 

The  development  of  new  data  base  machine  architecture  can  also 
benefit  from  current  research  in  virtual  machine  technology.  The  ad¬ 
vantages  of  using  this  technology  to  examine  new  approaches  for  devel¬ 
oping  these  architectures  is  described  next. 

2.4  VIRTUAL  MACHINE  TECHNOLOGY 

The  concept  of  a  virtual  machine  was  described  by  Goldberg  (GOLD73). 
He  defined  a  virtual  machine  as  a  "hardware-software  duplicate  of  a  real 
existing  computer  system  in  which  a  statistically  dominent  subset  of  the 
virtual  processors  instructions  execute  directly  on  the  host  computer 
in  native  mode." 

Illustrated  in  Figure  2-5  is  the  concept  of  a  virtual  machine 
monitor  (VMM).  The  VMM  extends  the  bare  machine  into  a  number  of 
virtual  machines,  each  capable  of  supporting  the  same  instruction  sets 
as  the  bare  machine.  Each  virtual  machine  can  now  support  the  same 
set  of  software  that  executes  on  the  bare  machine.  The  resources 
for  all  virtual  machines  are  maintained  by  the  VMM.  These  resources 
are  identified  as  a  virtual  machine  is  created.  However,  only  the  VMM 
can  allocate  the  resources. 

On  the  virtual  machine,  the  set  of  instructions  may  be  partitioned 
in  two  subsets:  nonpri vi ledged  which  are  executed  directly  on  the  host 


ILLUSTRATION  OF  A  VIRTUAL  MACHINE  MONITOR 

FIGURE  2-5 


processor  in  native  mode,  and  the  privileged  operations  which  make 
gross  changes  to  the  state  of  the  machine.  These  instructions  can 
include  requests  for  the  allocations  of  resources  for  I/O  operations, 
those  requesting  changes  to  mode  of  the  machine,  or  those  requesting 
changes  to  a  machines  storage  protection.  If  the  virtual  machine 
attempts  to  execute  a  privileged  instruction,  it  is  trapped  and  con¬ 
trol  is  passed  to  the  VMM.  The  monitor  then  simulates  the  instruction 
in  a  manner  consistent  with  the  overall  architecture  of  the  virtual 
machine.  The  actual  request  is  then  issued  by  the  VMM  to  the  real 
resource.  In  this  manner,  the  resource  allocation  function  becomes 
the  responsibility  of  the  VMM. 

A  programming  environment  consisting  of  virtual  machines  provides 
several  advantages  including: 

(1)  the  ability  of  the  system  programmer  to  make  changes 
to  system  software  without  affecting  other  machines, 

(2)  improved  system  reliability  since  one  machine  may  fault 
without  affecting  the  operation  of  the  other  machines, 

(3)  an  environment  that  exhibits  extraordinary  flexibility 
by  permitting  incompatible  software  systems  to  be  tied 
together  compatibly  as  demonstrated  by  Donovan  (D0N075), 

(4)  a  means  for  software  development  using  a  dynamically 
microprogrammable  computer  as  a  host  machine  as  described 
by  FI  ink  (FLIN77),  and 

(5)  the  capability  to  model  a  network  of  processors  as  cited 
by  Goldberg  (GOLD74)  where  messages  between  virtual  pro¬ 
cessors  may  be  routed  over  simulated  transmission  control 
units  or  they  may  be  sent  out  over  physical  communication 
lines  before  getting  to  the  receiving  virtual  machine. 
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ILLUSTRATION  OF  VIRTUAL  PERIPHERALS 

FIGURE  2-6 
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The  advantages  of  a  programming  environment  using  virtual  machines 
have  been  explored  in  the  data  base  management  area  by  Donovan  and 
Madnick  (D0N077).  They  have  developed  the  Generalized  Management 
Information  System  (GMIS)  that  provides  a  data  base  management  capa¬ 
bility  on  a  single  machine  architecture.  This  system  uses  virtual 
machine  techniques  as  an  integrating  mechanism  to  provide: 

(1)  a  mechanism  for  multi-user  coordination  of  access  and 
update  to  a  central  data  base, 

(2)  a  mechanism  for  creating  an  environment  where  several 
different  modeling  facilities  can  access  the  same  data 
base,  and 

(3)  a  mechanism  for  creating  an  environment  where  several 
different  and  potentially  incompatible  data  management 
systems  can  all  be  accessed  by  the  same  user  models  or 


faci 1 ities. 

The  goal  of  the  GMIS  system  is  to  improve  performance  of  a  number  of 
data  base  management  activities  in  a  single  computer  environment.  This 
work  was  further  extended  (MADN78)  to  demonstrate  the  communication 
ability  among  clusters  of  virtual  machines. 

Virtual  machines  can  also  be  utilized  to  access  virtual  peripherals 
as  cited  in  the  work  by  Gagliardi  and  Jain  (GAGL77).  Their  systems 
interface  a  mini-computer  (POP  11/40)  to  a  large  computer  (PDP-20)  via 
a  direct  bus  connection. 

This  work  is  significant  because  it  provides  a  capability  to  iso¬ 
late  a  machine  from  resources  needed  for  I/O  operations.  This  is  pre¬ 
cisely  a  requirement  needed  to  isolate  the  execution  of  data  base 
machine  architectures  on  a  micro-programmable  computer  from  external 
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resources  needed  during  their  execution. 

The  advantages  provided  by  virtual  machines  can  help  provide  many 
of  the  capabilities  needed  in  a  facility  that  can  help  develop  data 
base  machine  architecture. 

2.5  SUMMARY 

The  role  of  data  base  management  and  architecture  has  taken  on 

greater  meaning  since  the  development  of  inexpensive  new  hardware 

technologies.  Generalized  microprogrammable  computers  have  been 

developed  that  permit  a  wide  variety  of  architectures  to  be  emulated. 

% 

Work  in  the  area  of  virtual  machines  make  it  feasible  to  integrate 
various  tools,  procedures,  and  resources  in  common  environments.  Each 
of  these  advances  has  contributed  a  set  of  specifications  for  a  facility 
that  can  help  develop  data  base  machine  architectures.  The  problems  of 
developing  data  base  machine  architectures  that  can  be  helped  with  this 
facility  and  the  research  methodology  used  for  its  specification  are 
described  in  the  next  chapter. 
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CHAPTER  III 


PROBLEM  DEFINITION  AND  RESEARCH  METHODOLOGY 

3.1  INTRODUCTION 

Described  in  this  chapter  are  the  problems  concerned  with  choosing 
which  data  base  management  functions,  now  performed  in  software  on  sequen¬ 
tial  computers,  should  be  moved  to  new  hardware  architectures.  These  pro¬ 
blems  have  been  examined,  and  a  research  methodology  has  been  developed  to 
help  solve  them.  Part  of  this  methodology  includes  defining  a  facility 
that  can  assist  in  developing  special  purpose  DBMS  function  architectures. 
Included  in  this  proposed  facility  are  the  set  of  specialized  tools  and 
components  needed  to  help  a  user  develop  these  SPFA's. 

3.2  PROBLEM  DEFINITION 

The  lower  costs  for  computer  hardware  have  made  it  feasible  to 
initiate  efforts  to  design  new  architectures  for  data  base  management 
functions.  These  new  architectures  may,  in  the  future,  be  combined 
into  specialized  machines  that  provide  the  complete  data  base  management 
function  for  an  organization.  However,  choosing  which  data  base  manage¬ 
ment  functions  should  be  moved  into  hardware  is  not  an  easy  task.  In 
order  to  help  make  this  choice,  several  questions  must  be  examined: 

(1)  what  are  the  important  factors  to  consider  when  choosing 
a  function, 

(2)  what  architecture  is  most  nearly  optimal  for  a  specific 
DBMS  function,  and 
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(3)  how  will  new  hardware  technology  affect  the  choice 
of  the  architecture  in  terms  of  performance,  cost. 


reliability,  etc? 

Several  types  of  DBMS  functions  are  candidates  to  be  moved  into 
hardware.  An  examination  of  a  data  base  management  system  indicates 
that  it  is  composed  of  several  types  of  functions.  First,  a  set  of 
basic  functions  are  provided  by  a  DBMS  which  perform  commands  directed 
by  an  application  program.  These  functions  are  used  to  manipulate  data 
into  a  form  acceptable  to  the  application  program.  A  second  set  of 
functions  maintain  data  in  a  data  dictionary  or  a  data  base.  The 
functions  permit  a  logical  expression  of  the  data  base  and  maintain  a 
physical  access  to  the  stored  data.  Next,  a  set  of  functions  provides 
a  set  of  user  interface  capabilities.  Typically,  these  functions  are 
provided  by  query  generation  modules  or  request  generation  modules. 
Finally,  a  set  of  application  modules  are  used  to  support  functions. 

These  modules  provide  various  editing  types  of  capabilities  for  a  DBMS. 
Classes  of  these  functions  include  sort  or  merge  programs . 

Each  of  these  various  types  of  functions  are  used  to  support  the 
data  base  management  activity  of  an  organization.  However,  as  organiza¬ 
tions  seek  approaches  to  upgrade  their  DBMS's,  by  introducing  new  DBM 
architectures,  it  is  not  clear  which  of  these  functions  should  be  moved 
to  hardware.  In  addition,  in  making  this  choice,  an  organization  will 
want  to  seek  the  optimal  DBMS  architecture  that  can  provide  an  improved 
DBMS  function  and  still  provide  compatibility  with  their  current  software 
DBMS  application  programs.  If  not,  the  large  cost  investment  in  these 
programs  may  suggest  that  a  new  data  base  machine  architecture  is  not 
feasible.  Thus,  a  procedure  is  needed  that  can  assist  in  choosing 
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candidate  DBMS  functions,  design  candidate  hardware  architectures  for 
these  functions,  and  provide  a  capability  to  determine  which  will  be 
favorably  integrated  into  current  DBMS's. 

For  each  data  base  management  function  that  is  a  candidate  to  be 
moved  to  hardware,  several  architectural  options  may  be  available.  In 
order  to  evaluate  each  option,  the  actual  hardware  may  have  to  be 
built.  If  more  than  one  architecture  is  being  considered,  several 
options  may  have  to  be  built.  Once  these  hardware  options  are  built, 
procedures  to  test  and  evaluate  them  need  to  be  established.  However, 
if  many  DBM  architecture  options  exist,  the  actual  hardware  construc¬ 
tion  may  not  always  be  feasible  because  of: 

(1)  the  expense  of  actually  developing  a  number  of  hardware 
options, 

(2)  time  constraints,  and 

(3)  inability  to  easily  alter  each  DBM  architecture  option 
after  it  has  been  built. 

Thus,  procedures  are  needed  that  assist  in  choosing  optimal  DBM 
architectures  prior  to  actually  having  them  built. 

Finally,  the  actual  hardware  technology  used  to  perform  operations 
needed  for  a  DBM  architecture  will  affect  its  performance,  cost  and 
reliability.  The  technology  chosen  by  a  user  depends  on  specific  user 
application  requirements.  However,  a  user  needs  to  know  the  effects  of 
a  specific  technology  choice.  For  instance,  one  technology  may 
sacrifice  speed  for  more  reliability  for  the  DBM  architecture. 

Another  may  Improve  performance  but  cost  more.  In  order  to  help 
evaluate  a  DBM  architecture  option,  a  procedure  is  needed  that  can 
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examine  various  strategies  for  a  DBM  architecture  performance  and 
choose  the  optimal  strategy  for  a  specific  application. 

Each  of  the  above  problems  has  been  examined  in  this  research. 

The  result  has  been  to  specify  a  facility  with  a  specialized  set  of  tools 
and  components,  designed  specifically  to  help  users  develop  data  base 
machine  architectures  as  emulated  machines.  This  proposed  facility 
permits  a  user  to  examine  a  data  base  management  function,  examine  new 
hardware  architectures  for  this  function,  and  tailor  the  development  of 
a  specific  architecture  to  personal  needs.  A  methodology  for  utilizing 
this  facility  is  also  proposed.  Included  in  this  methodology  are 
several  processes. 

The  approach  used  to  specify  this  facility  and  to  demonstrate  its 
applicability  for  developing  data  base  machine  architectures  is  outlined 
in  section  3.3. 

3.3  RESEARCH  METHODOLOGY 

Part  of  the  research  leading  to  the  specification  of  a  facility  to 
help  develop  data  base  machine  architectures  has  led  to  an  examination 
of  what  constitutes  a  data  base  machine.  Liuzzi  and  Berra  (LIUZ78)  have 
defined  special  purpose  function  architectures  (SPFA's)  as  subsets  of 
the  architecture  of  a  data  base  machine.  The  research  methodology 
outlined  in  Figure  3-1  includes  specifying  a  Data  Base  Machine 
Architecture  Development  (DMAD)  Facility  that  can  be  used  to  develop 
these  special  purpose  function  architectures. 

The  specification  of  the  DMAD  Facility  consists  of: 

(1)  designing  the  architectural  interfaces  among  a  set  of 
hardware  components  that  comprise  the  facility. 
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(2)  identifying  a  set  of  unique  tools,  in  the  facility,  used 
to  develop  special  purpose  function  architectures,  and 

(3)  identifying  a  methodology  to  utilize  the  facility. 

This  is  followed  by  a  demonstration  of  a  specific  implementation 

\ 

of  the  DMAO  Facility.  This  demonstration  includes  the  actual  develop¬ 
ment  of  two  different  special  purpose  function  architectures  that  per¬ 
form  the  same  DBMS  function.  It  is  shown  how  the  facility  is  utilized 
to  develop  and  evaluate  each  approach. 

The  organization  of  this  research  methodology  leads  to  an  overall 
research  contribution  that  combines  several  current  research  disciplines 
into  defining  a  set  of  tools/components  used  to  develop  DBMS  special 
purpose  function  architectures.  This  research  methodology  is  now  des¬ 
cribed  in  more  detail  below. 

3.3.1  Hardware  Components 

A  set  of  hardware  components  have  been  identified  for  the  DMAD 
Facility.  These  components  consist  of  several  machines  that  perform 
specific  DMAD  Facility  functions.  These  components  include: 

(1)  a  machine  that  is  capable  of  executing,  as  an  emulation, 
the  architectural  description  of  a  SPFA, 

(2)  a  machine  that  can  provide  a  programming  environment, 
along  with  a  set  of  resources  to  support  execution  of 
machines  in  the  facility, 

(3)  a  machine  that  provides  a  set  of  library  services  for 
requests  that  utilize  the  DMAD  Facility.  This  machine 
is  used  to  identify  a  set  of  facility  configuration 
requirements  for  input  requests,  and 
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(4)  a  machine  that  both  manages  and  configures  the  DMAD 
Facility  for  each  request. 

3.3.2  Development  Tool  Specification 

Several  tools  have  been  identi fied  for  the  DMAD  Facility  to  help 
develop  a  special  purpose  function  architecture.  These  tools  consist 
of: 

(1)  a  DMAD  process  description  language, 

(2)  a  DMAD  hardware  description  language, 

(3)  a  DMAD  execution  control  module, 

(4)  a  data  base  machine  architecture  configuration  array, 

(5)  a  realization  timing  control  array,  and 

(6)  a  virtual  data  base  machine  monitor. 

The  process  description  language  identifies  the  type  of  SPFA  develop¬ 
ment  process  requested  within  the  facility.  The  hardware  description 
language  defines,  in  a  high  level  language,  the  architectural  con¬ 
structs  of  the  SPFA.  A  DMAD  execution  control  module  is  used  to  con¬ 
trol  execution  and  provide  specialized  tools  for  each  machine  in  execu¬ 
tion.  The  data  base  machine  architecture  configuration  array  identi¬ 
fies  all  machines  and  their  configuration  requirements  needed  to  execute 
in  the  DMAD  Facility.  The  realization  timing  control  array  is  used  to 
assign  timings  for  various  operations  of  each  SPFA  during  execution. 
Finally,  the  virtual  data  base  machine  monitor  is  a  tool  that  provides 
the  means  to  substitute  a  SPFA  for  the  DBMS  function  it  performs.  These 
tools  are  available  to  the  DMAD  Facility  user  as  he/she  develops  a  SPFA. 
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3.3.3  Methodology  to  Utilize  the  DMAD  Fac i 1 i ty 

The  methodology  to  utilize  the  D'iAD  Facility  is  introduced  by  a 
process  flow  model  which  identifies  a  set  of  processes  that  can 
be  used  to  develop  a  SPFA.  Each  process  in  this  model  requires  a  set 
of  functions  to  complete.  These  functions  are  performed  by  a  series  of 
procedures  using  the  tools/components  available  in  the  facility. 

3.3.4  Demonstration  of  a  Specific  Implementation  of  a  DMAD  Facility 

A  specific  implementation  of  a  DMAD  Facility  consists  of  a  set  of 
tools/components  that  include  a  QM-1  microprogrammable  computer  and 
the  SMITE  hardware  description  language.  The  demonstration  of  the 
facility  illustrates  how  it  can  be  used  to  develop  special  purpose 
function  architectures.  This  demonstration  includes: 

(1)  illustration  of  how  the  facility  chooses  candidate  DBMS 
functions, 

(2)  development  of  a  "merge"  SPFA  based  on  Mollaar's  (HOLL75) 
"merge"  processor, 

(3)  development  of  a  "merge"  SPFA  that  is  based  on  Stellhorn's 
inverted  file  processor  and  uses  Batcher's  odd-even  merge 
network, 

(4)  execution  of  both  SPFA's  as  "merge"  machines, 

(5)  actual  use  of  the  facility  to  produce  various  types  of 
comparative  evaluation  data  for  the  merge  machines,  and 

(3)  demonstration  of  use  of  the  facility  to  compare  alterna¬ 
tive  approaches  for  performing  the  merge  DBMS  function 
in  hardware,  firmware  and  software,  in  a  common  environ¬ 
ment  . 
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3.4  SUMMARY 

Described  in  this  chapter  are  the  problems  concerned  with  developing 
data  base  machine  architectures  for  specific  applications.  A  research 
methodology  is  then  outlined  that  addresses  these  problems  and  introduces 
the  concept  of  a  DMAD  Facility.  Described  in  the  next  chapter  is  the 
basic  description  of  functional  DMAD  components  and  how  they  can  be  used 
to  develop  a  SPFA.  Described  in  CHAPTER  Visa  detailed  examination  of 
how  the  facility  components,  tools  and  procedures  could  be  used  to  de¬ 
velop  SPFA’s.  Described  in  CHAPTERS  VI  and  VII  is  a  demonstration  of 
the  feasibility  of  a  DMAD  Facility.  A  specific  instance  of  the  facility 
is  used  to  develop  several  SPFA's  concerned  with  the  merge  function. 
Finally,  described  in  CHAPTER  VIII  are  results  and  conclusions  of  this 
research  and  several  suggestions  on  where  future  research  sould  be 


CHAPTER  IV 


INTRODUCTION  OF  A  DATA  BASE  MACHINE 
ARCHITECTURE  DEVELOPMENT  FACILITY 


4.1  INTRODUCTION 

Described  in  this  chapter  is  the  design  of  a  Data  Base  Machine 
Architecture  Development  (DMAQ)  Facility.  This  facility  can  be  used  to 

(1)  help  determine  what  kinds  of  DBMS  functions  are 
candidates  to  be  moved  from  software  to  hardware, 

(2)  help  develop  DBMS  special  purpose  function 
architectures  (SPFA's), 

(3)  help  preserve  DBMS  software  application  program 
investment  by  introducing  the  SPFA's  in  a 
selective  integration  (evol utionary  approach) 
to  existing  data  base  management  systems, 

(4)  help  incorporate  cost  effective,  new  hardware 
technology  into  data  base  management,  and 

(5)  assist  in  the  specification  of  future  Data  Base 
Machines . 

A  methodology  to  utilize  this  facility  is  also  described  in  this 
chapter.  This  methodology  describes  a  set  of  basic  processes  that  use 
the  tools/components  of  the  DMAD  Facility  to  develop  SPFA's. 
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Tnls  methodology  includes; 

(1)  a  detailed  specification  of  the  functional  flow  for 
each  process  within  the  DMAD  facility, 

(2)  identification  of  a  set  of  functions  for  each  process, 
and 

(3)  procedures  to  accomplish  these  functions  using  specialized 
OMAD  facility  components/tools. 

The  remainder  of  this  chapter  describes  this  methodology  and  the 
set  of  architectural /interfaces  that  comprise  the  facility. 

4,2  METHODOLOGY  TO  DEVELOP  A  SPFA  USING  DMAD  FACILITY 

A  methodology  to  develop  a  special  purpose  function  architecture 
requires  the  following  set  of  processes  which  are  illustrated  in 
Figure  4-1; 

(1)  Select  candidate  function, 

(2)  SPFA  create, 

(3)  SPFA  test, 

(4)  SPFA  evaluation,  and 

(5)  SPFA  substitute 

The  select  candidate  function  process  utilizes  the  facility  to  help 
determine  those  DBMS  software  functions  that  are  candidates  for  replace¬ 
ment  as  hardware  architecture  SPFA's.  Once  a  candidate  function  is 
selected,  the  facility  is  used  to  develop  SPFA's  which  can  perform  the 
DBMS  function. 

The  creation  process  transforms  a  description  of  each  SPFA  from  a 
set  of  architectural  considerations  to  a  set  of  language  statements. 


This  set  of  language  statements  represents  a  functional  description  of 
an  architecture  that  performs  the  DBMS  function. 

The  test  process  functionally  verifys  that  the  SPFA  performs 
the  desired  DBMS  function.  This  process  permits  the  data  base  machine 
architect  to  examine  the  architectural  constructs  of  the  SPFA  to  insure 
it  meets  its  design  goals. 

The  evaluate  process  enables  the  data  base  machine  architect  to 
evaluate  competing  SPFA's.  An  architecture  evaluation  is  conducted  by 
using  the  facility  to  generate  performance  timings  of  the  SPFA's.  These 
timings  are  based  on  utilizing  an  assumed  set  of  hardware  characteristics 
to  perform  operations  required  by  each  SPFA. 

Finally,  the  substitution  process  is  composed  of  a  set  of  proce¬ 
dures  to  enable  the  data  base  machine  architect  to  selectively  integrate 
a  SPFA  within  a  data  base  management  system  capability.  The  substitu¬ 
tion  process  helps  the  data  base  machine  architect  assess  the  system 
impact  of  having  a  DBMS  software  function  replaced  by  hardware. 

The  complete  development  using  the  facility  is  illustrated  by  a 
process  flow  model  in  Figure  4-2.  The  flow  of  this  model  indicates  the 
DMAD  Facility  is  initialized  for  each  process  request.  This  initializa¬ 
tion  configures  a  machine  and  tools  for  each  process.  Several  feedback 
loops  are  provided  in  this  model  to  allow  refinements  during  the  develop¬ 
ment  of  the  SPFA.  These  loops  permit  reuse  of  the  complete  set  of 
DMAD  Facility  tools  for  all  processes.  For  instance,  after  an 
evaluation  process  is  completed,  the  data  base  machine  architect 
may  choose  to  alter  a  SPFA  by  modifying  a  portion  of  the  architecture 
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FIGURE  4-2 


description.  This  may  result  in  the  recreation  of  the  SPFA.  Similarly, 
a  single  process  can  be  repeated  interactively  so  an  exhaustive  series 
of  tests  or  evaluations  can  be  performed. 

In  addition,  the  final  process,  substitution,  permits  the  data  base 
machine  architect  to  assess  the  impact  on  the  DBMS  system  of  the  newly 
developed  SPFA.  This  process  is  used  to  integrate  the  SPFA  within  the 
DBMS  and  utilize  the  facility  to  help  determine  potential  problems. 

The  data  collected  following  this  process  can  help  determine  if  the 
function  is  a  logical  candidate  to  be  moved  to  hardware  for  a  specific 
appl i cation. 

The  use  of  the  process  flow  model  also  permits  a  user  to  tailor 
his/her  development  to  a  specific  application.  This  helps  insure  that 
the  SPFA  meets  the  unique  requirements  of  the  application. 

4.3  ARCHITECTURAL/INTERFACES  OF  THE  DMAD  FACILITY 

The  architectural/interfaces  of  a  Data  Base  Machine  Architecture 
fevelc  ent  Facility  (DMAD)  are  illustrated  in  Figure  4-3.  The  DMAD 
Facility  consists  of  the  following  components: 

(1)  a  Service  Host  Machine  (SHM)  that  is  responsible  for 
monitoring  requests  in  the  DMAD  Facility,  staging  input  for  the  Data 
Base  Function  Execution  Machine  (DBFEM),  and  providing  a  programming 
environment  to  described  SPFA's.  The  SHM  interfaces  to  network  machines 
which  may  help  execution  of  a  SPFA. 

(2)  a  Data  Base  function  Execution  Machine  (DBFEM)  that  is 
responsible  for  hosting  the  execution  of  machines  in  the  facility. 

This  machine  serves  as  a  back-end  to  the  SHM.  This  machine  is  capable 
of  emulating  a  variety  of  computer  architectures. 
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ARCHITECTURAL/INTERFACES  OF  THE  DMAD  FACILITY 

FIGURE  4-3 


(3)  a  Master  Configuration  Control  Machine  (MCCM)  that 
interfaces  the  SHM  and  DBFEM.  This  machine  acts  as  the  configuration 
manager  for  process  requests  to  the  DMAD  Facility.  In  this  capacity, 
this  machine  controls  resources  needed  to  support  execution  of  a 
machine  on  the  DBFEM, 

(4)  a  Configuration  identification  Machine  (CIM)  that  is 
used  to  identify  the  DMAD  Facility  configuration  requirements  for  each 
process  request.  The  CIM  interfaces  to  the  SHM  and  mantains  two 
libraries.  The  first  defines  all  machines  that  can  execute  within 
the  DMAD  facility  and  the  second  maintains  timings  for  operations  per¬ 
formed  by  the  SPFA  machines. 

Within  this  facility,  the  DBFEM  is  to  be  used  exclusively  as  a 
tool  to  emulate  various  machines.  The  supporting  components  in  the 
facility  are  used  to  assist  each  emulation  with  a  set  of  specialized 
tools  to  help  perform  each  of  the  development  processes. 

4,4  ILLUSTRATION  OF  UTILIZATION  OF  DMAD  FACILITY 

A  typical  utilization  of  the  DMAD  Facility  is  shown  in  Figure  4-4. 

An  organization  requires  improving  the  performance  and  reliability  for 
merging  lists  for  its  present  applications.  This  "MERGE"  function  is 
currently  being  performed  in  software,  as  part  of  a  DBMS,  on  a  sequential 
computer.  However,  several  competitive  new  merge  hardware  architectures 
can  also  perform  this  function.  This  organization  needs  to  choose  the 
merge  hardware  architecture  that  can  optimize  the  overall  performance 
and  reliability  of  this  application. 


Using  a  DMAD  Facility  the  merge  hardware  architectures  are 
created  as  SPFA  machines  to  perform  the  DBMS  "MERGE"  function.  For 
instance,  illustrated  in  Figure  4-4  is  a  "MERGE"  SPFA  machine  that  is 
created  from  among  several  architecture  options  and  is  introduced  to 
the  QMAD  Facility.  The  SPFA  is  described  by  a  hardware  description 
language.  This  description  is  compiled  and  debugged  to  produce  an 
executable  version.  When  the  architect  is  satisfied  with  the  descrip¬ 
tion,  it  is  configured  in  the  DMAD  Facility  to  produce  the  SPFA  machine. 
During  execution,  the  DBMA  has  complete  control  of  the  SPFA  machine 
which  permits  him/her  to  examine  all  states  of  execution.  Testing  in 
this  environment  is  done  with  a  set  of  tools  to  verify  that  the  SPFA 
performs  its  intended  DBMS  function. 

After  testing,  an  evaluation  of  the  SPFA  is  performed.  This 
evaluation  consists  of  accumulating  the  time  needed  by  the  SPFA  machine 
for  a  sequence  of  its  operations.  The  timing  of  these  operations  is 
chosen  from  several  hardware  characteristics  included  as  possible 
implementations  of  SPFA. 

For  instance,  in  this  example,  since  both  performance  and  reliability 
improvements  are  sought,  the  DBMA  can  examine  the  performance  of  hard¬ 
ware  technologies  that  are  highly  reliable  for  the  "MERGE"  machine's 
operations.  In  order  to  assess  the  effect  of  varying  these  choices, 
one  or  more  realization  assumptions  can  be  described.  Each  choice 
becomes  a  separate  realization  of  the  SPFA  and  are  used  to  generate  trade 
off  data  on  performance  and  reliability. 

Once  performance  and  rel iabil ity  data  are  established  for 
a  specific  SPFA  description,  the  same  procedure  described  above  can 
be  repeated  by  varying  some  architectural  features  of  the  original 
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SPFA  description  or  developing  one  of  the  competitive  "MERGE"  SPFA's. 
This  process  can  continue  for  a  number  of  architectural  options  that 
may  be  available  for  this  function. 

Once  a  "MERGE"  SPFA  is  chosen,  the  next  development  stage  can  be 
its  substitution  within  a  current  DBMS.  This  process  can  be  performed 
utilizing  a  DBFEM,  as  illustrated  in  Figure  4-5.  First,  a  computer 
system  that  can  support  a  set  of  data  base  management  functions  is 
referred  to  as  a  DBMS  machine.  Next,  assume  this  DBMS  machine  is 
emulated  to  execute  on  the  DBFEM.  One  function  available  on  the  DBMS 
machine  is  the  "MERGE"  function.  A  DBMS  software  application  program 
(SAP)  is  chosen  to  execute  on  the  DBMS  machine  and  call  the  services  of 
the  DBMS.  The  SAP  typically  calls  a  sequence  of  DBMS  functions  such 
as  FIND,  ORDER,  MERGE,  CLOSE,  etc.,  as  illustrated  in  Figure  4-5. 
Whenever  the  "MERGE"  function  is  called,  the  option  chosen  for  the 
"MERGE"  SPFA  machine  is  executed  instead  of  the  original  "MERGE" 
function.  The  data  base  machine  architect  can  now  examine  the  impact 
of  the  selective  integration  of  the  SPFA.  This  permits  assessing 
the  hardware/software  tradeoff  issues  pertinent  to  this  integration. 

A  positive  assessment  of  the  SPFA's  integration  may  lead  the 
organization  to  choose  to  actually  build  a  prototype  SPFA  from  its 
description.  The  results  gathered  in  all  development  processes  can 
now  be  made  available  to  the  hardware  developer  to  assist  in  the 
actual  hardware  prototyping. 


FIGURE  4-5 


4.5  SPFA  DEVELOPMENT  PROCESS  FUNCTIONS 

Described  in  this  section  are  a  set  of  functions  that  utilize  the 
DMAD  Facility  to  help  choose  a  DBMS  function  and  develop  a  SPFA.  The 
development  is  separated  into: 

(1)  identification  of  candidate  DBMS  functions, 

(2)  origination  of  a  SPFA,  and 

(3)  execution  of  a  SPFA. 

4.5.1  Identifying  Candidate  DBMS  Functions 

The  identification  of  candidate  DBMS  functions  is  made  by  examining 
typical  requirements  of  a  given  application.  These  requirements  can  in¬ 
clude  usage  of  the  function,  ability  to  provide  a  well  defined  function, 
and  a  need  to  improve  performance  and  costs.  Candidate  functions  are 
examined  using  the  select  candidate  function  process. 

4.5. 1.1  Select  Candidate  Function  Process 

This  process  utilizes  the  DMAD  Facility  to  select  the  DDMS  functions 
that  are  candidates  to  be  moved  from  software  to  hardware.  This  process 
utilizes  the  facility  to  help  a  data  base  machine  architect  make  the 
choice  of  potential  D8MS  candidates  that  are  logical  choices  and  would 
benefit  from  being  moved  from  software  to  hardware.  This  process  requires 
the  following  functions: 

(1)  DBMS  machine  identification, 

(2)  DBMS  machine  execution,  and 

(3)  DBMS  module  data  collection. 

The  DBMS  machine  identification  function  is  used  to  enter  emula¬ 
tions  of  current  machines  that  support  data  base  management  systems 
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in  the  DMAD  Facility.  These  machines  are  entered  into  the  DMCA.  Each 
entry  assigns  the  resources  that  permit  these  machines  to  be  configured 
for  execution  in  the  facility. 

The  actual  execution  of  a  DBMS  machine  in  the  facility  can  be 
made  following  configuration.  Each  DBMS  machine  is  configured  with 
system  support  software,  a  DBMS,  and  application  programs.  A  set  of 
DBMS  functions  are  then  identified  as  functions  required  by  the  appli¬ 
cation  programs.  These  functions,  composed  of  one  or  more  software 
modules,  are  candiates  to  be  replaced  by  hardware. 

A  DBMS  module  collection  function  utilizes  the  facility  to  collect 
statistics  on  usage  of  each  of  the  DBMS  functions.  These  data  are  col¬ 
lected  using  the  facility  by  either  examining  the  state  of  the  DBMS 
machine  each  time  a  function  is  called  or  using  software  data  collection 
monitors  to  help  compute  utilization  data  during  the  execution  of  the 
DBMS  machine.  Once  a  function  is  identified  the  facility  is  used  to 
define  its  interfaces  within  the  DBMS  system.  These  interfaces  include 
the  inputs  and  output  required  by  the  function  and  its  complexity  within 
the  DBMS. 

In  addition  to  utilization  statistics,  the  facility  can  also  be  used 
to  examine  other  factors  that  may  help  choose  a  function.  These  are 
factors  about  each  software  module  that  affect  the  quality  of  the  DBMS 
such  as  reliability,  maintainability,  etc.  Metrics  for  these  factors 
can  be  computed  using  the  results  of  a  study  by  McCall  (MCCA79)  regard¬ 
ing  software  quality  factors.  The  set  of  data  collected  is  then  examined 
to  determine  potential  candidates  to  be  moved  into  hardware  as  SPFA's. 
4.5.2  Origination  of  a  SPFA 

The  origination  of  a  SPFA  represents  the  specification  of  fhe  design 
of  a  special  purpose  function  architecture  that  performs  the  DBMS  function 
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in  hardware.  This  specification  is  then  translated  into  a  language 
that  describes  the  architectural  constructs,  flow  of  information  and 
operation  interdependencies  of  the  SPFA.  A  SPFA  can  be  originated  by 
issuing  a  create  process  request  to  the  DMAD  Facility. 

4.5.2. 1  Create  Process  Functions 

The  objective  of  a  create  process  is  to  translate  a  hardware 
architectural  description  of  a  SPFA  into  an  executable  SPFA  machine. 

This  process  consists  of  two  functions: 

(1)  SPFA  description  development,  and 

(2)  SPFA  introduction. 

The  SPFA  description  development  function  requires  the  specification  of 
a  set  of  architectural  constructs,  that  when  executed  as  a  machine, 
perform  a  DBMS  function.  These  constructs  can  be  specified  using  a 
hardware  description  language  that  defines  a  machine  representation  of 
a  SPFA. 

The  SPFA  introduction  function  identifies  a  SPFA  to  the  DMAD  Facility. 
This  function  identifies  the  set  of  resources  needed  to  execute  the  SPFA 
in  the  facility.  This  function  is  performed  by  introducing  a  new  entry 
in  the  DMCA  for  a  SPFA.  Once  this  entry  is  made  in  the  DMCA  a  SPFA  is 
available  for  execution. 

4.5.3  Execution  of  a  SPFA 

The  execution  of  a  SPFA  represents  the  ability  to  transform  the  DMAD 
Facility  into  a  SPFA  machine.  The  transformation  of  the  DMAD  Facility 
requires  defining  the  set  of  configuration  resources  needed  to  support 
execution  of  a  SPFA  for  a  process  request. 
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The  notion  of  this  transformation  is  illustrated  in  Figure  4-6 

where  the  DMAD  facility  is  transformed  into  one  of 
several  SPFA  machines.  For  instance,  the  facility  is  transformed 
into  a  "FIND"  machine,  a  "MERGE"  machine,  or  a  "Data  Dictionary" 
machi ne. 

This  transformation  begins  with  a  machine  identification 
procedure.  This  procedure  chooses  the  machine  description  from 
a  set  of  other  machine  descriptions  in  the  DMCA.  This  array  con¬ 
tains  all  available  machines,  their  machine  loadable  location 
and  their  special  resource  execution  requirements.  Once  the 
machine  has  been  identified,  a  set  of  configuration  resources  are 
defined.  These  resources  are  used  to  configure  the  DMAD  facility 
for  execution.  Once  the  facility  has  been  transformed,  the  testing, 
evaluation,  and/or  substitution  processes  can  be  performed. 

4 .5. 3.1  Testing  Process  Functions 

The  objective  of  the  testing  process  is  to  determine  if  the 
SPFA  machine  accurately  performs  the  desired  DBMS  function.  The 
testing  process  consists  of  these  functions: 

(1)  execution  of  the  SPFA  machine  using  test  cases, 

(2)  verification  of  proper  sequence  SPFA  machine  states, 
and 

(3)  debugging  the  SPFA  machine. 

The  execution  of  the  SPFA  machine  insures  that  the  loadable  version 
of  the  SPFA  machine  executes  correctly.  In  order  to  begin  execu¬ 
tion,  a  set  of  test  cases  can  be  specified.  These  test  cases  con¬ 
sist  of  specific  input  to  the  SPFA  machine  to  insure  it  executes 
properly. 
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ILLUSTRATION  OF  TRANSFORMATION  OF  OMAD  FACILITY 

FIGURE  4-6 


The  SPFA  machine  executes  by  moving  from  state  to  state.  A 
state  can  be  specified  at  the  SPFA  source  description  level  or  at  the 
micro-instruction  level.  The  micro-instruction  level  permits  identi¬ 
fication  of  states  at  a  much  lower  level  than  the  source  level.  The 
level  may  be  needed  for  detailed  verification  or  debugging  the  SPFA 
machine. 

One  verification  technique  for  SPFA  machines  is  made  by  examining 
the  state  of  the  machine  at  a  given  instant.  This  examination  can  be 
conducted  by  establishing  a  breakpoint  in  the  SPFA  description.  When 
this  breakpoint  is  reached  during  execution  of  the  SPFA  machine,  the 
data  base  machine  architect  performs  an  extensive  verification  of  the 
state  of  the  SPFA  machine.  The  SPFA  registers,  information  resources, 
and  control  indicators  are  examined.  If  they  conform  to  pre-selected 
values,  the  state  verification  of  the  SPFA  machine  is  established.  How¬ 
ever,  if  an  error  or  inconsistency  is  found  at  one  of  these  breakpoints, 
then  the  SPFA  machine  may  not  be  verified  and  debugging  procedures  are 
necessary. 

A  specific  procedure  that  can  be  used  to  formally  verify  states 
of  a  SPFA  has  been  proposed  by  Crocker  (CR0C77).  This  procedure  examines 
the  execution  of  a  SPFA  machine  and  refers  to  a  state  change  as  a  state 
delta.  These  state  deltas  are  then  examined  in  relation  to  predefined 
lists.  If  a  state  delta  results  in  an  improper  list  being  formed  the 
execution  of  the  SPFA  machine  during  the  delta  is  questioned  for 
possible  error. 

The  debugging  function  performed,  in  the  facility  for  a  SPFA  machine 
consists  of  the  identification  of  an  error  and  the  isolation  of  its 
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causes  by  the  data  base  machine  architect.  The  data  base  machine  archi¬ 
tect  isolates  the  error  by  verifying  the  SPFA  machine  states  until  the 
error  occurs.  This  isolation  can  be  at  the  source  description  level  or 
at  the  micro-instruction  level,  if  necessary,  to  insure  the  error  is 
found . 

During  debugging,  the  data  base  machine  architect  views  the  actual 
representations  of  the  SPFA  machine.  This  permits  all  name  variables 
and  conditions  in  the  SPFA  description  to  be  inspected.  During  the 
debugging  exercise  the  DBMS  has  complete  control  of  the  SPFA  machine 
to  step  it  through  various  states.  To  assist  the  debugging  function, 
the  debugging  methodology  described  by  Finfer  (FINF79)  can  be  used  to 
debug  a  SPFA  machine.  This  methodology  describes  a  Debugging  Model  and 
a  set  of  procedures  that  can  be  used  in  .the  DMAD  Facility. 

4. 5. 3. 2  Evaluation  Process  Functions 

After  the  SPFA  machine  has  been  tested,  the  next  process  requested 
is  the  evaluation  process.  The  objective  of  this  process  is  to  evaluate 
the  SPFA  machines  that  perform  the  DBMS  function.  The  performance  of  a 
SPFA  machine  is  determined  using  these  functions: 

(1)  hardware  operations  identification,  and 

(2)  SPFA  performance  , 

The  hardware  operations  identification  function  examines  each  SPFA 
description  for  identification  of  specific  hardware  operations.  Each 
operation  can  be  identified  by  one  or  more  language  statements.  Once 
identified,  an  anlysis  is  performed  to  determine  actual  hardviare  timing 
for  these  operations.  These  timings  may  be  based  on  implement inq 


61 


the  operation  using  specialized  hardware  components.  The  times  for 
each  operation  are  entered  into  the  Realization  Timing  Control  Array 
(RTCA)  under  separate  realization  assumptions  and  assigned  to  the  SPFA 
machine  prior  to  its  execution. 

The  SPFA  performance  function  evaluates  the  effects  of  a  realiza¬ 
tion  assumption  chosen  for  a  SPFA  machine.  This  function  assigns  timing 
entries  from  the  RTCA  to  each  operation  executed  by  the  SPFA  machine. 

As  the  SPFA  machine  executes,  its  assigned  operation  times  are  accumu¬ 
lated  on  the  DBFEM.  The  SPFA  machine  is  permitted  to  execute  any  number 
of  times,  each  with  a  different  assignment  from  the  RTCA.  Each  execution 
is  based  on  timings  from  different  realization  assumptions.  The  results 
of  each  execution  are  collected  and  analyzed  for  each  SPFA  machine. 

These  results  can  then  be  analyzed  to  help  choose  the  SPFA  that  meets 
the  requirements  of  a  specific  application. 
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4. 5. 3. 3  Substitution  Process  Functions 

Once  a  SPFA  machine  has  been  selected,  the  final  execution  process 
is  substitution.  The  objective  of  this  process  is  to  substitute  the 
SPFA  machine  for  the  candidate  software  DBMS  function.  The  substitution 
process  consists  of  these  functions: 

(1)  DBMS/SPFA  machine  identification, 

(.2)  DBMS/SPFA  machine  selective  integration,  and 

(3)  DBMS/SPFA  machine  analysis. 

The  DBMS/SPFA  machine  identification  function  consists  of  identi¬ 
fying  the  configuration  requirements  of  a  DBMS  machine  and  a  SPFA  machine. 
The  configuration  requirements  of  the  machine  are  used  to  transform  the 
DMAD  Facility  into  the  DBMS/SPFA  machine.  A  software  application  program 
is  defined  to  execute  on  this  machine.  This  program  can  request  functions 
from  the  DBMS  supported  on  the  DBMS  machine.  When  this  program  requests 
the  referenced  DBMS  function,  the  SPFA  machine  is  automatically  substi¬ 
tuted  to  perform  the  DBMS  function. 

A  DBMS/SPFA  machine  selective  integration  function  performs  the 
actual  substitution  of  the  SPFA  machine.  A  virtual  data  base  machine 
monitor  (VDMM)  can  be  used  as  the  tool  for  this  function.  The  VDMM  is 
designed  as  part  of  a  control  module  that  supports  a  DBMS/SPFA  machine 
execution.  The  VDMM  permits  the  switching  of  control  from  the  DBMS 
machine  to  the  SPFA  machine.  The  VDMM  also  maintains  the  complete  set 
of  resources  needed  to  execute  both  machines.  When  the  SPFA  completes 
the  DBMS  function,  the  VDMM  returns  control  to  the  DBMS  machine. 

Finally,  a  DBMS/SPFA  machine  analysis  function  assesses  the  impact 
of  integrating  a  SPFA  machine  and  a  DBMS  machine.  This  function  requires: 
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(1)  comparison  of  performance  with  and  without  the  presence 
of  the  SPFA  machine, 

(2)  identification  of  software  application  program  problems 
resulting  from  the  presence  of  the  SPFA  machine, 

(3)  identification  of  integration  problems  between  DBMS 
machine  and  the  SPFA  machine,  and 

(4)  determination  of  the  feasibility  of  moving  the  referenced 
DBMS  function  from  software  to  hardware. 

Each  of  the  processes  described  are  available  to  users  of  the  DMAD 
Facility.  These  processes  provide  a  range  of  capabilities  that  can  be 
utilized  to  develop  a  SPFA.  Introduced  in  the  next  section  are  the  set 
of  functional  modules  used  by  each  of  the  DMAD  Facility  hardware  compo¬ 
nents  to  help  perform  these  processes. 

4,6  FLOW  WITHIN  THE  DMAD  FACILITY 

4,6.1  Service  Host  Machine 

The  Service  Host  Machine  (SHM)  illustrated  in  Figure  4-7  provides 
a  programming  environment  within  the  facility.  All  inputs  to  the  facility 
enter  this  machine.  It  is  composed  of  the  following  modules: 

(1)  Input  Request  Control  Module, 

(2)  Configuration  Request  Module,  and 

(3)  Initiate  Resource  Request  Module. 

The  flow  among  these  modules  is  illustrated  in  Figure  4-7.  Incom¬ 
ing  requests  to  the  SHM  enter  the  Input  Request  Control  Module  (IRCM). 

This  module  distinguishes  process  requests  from  specific  resource 
requests.  Specific  resource  requests  are  sent  directly  to  the  Initiate 
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Resource  Request  Module  (IRRM).  This  module  issues  a  direct  request 
for  service  for  either  a  local  SHM  resource  or  a  network  machine  re¬ 
source. 

A  process  request  may  request  one  of  the  processes  described  in 
section  4.2.  Each  request  needs  an  identification  of  resources  for  its 
completion.  This  is  performed  by  formatting  a  request  register  from 
the  input  process  request.  Next,  a  process  query  is  generated.  Both 
the  formatted  request  register  and  the  process  query  are  passed  directly 
to  the  Configuration  identification  Machine  (CIM). 

4.6.2  Configuration  Identification  Machine 

The  Configuration  identification  Machine  (CIM)  is  based  on 
Singhania's  design  of  an  associative  memory  unit  (SING77)  and  is  illus¬ 
trated  in  Figure  4-8.  Queries  from  the  Service  Host  Machine  enter  the 
CIM  Incoming  Query  Store.  A  local  control  unit  uses  this  input  to  load 
its  instruction  and  compare  registers.  Next,  the  associative  array  is 
loaded.  Two  arrays  are  available  on  the  CIM  for  process  queries.  These 
arrays  are  the  DMCA  and  the  RTCA. 

The  DMCA,  illustrated  in  Figure  4-9,  is  used  to  identify  the  con¬ 
figuration  requirements  for  a  machine  to  execute  in  the  DMAD  Facility. 

Each  entry  in  the  DMCA  identifies  one  of  two  types  of  machines. 

(1)  The  first  is  a  set  of  machines  that  have  been  emulated 
and  can  execute  on  the  DBFEM.  These  machines  support  a 
data  base  management  capability  and  are  referred  to  as 
DBMS  Machines,  and 

(2)  The  second  type  of  machines  are  the  SPFA's.  These  machines 
perform  a  data  base  management  function  designed  in  a  new 
hardware  architecture  and  are  referred  to  as  SPFA  machines. 
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FLOW  WITHIN  CONFIGURATION  IDENTIFICATION  MACHINE 

FIGURE  4-8 


68 


Each  entry  in  the  DMCA  is  composed  of  the  following  fields: 


Field  Number 
1 
2 

3 

4 

5 

6 

7 

8 

9 

10 
11 
12 


Field  Name 
Machine  Identification 
DBMS  Machine  Entry 
SPFA  Machine  Entry 
SPFA  Name 
SPFA  Location 
DBMS  Machine 
DBMS  Identification 
Referenced  DBMS  Location 
DBMS  Functions 
Referenced  Function  Modules 
Special  Resources 

Location  of  Realization  Timing  Control  Array 


Fields  1,2  and  3  identify  and  classify  the  machine  entry.  If  a 
DBMS  machine  is  identified,  its  machine  loadable  location  is  identified 
by  Field  6.  Next,  a  data  base  management  system  supported  by  the  DBMS 
machine  is  identified  in  Field  7.  The  location  of  the  DBMS  is  defined 
in  Field  8.  A  DBMS  function  that  is  supported  by  the  DBMS  is  identified 
in  Field  9.  This  function  is  called  the  referenced  DBMS  function.  The 
software  modules  that  perform  interfaces  to  the  referenced  DBMS  function 
are  defined  in  Field  10.  Finally,  Field  11  defines  special  resources 
needed  to  support  execution  of  the  referenced  DBMS  on  the  DBMS  machine. 

If  a  SPFA  machine  is  identified,  its  machine  loadable  location  is 
identified  in  Field  5.  Any  special  resources  needed  for  its  execution 
are  defined  in  Field  11.  Finally,  Field  12  identifies  the  location  of 
the  SPFA  machine's  Realization  Timing  Control  Array. 
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The  RTCA,  illustrated  in  Figure  4-10,  is  used  to  store  a  set  of 
characteristics  that  comprise  one  or  more  realization  assumptions.  Each 
realization  assumption  can  define  a  set  of  hardware  characteristics  that 
can  be  used  to  implement  the  SPFA  machine's  operations.  Column  1  of 
the  RTCA  is  used  to  identify  a  set  of  operation  groups  that  are  required 
during  execution  of  a  SPFA.  Other  columns,  as  needed,  assign  times  to 
these  operations  based  on  different  realization  assumptions.  Variations 
in  these  realization  assumptions  permit  a  DBMA  to  asses  the  performance 
of  having  different  hardware  characteristics  complete  the  operation 
identified.  For  instance,  one  assumption  may  choose  a  fast  hardware 
technology  at  a  high  cost  to  perform  an  operation,  while  another  may 
choose  a  slower  hardware  technology  B  at  lower  cost  for  the  same  opera¬ 
tion.  These  assumptions  are  used  to  make  an  overall  performance  and 
evaluation  of  the  SPFA. 

Once  a  query  of  the  DMCA  and/or  the  RTCA  is  completed,  the  con¬ 
figuration  resources  identified  are  returned  to  the  Service  Host  Machine 
(Figure  4-7).  The  Input  Request  Control  Module  passes  this  set  of 
resources  to  the  Configuration  Request  Module  (CRM).  The  CRM  generates 
a  configuration  request  using  these  resources.  If  the  process  is  to 
create  a  SPFA,  the  programming  environment  on  the  SHM  may  be  utilized. 

If  the  DBFEM  is  required,  an  execution  configuration  request  is  generated. 
The  Initiate  Request  Module  issues  an  execution  configuration  request  to 
the  Master  Configuration  Control  Machine  (MCCM). 
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ILLUSTRATION  OF  REALIZATION  TIMING  CONTROL  ARRAY  (RTCA) 

FIGURE  4-10 


4.6.3  Master  Configuration  Control  Machine 

The  flow  using  the  Master  Configuration  Control  Machine  (MCCM) 
is  illustrated  in  Figure  4-11.  The  MCCM  has  the  following  modules: 

(1)  Input  Decoder  Module, 

(2)  Configuration  Control  Module,  and 

(3)  Request  Module. 

Requests  to  the  MCCM  enter  the  Input  Decoder  Module  (IDM).  Two 
types  of  requests  to  this  machine  are  possible.  These  requests  may  be 
initiated  from  either  the  SHM  or  from  the  DBFEM.  The  results  from 
the  SHM  are  execution  configuration  requests  and  the  request;  from  the 
DBFEM  are  special  resource  requests.  The  MCCM  IDM  determines  the  re¬ 
quest  type  and  passes  control  to  the  Configuration  Control  Module  (CCM). 

The  CCM  builds  an  Execution  Request  Block  (ERB)  for  each  execution 
configuration  request.  Each  ERB  identifies  configuration  resources  and 
special  resources  needed  for  execution.  All  resources  must  be  available 
before  a  request  is  made  to  configure  the  DBFEM.  If  all  resources  are 
available  the  ERB  is  included  as  part  of  an  execution  request  to  the 
DBFEM.  The  configuration  resources  are  used  to  configure  the  DBFEM  as 
the  requested  machine.  Each  special  resource  assigned  to  that  machine 
can  be  requested  during  execution  by  issuing  a  special  resource  request. 
This  request  enters  the  MCCM  IDM  (Figure  4-11)  where  the  request  type 
is  determined  and  control  is  passed  to  the  Configuration  Control  Module. 
The  CCM  determines  if  this  request  is  valid  for  an  active  machine  in  the 
facility.  If  the  request  is  valid,  a  request  for  the  resource  is  issued 
to  the  Service  Host  Machine. 
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4.6.4  Data  Base  Function  Execution  Machine 

The  flow  on  the  Data  Base  Function  Execution  Machine  is  illustrated 
in  Figure  4-12.  Inputs  to  the  DBFEM  enter  the  Input  Control  Module. 

This  module  determines  if  a  new  machine  is  being  requested  or  if  an 
existing  machine  needs  to  be  restored.  For  new  machines,  this  module 
determines  if  a  DBMS,  SPFA,  or  DBMS/SPFA  machine  is  to  be  configured. 
Control  then  passes  to  the  Execution  Control  Module  (ECM).  The  ECM 
actually  configures  a  new  machine  or  re-initial izes  an  existing  machine 
using  data  from  the  Execute  Request  Block. 

Illustrated  in  Figure  4-13  a  Control  Module  (CM)  is  identified  and 
initialized  for  each  machine  type.  The  Control  Module  loads  from 
machine  storage  the  descriptions  of  either  DBMS,  SPFA  or  DBMS/SPFA 
machines.  Each  DBMS  machine  is  configured  with  system  support  software, 
a  DBMS  and  a  set  of  application  programs.  A  SPFA  machine  is  configured 
with  a  machine  driver.  The  driver  defines,  for  each  SPFA,  a  function 
request  along  with  a  set  of  needed  inputs.  This  request  determines 
the  execution  sequence  of  the  SPFA  machine.  Once  configured,  each  SPFA 
then  executes  on  the  DBFEM  in  a  manner  consistent  with  its  architectural 
description.  During  this  execution,  the  data  base  machine  architect 
can  test  the  SPFA  machine  to  insure  that  the  sequence  of  operations 
it  performs  accomplishes  the  DBMS  function  it  is  designed  for.  Follow¬ 
ing  testing,  the  evaluation  process  can  perform  an  architecture  evalua¬ 
tion  of  the  SPFA,  and  timing  data  can  be  generated  to  help  in  the  evalua¬ 
tion.  Following  evaluation,  the  DBFEM  may  be  reconfigured  as  a  DBMS/SPFA 
machine  for  a  substitute  process.  The  entire  set  of  development  processes 
can  be  used  and  reused  until  the  SPFA  development  is  complete. 
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A  completed  SPFA  development  can  represent  one  or  more  SPFA  machines 
that  have  been  executed,  have  had  a  comparative  performance  data  analy¬ 
sis  performed  and  each  is  assessed  as  to  how  well  they  integrate  into  a 
data  base  management  system.  Data  from  this  completed  development  is 
then  used  to  choose  if  one  of  the  SPFA's  should  be  hardware  prototyped 
for  this  specific  application. 

4.7  SUMMARY 

Described  in  this  chapter  is  a  Data  Base  Machine  Architecture 
Development.  It  is  shown  how  the  tools/components  within  this  facility 
can  be  used  to  help  migrate  DBMS  functions  from  software  into  hardware. 
A  methodology  is  described  as  a  flow  of  processes  that  permits  facility 
users  to  choose  candidate  DBMS  functions  and  to  develop  special  purpose 
function  architectures  for  these  functions.  The  utilization  of  this 
facility,  in  this  manner,  can  provide  a  unique  capability  for  helping 
to  develop  new  DBMS  hardware  architectures  for  non-numeric  functions. 

Described  in  the  next  chapter  are  specific  details  on  utilizing 
the  tools/components  in  the  facility,  along  with  a  set  of  detailed  pro¬ 
cedures  that  can  be  used  to  perform  the  DMAD  Facility  development  pro¬ 


cesses. 


CHAPTER  V 


DEVELOPMENT  OF  SPFA'S  USING  THE  DMAD  FACILITY 

5.1  INTRODUCTION 

Described  in  this  chapter  are  several  procedures  used  to  perform 
functions  for  each  DMAD  Facility  process.  These  procedures  can  be  per¬ 
formed  with  tools  and  components  of  the  DMAD  Facility.  Also,  described 
in  this  chapter  are  the  functional  modules  required  for  the  DMAD  Facility 
hardware  components.  These  modules  control  the  flow  of  a  user  request 
in  the  facility.  Selective  sets  of  examples  for  each  process  are  also 
described. 

5.2  PROCEDURES  FOR  SELECT  CANDIDATE  FUNCTION  PROCESS 

Each  sequential  computer  system  that  can  be  emulated  and  is  capable 
of  supporting  a  DBMS  is  referred  to  as  a  DBMS  machine.  Such  a  machine 
is  illustrated  in  Figure  5-1.  This  machine  supports  a  series  of  DBMS 
software  modules  that  constitute  its  DBMS  capability.  These  modules  are 
the  candidates  to  be  moved  to  hardware.  A  DBMS  machine  is  introduced 
to  the  DMAD  Facility  using  the  identification  procedure  described  below. 

5.2.1  DBMS  Machine  Identification 

Each  sequential  computer  system  that  is  introduced  to  the  DMAD  is 
described  using  a  hardware  description  language  tool  available  in  the 
facility.  This  description  becomes  the  DBMS  machine  emulator  and  is 
entered  as  an  available  machine  in  the  Data  Base  Machine  Architecture 
Configuration  Array.  The  DBMS  functions  available  on  this  machine  are 
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ILLUSTRATION  OF  DBMS  MACHINE  EXECUTION 

FIGURE  5-1 


part  of  one  or  more  DBMS's  it  supports.  These  functions,  written  as 
software  modules,  perform  either  data  manipulation,  data  maintenance, 
user  interface  or  application  dependent  procedures  for  a  specific  DBMS. 


A  typical  DBMS  machine  entry  in  the  DMCA  is  illustrated  in 
Figure  5-2.  This  entry  consists  of  the  following  fields: 


Field  #  Field  Name 

1  Machine  Identification 

2  DBMS  Machine 

6  DBMS  Machine  Location 

7  DBMS  Identification 

8  DBMS  Location 

9  DBMS  Functions 

10  Referenced  Function 

Modules 

11  Special  Resources 


Field  Description 

Identifies  the  unique  machine 
entry 

Defines  entry  as  a  DBMS  machine 

Identifies  the  loadable  version 
of  the  DBMS  machine  in  machine 
storage 

Identifies  a  DBMS  that  executes 
on  the  DBMS  machine 

Identifies  the  location  of  this 
DBMS  in  configuration  file 

Identifies  DBMS  functions  sup¬ 
ported  by  the  DBMS 

Identifies  modules  for  each 
referenced  function 

Identifies  special  resources 
needed  during  execution  of  the 
DBMS  machine 


5.2.2  DBMS  Machine  Execution 

Once  the  DBMS  machine  is  entered  in  the  DMCA  it  is  available  for 
execution  in  the  facility  as  illustrated  in  Figure  5-1.  The  same  set 
of  software  modules  that  execute  on  the  real  DBMS  machine  computer 
system  now  execute  on  the  emulated  DBMS  machine.  These  modules 
execute  in  a  manner  consistent  for  which  they  were  originally  written. 


t 
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FIGURE  5-2 
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With  this  capability,  the  DMAD  facility  can  be  utilized  for  data 


base  management  development  in  the  following  ways: 

(1)  First,  new  data  base  management  systems  can  be  developed 
to  execute  on  the  emulated  machine.  This  permits  a  user 
to  evaluate  how  well  the  new  DBMS  will  perform  on  the 
emulated  machine  without  having  the  machine  physically 
present. 

(2)  Second,  to  insure  compatibility  during  upgrades  of  the 
real  computer  system.  Upgrades  to  the  real  computer 
system  can  be  made  with  assurances  that  the  data  base 
management  system  and  its  supporting  application  pro¬ 
grams  can  still  execute  on  the  emulated  computer  system. 
Thus,  this  sytem  can  still  be  made  available  to  users 

if  their  application  programs  are  not  completely  compa¬ 
tible  with  the  upgraded  real  system. 

(3)  Third,  to  help  select  candidate  DBMS  functions  to  be 
moved  from  software  to  hardware. 

The  first  two  are  traditional  utilizations  of  emulation  and  data  base 
management  system  development.  The  selection  of  candidate  DBMS  functions 
illustrates  a  further  capability  that  is  provided  by  the  tools/components 
of  a  DMAD  Facility. 

5.2.3  Candidate  DBMS  Function  Selection 

A  candidate  function  can  be  chosen  in  many  ways  using  the  facility. 
Some  of  these  are  illustrated  in  Figure  5-3.  First,  a  candidate  DBMS 
software  function  may  be  selected  by  collecting  statistics  on  its  fre¬ 
quency  of  utilization  (i.e.  times  called,  processing  time,  etc.). 
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During  execution  of  a  DBMS  machine,  if  these  statistics  indicate  high 
utilization  of  a  specific  module,  it  may  be  selected  as  a  candidate 
function.  Once  a  candidate  is  selected,  specific  interfaces  for  the 
software  function  need  to  be  defined.  This  includes  identifying  the 
set  of  inputs  and  outputs  to  the  function.  Next,  dynamic  testing  of  the 
software  module  function  is  conducted  to  follow  execution  paths  and 
help  define  its  interfaces.  Finally,  software  quality  metrics  for  each 
module  can  be  established.  Each  of  these  types  of  data  collection  is 
discussed  below. 

5. 2. 3.1  Data  Collection 

Data  collection  on  utilization  of  a  specific  function  can  be  ob¬ 
tained  by  establishing  breakpoints  at  the  entrance  to  a  software  module 
each  time  a  specific  function  executes.  The  utilization  rate  can  be 
determined  from  the  number  of  times  the  breakpoint  is  encountered. 
Another  procedure  is  to  utilize  a  facility  performance  monitoring  tool 
to  identify  frequency  of  calls  for  a  DBMS  function.  Such  a  capability 
can  be  provided  as  part  of  the  hardware  description  language  used  to 
describe  the  DBMS  machine  emulator.  For  instance,  the  SMITE  hardware 
description  language  provides  such  a  performance  capability  (TRW79 )  and 
is  used  to  count  the  number  of  times  an  instruction  is  encountered. 

Both  the  breakpoint  procedure  or  the  performance  monitoring  capability 
represent  the  types  of  procedures  that  can  be  used  in  the  facility  to 
establish  utilization  statistics  for  candidate  functions. 

Once  utilization  data  is  collected,  the  facility  can  be  used  to 
examine  the  execution  path  of  highly  called  functions.  This  path  can 
be  examined  by  actually  stepping  the  execution  of  the  function,  instruc 
tion  by  instruction.  This  is  done  by  dynamically  testing  the  software 
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FIGURE  5-3 


module  to  establish  interfaces  required  to  and  from  the  function  and 
complexity  of  the  function  in  relation  to  other  functions  within  the 
DBMS. 

Once  a  complete  set  of  this  type  of  data  for  the  function  has  been 
collected,  using  the  facility,  another  type  of  analysis  may  be  used  to 
help  decide  if  this  is  a  candidate.  This  analysis  is  based  on  the 
overall  quality  improvement  that  may  be  obtained  by  moving  the  function 
to  hardware.  For  instance,  will  the  move  of  this  function  to  hardware 
increase  DBMS  system  performance  but  at  the  same  time  decrease  the  sys¬ 
tems  portability  of  reliability? 

Questions  such  as  these  may  be  examined  by  using  the  facility  to 
help  establish  metrics  for  specific  quality  factors  concerning  the  DBMS 
module  software.  These  metrics  can  be  computed  for  several  factors 
including  reliability,  maintainability,  flexibility,  etc.  of  the  DBMS 
software  modules  using  the  procedures  developed  in  a  study  by  Cavano 
and  McCall  (CAVA78).  If  the  replacement  of  specific  modules  by  SPFA's 
has  the  potential  for  improving  the  quality  of  the  DBMS,  then,  those 

modules  may  become  candidate  functions. 

In  summary,  the  choice  of  specific  DBMS  functions  to  be  moved  may 
be  based  on  criteria  that  add  to  its  utilization,  performance  and  com¬ 
plexity,  and  quality  within  the  system.  The  facility  can  be  used  to 
help  compute  and  establish  a  wide  range  of  data  from  which  a  DBMS  can 
select  candidate  functions.  Once  one  or  more  candidates  are  selected, 
a  DBMA  needs  to  examine  how  and  if  these  functions  can  be  performed  by 
special  purpose  function  architectures.  This  examination  can  also  be 
conducted  using  the  facility  with  the  SPFA  development  processes. 
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5.3  PROCEDURES  FOR  THE  CREATE  PROCESS 

Each  SPFA  to  be  developed  in  the  DMAD  Facility  must  first  be  ori¬ 
ginated  by  a  create  process  request.  This  request  requires  a  procedure 
to  build  a  DMCA  machine  entry  for  a  new  SPFA.  The  attributes  assigned 
to  this  entry  are  used  to  configure  the  DMAD  Facility  for  execution  of 
this  machine.  A  SPFA  description  development  function  is  required  to 
describe  each  new  SPFA.  This  function  can  be  performed  by  the  procedure 
given  below. 

5.3.1  SPFA  Description  Development 

A  procedure  for  the  SPFA  description  development  function  illus¬ 
trated  in  Figure  5-4  requires: 

(1)  Develop  SPFA  description, 

(2)  SPFA  compi liation,  and 

(3)  SPFA  correction. 

A  specialized  programming  environment  on  the  Service  Host 
Machine  is  available  to  develop  SPFA  descriptions.  These  descrip¬ 
tions  are  compiled,  debugged  and  edited  within  this  environment. 

Each  SPFA  is  described  in  a  hardware  description  language  (HDL). 

This  includes  identifying  the  machine  representation  of  the  SPFA  in 
terms  of  registers,  interconnections,  flow  of  information  and  specific 
operations.  Both  control  and  concurrency  dependencies  among  SPFA 
operations  are  described.  In  addition,  the  SPFA  must  accept  as  input 
the  same  interfaces  identified  by  the  select  candidate  function  pro¬ 
cess.  Next,  a  SPFA  compiliatlon  procedure  translates  this  SPFA 
description  into  a  source  and  object  file.  The  source  file  is  then 
debugged  within  the  programming  environment  to  eliminate  source 
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DMAD  FACILITY  ENVIRONMENT  FOR  DEVELOPING  MACHINES 

FIGURE  5-4 


programming  errors.  If  errors  are  Identified,  the  SPFA  description  Is 
modified  and  recompiled.  This  procedure  continues  until  a  correct  SPFA 
is  described.  This  machine  is  entered  in  the  DMCA.  The  SPFA  compila¬ 
tion  also  produces  an  object  file  that  consists  of  a  set  of  micro¬ 
instructions.  These  object  instructions  are  transferred  to  a  machine 
storage.  These  micro-instructions  are  loaded  on  the  DBFEM  and  are 
used  to  help  transform  the  facility  into  a  SPFA  machine. 


5.3.2  SPFA  Introduction 

Once  a  SPFA  has  been  described  it  can  be  entered  in  the  Data  Base 
Machine  Architecture  Configuration  Array  (DMCA).  A  SPFA  introduction 
function  is  performed  by  creating  an  entry  for  the  SPFA  in  the  DMCA, 
as  illustrated  in  Figure  5-5.  The  fields  needed  to  introduce  a  SPFA 
machine  in  the  DMCA  are  also  shown  in  Figure  5-5.  These  fields  are 
defined  as  follows: 


Field  (1)  Machine  Identification:  This  field  assigns  a 
unique  machine  identification  number  to  the  machine  in  the 


MACHINE  IDENTIFICATION  USING  DATA  BASE  MACHINE 
ARCHITECTURE  CONFIGURATION  ARRAY 

FIGURE  5-5 


Field  (3)  SPFA  Machine:  This  field  identifies  this  entry 
as  a  SPFA  machine. 

Field  (4)  SPFA  Name:  This  field  assigns  a  name  to  each 
version  of  a  SPFA. 

Field  (5)  SPFA  Location:  This  field  identifies  the  location 
of  the  DBFEM  loadable  version  of  the  SPFA  machine. 

Field  (9)  D3MS  Functions:  This  field  identifies  which  of  the 
pre-defined  set  of  functions  the  SPFA  performs. 

These  functions  can  include  a  DBMS  basic  service  function,  a 
DBMS  user  function,  DBMS  functions,  or  a  DBMS  application 
function . 

Field  (11)  Special  Resources:  This  field  identifies  special 
resources  required  to  assist  the  SPFA  machine  execution. 

Field  (12)  Realization  Timing  Control  Array  (PJCA):  This 
field  identifies  the  location  of  the  RTCA  for  the  SPFA  machine 
entry. 

Both  the  select  candidate  function  process  and  the  create  process 
require  use  of  the  facility's  Service  Host  Machine  and  the  Configuration 
Identification  Machine.  The  functional  flow  on  these  machines  is  now 
described. 

5.4  SERVICE  HOST  MACHINE 

A  DMAD  Facility  request  enters  the  Service  Host  Machine  Input 
Request  Control  Module  (Figure  5-6). 
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FLOW  WITHIN  SERVICE  HOST  MACHINE  INPUT  REQUEST  CONTROL  MODULE 

FIGURE  5-6 


5.4.1  Input  Request  Control  Module 

The  SHM  Input  Request  Control  Module,  shown  in  Figure  5-6,  is  com¬ 
posed  of; 

(1)  Control  Module, 

(2)  Input  Decoder  Module, 

(3)  Pre-processor  Module, 

(4)  Query  Formulator  Module,  and 

(5)  Resource  Request  Module. 

The  Control  Module  controls  the  flow  of  each  input  request.  Each 
input  request  enters  the  Input  Decoder  Module.  The  decoder  distinguishes 
process  and  special  resource  requests.  Process  requests  are  directed 
by  the  Control  Module  to  the  Pre-processor  Module,  while  resource  re¬ 
quests  are  directed  by  the  Control  Module  to  the  Resource  Request 
Module  ( RRM ) .  The  RRM  uses  this  input  to  formulate  a  request  type  for 
the  Configuration  Request  Module. 

Each  input  process  request  is  in  the  form  of  a  j?rocess  description 
language  (PDL).  The  process  description  language  varies  for  each 
process  request.  The  PDL  can  consist  of  the  following: 

(1)  a  process  request  type, 

(2)  a  machine  identification, 

(3)  a  SPFA  name, 

(4)  a  DBMS  identification, 

(5)  a  DBMS  function, 

(6)  special  resources,  and 

(7)  realization  timing  control  array  assignments. 
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The  Pre-processor  Module  formulates  an  Input  to  the  CIM  from  the 
PDL.  The  format  of  this  input  is  illustrated  in  Figure  5-7.  It  con¬ 
sists  of  the  following: 

(1)  Request  ID:  Each  process  request  is  assigned  a  unique 
identification.  This  ID  is  used  to  identify  active 
processes  in  the  DMAD  Facility. 

(2)  DMAD  Process:  The  process  type  is  identified.  A  DMAD 
process  consists  of  one  of  the  following: 

Process  Select  Candidate  -  p^ 

Process  Create  -  p2 
Process  Test  -  p^ 

Process  Evaluation  -  p^ 

Process  Substitution  -  p^ 

(3)  Machine  Identification:  This  field  identifies  a  machine 


and  a  machine  type. 

(4)  SPFA  Name:  This  field  identifies  a  unique  name  for  a 
SPFA  machine  type. 

(5)  DBMS  Identification:  This  field  identifies  a  specific 
DBMS  that  is  supported  by  a  DBMS  machine. 

(5)  DBMS  Functions:  This  field  identifies  a  D3MS  function. 

(7)  Special  Resources:  This  field  identifies  additional 
special  resources  required  to  execute  the  defined 
machine,  other  than  identified  by  its  entry  in  the  DMCA. 

(8)  Realization  Timing  Control  Array  Assignments:  This 
field  identifies  assignments  from  the  RTCA. 
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Once  this  input  is  formatted,  a  process  query  must  be  generated. 

The  Query  Formulation  Module  generates  a  process  query  (Figure  5-6)  that 
is  used  to  identify  machines  and  configuration  resources,  from  the  DMCA, 
for  the  type  of  process  requested.  When  a  process  query  has  been  gen¬ 
erated  it  is  passed,  along  with  the  formatted  input,  to  the  Configuration 
Identification  Machine.  The  query  identifies,  from  the  DMCA,  a  set  of 
resources  used  to  configure  a  machine  in  the  facility.  The  set  of  de¬ 
fined  resources  are  returned  to  the  Input  Request  Control  Module 
(Figure  5-6).  The  Control  Module  directs  the  resources  to  the  Resource 
Request  Module  (RRM),  which  uses  the  resources  to  formulate  input  to 
the  Configuration  Request  Module. 

5,4.2  Configuration  Request  Module 

The  Configuration  Request  Module  (Figure  5-8)  develops  a  Configura¬ 
tion  Request  Block  (CRB)  for  all  request  types  in  the  facility.  The 
CRB  defines  the  resources  to  support  a  resource  request  or  an  execute 
request.  A  Configuration  Request  Decoder  Module  (CRDM)  distinguishes 
the  process  request  type.  For  instance,  a  process  may  require  tools 
from  the  SHM  programming  environment  or  execution  of  a  machine  using 
the  DBFEM.  A-select  candidate  process  may  request  tools  to  develop  a 
DBMS  machine  or  require  execution  of  a  DBMS  machine.  A  create  process 
requires  tools  from  the  SHM  programming  environment  to  develop  a  des¬ 
cription  of  a  SPFA.  Test,  evaluate  and  substitute  processes  require 
executing  a  SPFA  machine. 

A  Generate  Resource  Request  Module  (GRRM)  formulates  a  resource 
request  for  tools  from  the  SHM  programming  environment  while  the  Gen¬ 
erate  Configuration  Request  Module  (GCRM)  (Figure  5-8)  formulates  an 
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execution  configuration  request.  Each  request  is  passed  to  the  Initiate 
Resource  Request  Module. 

Special  resource  requests  can  also  be  made  by  machines  executing 
in  the  facility.  Special  resources  may  include  local  SHM  resources, 
special  processing  modules  or  network  machines.  Local  resources  are 
tapes,  discs,  etc.  available  on  the  SHM.  A  special  processing  module 
is  a  module  that  performs  a  specific  task  for  a  machine  during  its 
execution.  For  instance,  network  machines  may  be  called  to  provide 
highly  specialized  tools  that  support  a  SPFA  machine  execution.  These 
requests  also  enter  the  Configuration  Request  Module  where  a  CRB  for 
these  resources  is  also  formulated  by  the  GRRM.  Once  formulated,  this 
request  is  also  passed  to  the  Initiate  Resource  Request  Module. 


5.4.3  Initiate  Resource  Request  Module 

The  Initiate  Resource  Request  Module  (Figure  5-9)  generates  the 
actual  resource  request.  This  module  accepts  the  Configuration  Request 
Block  from  the  Configuration  Request  Module.  This  block  distinguishes 
the  type  of  request.  For  a  resource  request,  the  Initiate  Request 
Module  directs  control  to  the  appropriate  interface.  These  interfaces 
offer  service  to  the  program  environment,  a  local  resource,  or  network 
machines.  Control  then  passes  to  the  resource  to  complete  the  desired 
operation.  Execution  configuration  requests  are  directed  to  the  Master 
Configuration  Control  Machine  Interface  (MCCM).  This  interface  permits 
control  to  pass  from  the  SHM  to  the  MCCM.  Each  execution  configuration 
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request  Identifies  the  resources  needed  for  a  machine  configuration. 
These  include: 

(1)  locations  of  machines  to  be  executed  on  the  DBFEM, 

(2)  special  resources  needed  to  support  their  execution, 

(3)  identification  of  a  Control  Module, 

(4)  identification  of  assignments  from  the  RTCA, 

(5)  location  of  a  SPFA  machine  driver,  and 

(6)  other  special  configuration  needs. 

Part  of  the  resources  needed  to  configure  a  machine  are  identified 
from  the  process  query  of  the  DMCA  on  the  Configuration  Identification 
Machine. 

5.5  CONFIGURATION  IDENTIFICATION  MACHINE 

The  Configuration  Ldentification  Machine  (CIM)  is  illustrated  in 
Figure  5-10.  The  CIM  is  composed  of  the  following: 

(1)  Incoming  Query  Store, 

(2)  Local  Control  Unit, 

(3)  Request  Register, 

(4)  Comparand  Register, 

(5)  Mask  Register, 

(6)  Response  Register,  and 

(7)  Word  Select  Registers. 

Inputs  to  the  CIM  enter  its  Incoming  Query  Store.  An  input  con¬ 
sists  of  a  formatted  request  and  a  process  query.  The  Ujcal  Control 
Unit  (LCU)  loads  the  Comparand  Register  with  the  formatted  request. 

The  LCU  loads  instruction  sequence  of  the  process  query  in  the  Instruc¬ 
tion  Register.  The  Local  Control  Unit  initializes  the  DMCA  in  the 
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SERVICE  HOST  MACHINE  (SHM) 


FLOW  WITHIN  CONFIGURATION  I0ENTI 

FIGURE  5-10 


Cl M  associative  array.  The  DMCA  is  interrogated  to  identify  the 
appropriate  machine  or  machines  for  a  process  request.  Once  a  machine 
is  identified  its  configuration  resources  are  directed  to  an  output 
buffer  and  returned  to  the  SHM  (Figure  5-6).  These  resources  are  in¬ 
cluded  in  the  request  passed  to  the  Configuration  Request  Module. 

5.5.1  Example  SPFA  Creation 

An  example  of  how  a  SPFA  is  created  is  described  below.  First, 
a  sample  process  description  language  for  a  create  SPFA  process  can  be: 
PROCESS:  Create  SPFA 

NAME:  ’’MERGE"  SPFA 

DBMS  FUNCTION:  f2 

This  request  is  to  create  a  "MERGE"  SPFA  where  f^  is  the  DBMS  merge 
function.  First,  input  to  the  CIM  is  formulated  from  the  process  des¬ 
cription  language.  The  formation  of  this  input  is  illustrated  in 
Figure  5-11  where  a  request  identification  is  assigned  and  the  create 
process  is  identified.  SI  is  assigned  as  the  machine  identification, 
the  SPFA  machine  bit  is  set,  and  the  f2  DBMS  function  is  identified. 

Once  the  formatted  input  is  complete,  a  create  process  query  is  generated. 
This  query  performs  the  following: 

(1)  loads  the  CIM  Comparand  Register  with  the  formatted 
input. 
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(2)  identifies  a  SPFA  machine  attributes  using  the  Mask 


1 


Register,  and 

(3)  OR ' s  the  contents  of  the  Comparand  Register  into  the 
first  available  DMCA  entry. 

Illustrated  in  Figure  5-11  is  the  SPFA  machine  created  for  this 
example.  Entry  k  is  the  SI  SPFA  machine.  It  is  assigned  the  f  DBMS 
function . 

Following  creation  of  this  machine  entry,  control  returns  to  the 
SHM  to  develop  a  description.  The  Configuration  Request  Module  (CRM) 
identifies  the  interface  to  the  SHM  programming  environment  to  develop 
the  SPFA  description.  Once  completed  the  location  of  machine  loadable 
code,  in  machine  storage,  is  entered  in  the  DMCA.  An  example  of  the 
process  description  language  used  to  enter  this  location  is  shown  below: 

REQUEST  ID:  ID1 

PROCESS:  Complete  Create 

MACHINE  ID:  SI 
LOCATION:  Q  MERG 

The  input  defines  the  SI  machine  and  the  location  of  its  machine  loadable 
code  as  at  @  Merge.  The  machine  identification  and  location  are  for¬ 
matted  for  input  to  the  DMCA.  A  complete  create  process  query  is  gen¬ 
erated  and  performs  the  following: 

(1)  loads  the  Comparand  Register  with  the  SI  SPFA  machine, 

(2)  loads  the  Mask  Register  to  identify  SPFA  machine, 

(3)  performs  an  equal  to  comparison  to  identify  the  SI 
machine  entry, 

(4)  sets  the  Mask  Register  to  the  SPFA  location  field,  and 

(5)  OR's  the  location  into  the  SPFA  machine  entry. 
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When  completed,  this  SI  SPFA  machine  is  available  to  be  configured 
for  execution.  Test,  evaluate  and  substitute  processes  for  this  machine 
can  now  be  requested.  The  facility  components  needed  to  configure  and 
control  execution  of  a  SPFA  machine  are  the  Master  Configuration  Control 
Machine  (MCCM)  and  the  Data  Base  Function  Execution  Machine  (DBFEM).  The 
utilization  of  the  MCCM  is  now  described. 

5.6  MASTER  CONFIGURATION  CONTROL  MACHINE 

Described  in  this  section  are  execution  configuration  requests 
that  enter  Master  Configuration  Control  Machine  (MCCM).  These  requests 
enter  an  Jnput  decoder  Module  (IDM).The  IDM  classifies  the  request 
type  and  gives  control  to  the  Configuration  Control  Module,  as  shown 
in  Figure  5-12. 

5.6.1  Configuration  Control  Module 
This  module  consists  of  a: 

(1)  Configuration  Manager  Module, 

(2)  Resource  Monitor  Module, 

(3)  Build  Request  Module,  and 

(4)  Active  Request  Module. 

Execution  requests  are  passed  to  the  Configuration  Manager  Module 
(CMM),  while  resource  requests  are  given  to  the  Active  Request  Module 
(ARM) .The  CCM  determines  availability  of  resources  for  an  execution 
request.  If  resources  are  available,  a  Build  Request  Module  (BRM) 
develops  an  Execution  Request  Block  (ERB).  Unavailability  of  resources 
causes  the  configuration  request  to  be  requeued.  The  format  of  this 
block,  a,s  a  Request  Block,  is  shown  in  Figure  5-13.  First,  the  request 
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identification  is  defined.  Next,  the  execution  machine,  DBFEM  is  identi¬ 
fied,  the  process  type  is  noted,  and  the  machine  type  and  its  loca¬ 


tion  are  identified.  Finally,  the  set  of  resources  needed  to  configure 
this  machine  for  execution  are  defined.  When  an  ERB  is  complete  it  is 
included  and  marked  active  in  an  ERB  Table  (Figure  5-12).  Each  ERB 
is  passed  with  an  execution  request  to  the  DBFEM.  Each  ER3  remains 
active  in  the  ERB  Table  until  the  machine  terminates  execution  on  the 
DBFEM.  Any  resources  requested  by  the  machine  during  execution  must 
be  validated. 

These  requests  enter  the  MCCM  and  are  passed  directly  to  the 
Active  Request  Module  (Figure  5-12).  This  module  determines  if  the 
resource  request  is  valid.  This  validity  is  determined  by  comparing 
the  machine  request  with  the  set  of  active  ERB's.  If  valid,  the  ARM 
determines  resource  availability  from  the  Configuration  Manager  Module. 

If  the  resource  is  available,  the  ARM  passes  control  to  the  Build 
Request  Module.  This  module  develops  a  Resource  Request  Block  (RR3). 

The  format  of  this  block  is  also  based  on  the  Request  Block  illustrated 
by  Figure  5-13.  However,  in  this  case,  the  component  is  the  SHM.  The 
resource  needed  and  the  desired  resource  operation  are  identified.  When 
the  RRB  is  complete,  the  Request  Module  (Figure  5-12)  issues  a  special 
resource  request  to  the  SHM. 

5,6.2  Request  Module 

The  Request  Module  is  composed  of  an  Execution  Request  Module  and  a 
Resource  Request  Module.  The  Execution  Request  Module  uses  the  Execution 
Request  Block  to  generate  an  execution  request  to  the  DBFEM.  The  Resource 
Request  Module  uses  the  Resource  Request  Block  to  generate  a  resource 


request  to  the  Service  Host  Machine.  The  flow  of  resource  requests 
from  the  MCCM  to  the  SHM  were  described  in  section  5.2.2.  The  execu¬ 
tion  requests  to  the  DBFEM  are  described  in  the  following  section. 

5,7  DATA  BASE  FUNCTION  EXECUTION  MACHINE 

The  Data  Base  Function  Execution  Machine  is  configured  as  a 
specific  machine  type  for  each  execution  request.  The  actual  con¬ 
figuration  is  performed  when  an  execution  request  is  received.  These 
requests  enter  an  Input  Control  Module. 


5.7.1  Input  Control  Module 

The  DBFEM  Input  Control  Module,  illustrated  in  Figure  5-14,  con¬ 
sists  of: 

(1)  Device  Interface  Module  (DIM),  and 

(2)  Select  Machine  Type  Module  (SMTM). 

The  Device  Interface  Module  interfaces  the  DBFEM  to  the  MCCM.  Each 
execution  request  passes  through  this  interface  to  the  Select  Machine 
Type  Module.  This  module  examines  the  request  and  classifies  it  as 
a  new  execution  request  or  a  resource  completion  request.  For  a  new 
request,  the  DBFEM  is  configured  as  a  new  machine.  For  a  resource 
completion  request  a  previous  machine  is  restored.  The  type  of  request 
is  classified  and  passed  to  the  Execution  Control  Module  (ECM). 
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BASE  FUNCTION  EXECUTION  MACHINE 


5.7.2  Execution  Control  Module 

The  ECM  (Figure  5-14)  consists  of  a: 

(1)  Machine  Configuration  Module,  and 

(2)  Special  Resource  Request  Module. 

The  Machine  Configuration  Module  (MCM)  uses  the  input  Execution 
Request  Block  to  configure  the  execution  machine  type.  Three  types  of 
execution  machines,  illustrated  in  Figure  5-15,  are  possible. 

(a)  SPFA  Machine, 

(b)  DBMS  Machine,  or 

(c)  DBMS/S PFA  Machine. 

A  DBMS  machine  is  used  for  the  select  candidate  process.  A  SPFA 
machine  is  used  for  test  and  evaluate  processes  and  a  DBMS/SPFA  Machine 
is  used  for  substitute  processes.  For  each  machine  type  either  a  SPFA, 
a  DBMS  or  a  DBMS/SPFA  Control  Module  is  configured.  Several  control 
modules  may  be  available  in  the  facility  and  can  be  specified  as  part 
of  the  input  process  description  language.  The  control  module  requires 
different  sets  of  input  for  each  machine  type. 

For  a  DBMS  machine  the  control  module  requires: 

(1)  location  of  DBMS  machine  description, 

(2)  location  of  DBMS  and  system  support  software,  and 

(3)  location  of  application  programs. 

For  a  SPFA  machine  the  control  module  requires: 

(1)  location  of  SPFA  machine  description, 

(2)  realization  timing  control  array  assignments, and 

(3)  machine  driver  location. 
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CONFIGURATION  OF  A  MACHINE  TYPE  ON  THE  DBFEM 

HGURE  5-15 


The  DBMS/SPFA  Control  Module  requires: 

(1)  location  of  SPFA  Machine  description, 

(2)  location  of  DBMS  Machine  description, 

(3)  location  of  a  data  base  management  system, 

(4)  location  of  a  SPFA  Input  Generator  (SPFA/IG),  and 

(5)  location  of  a  software  application  program. 

In  addition,  the  DBMS/SPFA  Control  Module  must  support  concurrent 
emulations  of  two  or  more  machines  under  control  of  a  virtual  data  base 
machine  monitor.  Once  the  control  module  configures  a  machine  type,  the 
machine  is  available  for  execution.  During  execution  the  test,  evaluate 
and  substitute  processes  using  the  machine  can  be  performed.  These  pro¬ 
cesses  are  now  described. 

5.8  PROCEDURES  FOR  TEST  PROCESS  FUNCTIONS 

The  testing  process  is  available  to  insure  that  a  SPFA  machine 
executes  properly  and  performs  its  intended  DBMS  function.  This  process 
is  conducted  following  configuration  of  the  SPFA  machine. 

5.8,1  Execution  of  SPFA  Machine 

Each  SPFA  machine  is  configured  with  a  SPFA  description  and  machine 
control  driver.  This  machine  begins  execution,  as  illustrated  in 
Figure  5-16,  with  input  from  its  machine  control  driver.  The  input  from 
this  driver  dictates  the  sequence  of  operations  executed  by  the  SPFA 
machine.  For  example,  if  the  SPFA  machine  performs  a  "MERGE"  DBMS 
function,  a  machine  driver  control  may  consist  of  the  following  argu¬ 
ments: 


(1)  type  of  "MERGE",  i.e.  OR,  AND,  NOT, 

(2)  lists  to  be  merged,  and 

(3)  location  of  output  list. 


The  SPFA  machine  then  executes  a  sequence  of  operations,  consistent 
with  its  architecture  description,  needed  to  complete  the  "MERGE*  DBMS 
function.  It  is  this  sequence  that  needs  to  be  functionally  verified 
by  the  data  base  machine  architect.  The  verification  can  be  performed 
as  follows. 

5.8.2  SPFA  Machine  Functional  Verification 

A  verification  procedure  is  performed  by  examining  the  state  of 
the  SPFA  machine  at  selected  breakpoints.  As  the  SPFA  machine  executes, 
and  a  selected  point  is  reached,  execution  is  halted.  In  this  state, 
the  data  base  machine  architect  has  a  set  of  tools,  that  permit  access 
to  all  portions  of  the  SPFA  machine. 

A  procecure  for  this  verification  is  illustrated  in  Figure  5-17. 

A  set  of  commands  are  available  to  examine  portions  of  the  SPFA  machine: 

(1)  display  main  store  location, 

(2)  display  control  store  location, 

(3)  step  SPFA  execution, 

(4)  compare  location, 

(5)  notify  change  in  location, 

(6)  etc. 
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‘SPFA"  MACHINE 

A  VERIFICATION  PROCEDURE  FOR  A  SPFA  MACHINE 

FIGURE  5-17 


The  type  of  commands  can  vary  according  to  the  Control  Module.  The 
data  base  machine  architect  can  visually  inspect  all  parts  of  the  SPFA 
machine  using  these  commands.  One  procedure  for  verification  can  use 
.''•rocker' s(CR0C78)  state  delta  technique.  Using  this  technique,  a  modi¬ 
fication  list  can  be  constructed  for  a  set  of  data  items  changed  as  a 
SPFA  machine  executes.  Figure  5-17  illustrates  these  values  being  dis¬ 
played  during  a  selected  state  of  the  SPFA  machine. 

These  values  are  examined  to  identify  changes  in  states  between 
a  pre-condition  and  a  post-condition.  If  values  in  these  states  are 
changed,  as  a  result  of  moving  between  states,  with  the  exception  of 
Crocker's  modification  list,  this  can  signal  an  invalid  state.  During 
each  state  change,  the  pre-condition  and  post-condition  lists  are 
examined  by  the  data  base  machine  architect.  If  the  data  base  machine 
architect  detects  an  invalid  post  condition  list,  then  the  SPFA  machine 
is  declared  not  verified.  Once  a  SPFA  machine  is  declared  invalid, 
debugging  procedures  can  be  instituted. 
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5.8.3  SPFA  Machine  Debugging 

A  SPFA  machine  debugging  procedure  uses  the  Debugging  Process 
Model  developed  by  Finfer  (FINF79).  The  model  defines  the  following 
activities  for  debugging: 

(1)  verification, 

(2)  localization, 

(3)  execution  analysis, 

(4)  hypothesis  formulation,  and 

(5)  resolution. 

The  first  activity,  verification,  substantiates  that  a  SPFA 
machine  state  is  invalid.  Next,  the  error  that  causes  an  invalid 
SPFA  machine  must  be  localized.  The  localization  of  the  error 
is  performed  by  establishing  a  set  of  bounds.  This  can  be  accom¬ 
plished  by  stepping  the  execution  of  the  SPFA  machine  at  the  micro¬ 
instruction  level.  During  each  step,  the  SPFA  machine  state  is 
examined.  Each  step  is  controlled  by  selecting  the  number  of  micro¬ 
instructions  between  steps.  Next,  the  number  of  micro-instructions 
allowed  to  execute  between  steps  is  reduced  until  the  error  occurrence 
has  been  sufficiently  bounded.  Once  the  error  source  has  been  bounded, 
an  execution  analysis  is  performed. 

The  execution  analysis  examines  the  SPFA  machine,  in  both  main 
and  control  store,  including  its  registers  and  other  machine  identi¬ 
fiable  features  in  specific  states.  Values  are  established  for  the 
machine  in  each  state.  A  set  of  assertions  are  developed  for  speci¬ 
fic  variables  for  each  of  these  states.  These  assertations  are 
re-examined  as  the  SPFA  machine  steps  through  execution  until 
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found  invalid.  Once  found  invalid,  a  hypothesis  formulation  is  con¬ 
ducted.  The  hypothesis  formulation  is  used  to  analyze  if  the  SPFA 
machine  state  in  error  violates  a  set  of  predefined  assertions.  If  an 
error  is  identified  at  microprogram  instruction  level,  it  is  traced 
back  to  the  hardware  description  language  source  level  program  that 
is  used  to  generate  the  instruction.  Next,  the  source  hardware  des¬ 
cription  language  is  examined.  A  resolution  activity  determines  if 
final  cause  of  the  error  is  within  the  source  language.  If  the  SPFA 
is  described  inaccurately,  it  is  redescribed.  A  create  process  is 
used  to  describe  a  new  SPFA.  This  SPFA  replaces  the  previous  SPFA 
that  was  entered  in  the  facility.  If  the  error  is  determined  to  be 
machine  oriented,  the  machine  can  be  reconfigured  and  re-executed. 

5,3,4  Test  Process  Example 

The  following  example  illustrates  a  process  request  to  test  a 
SPFA  machine.  The  process  description  language  for  this  request  is 
shown  below: 

PROCESS  :  TEST 
MACHINE  ID  :  SI  SPFA 
NAME  :  MER31 

CONTROL  MODULE  :  EC1 
MODE  :  INTERACTIVE 
DRIVER  :  0  Testdrive 

This  example  requests  testing  of  the  MERG1  version  of  the  SI 
SPFA  machine.  Interactive  mode  is  requested.  The  EC1  Control  Module 
is  also  requested.  Finally,  the  location  of  a  machine  driver 
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"Testdrive"  is  defined.  Illustrated  in  Figure  5-18  is  the  formatted 
input  for  this  example.  In  this  example,  the  machine  ID  and  name 
are  used  to  identify  the  Si  SPFA.  A  test  process  query,  for  this 
example,  has  been  generated.  A  sample  portion  of  this  query  is  illus¬ 
trated  in  Figure  5-19  using  the  instruction  set  of  an  associative 
unit  developed  by  Singhania  (SING77).  This  query  is  loaded  and  executed 
on  the  CIM.  The  query  directs  the  C I M 1 s  Comparand  Register  to  be  loaded. 
A  search  of  the  DMCA  is  made  for  the  SI  "MERG1"  SPFA  machine  (Figure 
5-13).  If  an  SI  machine  is  not  found,  the  user  is  notified  that  this 
machine  is  not  available  in  the  DMAD  Facility.  In  this  example,  the 
Si  machine  is  identified,  as  illustrated  in  Figure  5-18,  at  entry  k. 

The  machine  storage  location  for  the  SI  SPFA  is  at  location  1  In 
addition,  this  machine  requires  the  r2  resource. 

All  resources  identified  are  returned  to  the  SHM  and  the  Configura¬ 
tion  Request  Module.  The  CRM  includes  these  resources  to  develop  a 
Configuration  Request  Block  (CRM).  An  example  of  this  block,  illustrated 
in  Figure  5-20,  includes  the  following: 

(1)  type  of  process, 

(2)  request  type  and  component, 

(3)  SPFA  loadable  location  from  machine  storage,  1  \  , 

(4)  Special  Resources,  r2, 

(5)  Control  Module  -  EC1,  and 

(6)  machine  driver  location,  "Testdrive". 
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REQUEST  PROCESS  MACHINE  NAME  LOCATION  DBMS  RESOURCES 

ID  ID  FUNCTION 


EXAMPLE  SPFA  MACHINE  IDENTIFICATION 


SPFA 


SAMPLE  TEST  PROCESS  QUERY 
FIGURE  5-19 


Ill 


The  CRB,  along  with  an  execution  configuration  request,  is  parsed 
to  the  MCCM,  For  this  request,  the  r2  resources  must  be  available.  When 
the  MCCM  confirms  r2  resource  availability,  it  builds  an  £xecution  Re¬ 
quest  £lock  (ERB).  An  example  ERB  for  this  example  is  illustrated  in 
Figure  5-21.  This  ERB  identifies  the  location  of  the  SPFA  machine, 
location  of  DBFEM,  the  SPFA  Control  Module,  and  the  SPFA  machine  driver 
location.  This  ERB  is  passed  with  the  execution  request  to  the  DBFEM. 
The  Input  Control  Module  on  the  DBFEM  confirms  this  as  a  new  machine 
request  and  initiates  the  Execution  Control  Module.  The  ECM  initializes 
the  EC1  Control  Module.  Next,  the  EC1  Control  Module  configures  the 
MERG1  SPFA  machine,  as  illustrated  in  Figure  5-22. 

The  MERG1  "SI"  SPFA  description  is  loaded  in  control  store.  The 
"Testdrive"  driver  is  initialized  in  main  store.  Interactive  mode 
is  provided  by  the  EC1  Control  Module  and  is  used  to  examine  the  state 
of  the  SPFA  machine  during  execution.  The  r2  resource  is  treated  as 
a  special  resource  that  can  be  called  from  the  SPFA  machine  during  exe¬ 
cution.  Once  execution  begins,  the  execution  path  of  this  machine 
is  followed, in  detail,  to  verify  its  capability  to  perform  the  f2  DBMS 
function.  A  data  base  machine  architect  continues  this  verification 
until  he/she  is  satisfied  the  SPFA  machine  executes  correctly.  Once 
a  SPFA  machine  has  been  tested,  timing  assignments  from  the  realization 
timing  control  array  can  be  added  to  its  configuration.  The  addition 
of  these  timing  assignments  are  part  of  the  evaluation  process.  This 
process  is  described  in  the  next  section. 
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EXECUTION  REQUEST  BLOCK 
FIGURE  5-21 


5.9  PROCEDURES  FOR  EVALUATION  PROCESS  FUNCTIONS 


The  evaluation  process  enables  a  user  to  utilize  the  facility  to 
evaluate  and  compare  alternative  SPFA's  that  may  perform  the  same  DBMS 
function.  With  this  process  a  procedure  is  used  to  assign  timings  to 
operations  groups  that  comprise  parts  of  a  SPFA  description.  These 
timings  are  then  entered  into  the  SPFA's  realization  timing  control 
array.  The  location  of  the  RTCA,  for  each  SPFA,  is  defined  as  part 
of  a  DMCA  entry.  The  times  that  are  entered  in  the  RTCA  are  determined 
using  an  identification  of  hardware  operations  function.  This  function 
is  described  below. 


5.9.1  Identification  of  Hardware  Operations 

The  identification  of  hardware  operations  function  is  required 
for  an  evaluation  process.  This  function  identifies  a  set  of  operations 
groups  from  each  SPFA  description.  These  operations  are  entered  in 
column  1  of  the  RTCA.  These  operations  are  specified  at  a  functional 
level  in  the  description  language  of  a  SPFA  machine.  These  are  the 
operations  that  can  eventually  be  performed  in  a  hardware  version 
of  the  SPFA  by  an  integrated  circuit,  Thus,  times  for  the  operations 
are  based  on  an  assumed  set  of  hardware  characteristics.  For  instance, 
the  following  statement  from  a  SPFA  description: 

Statement  n  :  R  1  ^ -  R  2 

is  a  typical  transfer  of  information  transfer  operation  specified  in 
a  hardware  description  language.  This  statement  specifies  the  transfer 
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of  the  contents  of  register  R2  to  register  R1 . 

An  analysis  of  this  operation  in  Figure  5-23  reveals  several 
considerations  can  affect  its  performance.  First,  the  type  of  trans¬ 
fer  can  be  considered.  For  example,  two  types  of  information  transfer 
circuits  have  been  described  by  Foster  (F0ST70).  For  these  circuit 
types,  a  jam  circuit  is  twice  as  fast  as  a  clear  and  copy  but  requires 
more  gates.  Thus,  a  cost  versus  performance  tradeoff  may  be  analyzed 
for  this  operation.  Similarly,  other  types  of  tradeoffs  may  be  examined. 
Some  of  these  tradeoffs  include  variations  in  performance,  cost,  relia¬ 
bility  for  various  hardware  technologies,  as  illustrated  in  Table  5-1. 
These  values  illustrate  a  range  in  variability  depending  on  the  hard¬ 
ware  technology  chosen.  This  table  not  only  illustrates  gate  delay 
of  the  technology  but  other  factors  that  may  vary  including  its  relia¬ 
bility,  cost,  heat,  etc.  Each  of  these  factors  may  be  an  important 
consideration  choosing  and  tailoring  the  SPFA  machine  for  a  specific 
application. 

In  addition  to  this  type  of  analysis  the  facility  can  also  be 
utilized  to  examine  architectural  features  of  a  SPFA.  For  instance,  a 
SPFA  may  have  several  alternatives  for  describing  parallelism  of  its 
operations.  As  illustrated  below,  one  description  of  a  set  of  opera¬ 
tions  may  be  sequential. 


OPERATION  1 


OPERATION  2 


OPERATION  3 


TABLE  5-1 


However,  the  facility  can  be  utilized  to  examine  alternative  ways  to 
describe  this  architecture.  In  one  case  it  may  be  described  as: 


or  it  may  be  described  as: 


The  evaluation  process  should  consider  these  factors  and  devise 
a  strategy  that  optimizes  the  choice  of  SPFA  for  a  specific  application. 
Thus,  this  can  be  done  using  the  facility  to  compare  alternative  SPFA's 
that  are  based  on  different  architectural  constructs.  Their  performance 
is  obtained  by  executing  each  SPFA  machine  under  the  same  set  of  condi¬ 
tions  and  collecting  timings  using  the  facility. 

In  order  to  illustrate  how  these  times  can  be  generated,  a  reali¬ 
zation  timing  control  array  (RTCA)  is  shown  in  Figure  5-24.  Column  one 
represents  a  set  of  operations  that  have  been  identified  in  each  SPFA 
description.  Columns  2  to  n+1  classify  times  for  each  operation  based 
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REALIZATION  REALIZATION  REALIZATION 


ENTRIES  IN  A  REALIZATION  TIMING  CONTROL  ARRAY  (RTCA) 

FIGURE  5  24 


- : - 1 

on  the  characteristics  of  a  realization  assumption  (RA).  For  instance, 
realization  assumption  1  can  assume  a  strategy  that  uses  high  speed 
logic  at  high  costs  for  the  operation.  Realization  assumption  2  may 
propose  lower  speed  logic  for  the  same  operation  at  lower  cost.  These 
changes  in  realization  assumption  may  affect  time  of  an  operation  com¬ 
pared  on  this  basis. 

The  actual  assignments  for  the  RTCA  are  made  by  choosing  the  time 
from  an  entry  as  t(m,n)  which  is  the  time  to  perform  the  operation  m 
using  realization  assumption  n.  Other  entries  may  be  added  similarly 
such  as  cost  as  c(m,n).  Using  the  realization  timing  control  array  a 
performance  determination  can  then  be  made. 

5.9.2  SPFA  Machine  Performance 

A  complete  assignment  of  timing  values  from  an  RTCA  for  each  SPFA 
machine  is  made  prior  to  an  execution  request.  An  example  of  how  the 
timing  from  a  RTCA  can  be  used  to  determine  performance  is  illustrated 
in  Figure  5-25.  A  set  of  six  operations  1-6  from  a  SPFA  description 
are  identified  in  the  RTCA.  The  operations  for  statement  numbers  1  and 
6  are  non-executable  and  are  not  assigned  a  timing.  Statement  numbers 
2,3,4  and  5  require  variations  of  time  (t,tl,t2  and  t3)  according  to 
the  realization  assumption. 

An  input  assignment  may  choose  the  following: 


Operation 

Execution  One 

Execution  Two 

1 

RA  (1,1) 

RA  (1,2) 

2 

RA  (2,1) 

RA  (2,2) 

3 

RA  (3,1) 

RA  (3,3) 

4 

RA  (4,1) 

RA  (4,1) 

5 

RA  (5,1) 

RA  (5,1) 

6 

RA  (6,1) 

RA  (6,2) 
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RA  (1,1)  identifies  for  operation  1  the  time  determined  by  realization 
assumption  (1).  This  time  is  0.  RA  (2,1)  identifies  for  operation 
two  the  time  determined  by  realization  assumption  (1).  This  time  is  t. 
The  remaining  entries  are  chosen  similarly.  The  set  of  times  are  used 
as  part  of  the  SPFA  machine  configuration  for  execution  one. 

Next,  assume  that  the  SPFA  begins  execution  one.  The  set  of 
operations  required  is  shown  in  Figure  5-25.  Whenever  operation  1  is 
required,  the  timing  control  clock  is  updated  by  its  assigned  value 
from  the  RTCA.  Execution  one  continues  until  all  operations  required 
have  been  completed.  At  this  point,  the  accumulated  timing  data  is 
collected  for  execution  one.  If  another  execution  is  requested,  the 
SPFA  machine  is  re-configured  with  a  new  set  of  RTCA  timing  assign¬ 
ments.  Execution  two  begins  with  a  different  set  of  timings  for  the 
same  SPFA  execution  sequence.  The  accumulated  timing  data  is  also  col¬ 
lected  for  this  execution. 

In  this  example,  if  execution  one  constitutes  the  execution  of 
statements  1  to  6,  then  the  accumulation  of  time  is  t  +  tl  +  t2  +  t3. 

For  execution  two,  the  accumulation  of  (t  +  1)  +  (tl  +  2)  +  t2  +  t3. 
These  results  are  collected  and  can  be  later  analyzed  by  the  data 
base  machine  architect  following  completion  of  all  executions. 

5.9.3  Evaluation  Process  Example 

Assume  that  two  SPFA's  have  been  developed  to  perform  the  Merge 
DBMS  function.  Each  SPFA  is  based  on  different  architectural  considera¬ 
tions,  one  procedure  to  evaluate  these  SPFA's  is  to  use  the  facility 
to  generate  timings  for  each  SPFA  machine.  An  illustration  of  a  request 
to  determine  performance  of  the  first  "MERG1"  machine  is  illustrated  by 
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the  process  description  language  below: 


PROCESS  DESCRIPTION;  Evaluation 
SPFA  NAME:  MERG1 
CONTROL  MODULE:  EC1 
MACHINE  DRIVER:  @  Testdrive 
EXECUTION:  One 

REALIZATION  TABLE:  A,  RA2 

This  requests  an  evaluation  of  the  "MERG1"  SPFA.  It  is  assumed 
that  its  RTCA  has  been  defined  and  generated.  The  RTCA  assignment  for 
execution  one  is  defined  as  (A,RA2).  This  can  be  interpreted  as  all 
assignments  from  realization  assumption  two.  A  bit  slice  from  the  RTCA 
RA  (1,2)  through  RA(n,2),  as  illustrated  in  Figure  5-26,  can  provide 
these  assignments.  These  assignments  are  moved  to  the  select  register. 
The  assignments  in  this  register  are  moved  to  the  output  buffer  and 
returned  to  the  SHM. 

Next,  assume  the  facility  is  configured  as  the  "MERGl"  SPFA.  The 
"MERG1"  SPFA  description  is  composed  of  a  set  of  operations  in  DBFEM 
control  store,  as  shown  in  Figure  5-27.  The  sequence  these  operations 
are  executed  depends  on  the  input  criteria  of  its  driver  "Testdrive". 

The  RTCA  assignments  have  been  configured  as  part  of  the  "MERGl"  machine, 
as  shown  in  Figure  5-27. 

The  SPFA  machine  begins  execution  by  examining  the  contents  of 
its  driver.  In  this  example,  "Testdrive"  includes  three  arguments 
illustrated  in  Figure  5-27.  They  include: 

(1)  a  Merge  criteria, 
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MASK 


REALIZATION  TIMING  CONTROL  ARRAY 

FIGURE  5-26 


(2)  list  location  is  identified,  and 

(3)  an  output  location  and  list  size. 


Assume  for  this  example  that  three  sets  of  input  criteria 
are  possible  for  this  DBMS  function  (OR,  NOT,  AND  NOT).  The  input 
criteria  determines  the  execution  path.  If,  for  example,  the  OR  cri¬ 
teria  is  specified,  then  the  set  of  A  operations  represent  Operation  1 
to  Operation  j.  The  values  RA  (1,2)  to  RA  (j,2)  are  assigned  to  the 
group  of  A  operations.  When  these  operations  execute,  the  timing  con¬ 
trol  clock  is  updated  by  the  amount  assigned  in  t  (1,2)  through  t  (j,2). 
The  total  time  accumulated  when  this  operation  completes  is  the  perfor¬ 
mance  of  the  "MERG1 "  SPFA  for  realization  assumption  2.  A  similar  tim¬ 
ing  is  computed  for  B  and  C  operations.  Similar  timings  can  be  computed 
using  different  combinations  of  realization  assumptions  and  input  criteria 
The  evaluation  process  can  continue  for  several  iterations  to  highlight 
specific  performance  sensitivities. 

Next,  the  same  procedure  is  performed  for  the  second  merge  machine. 
Using  this  type  of  analysis  the  facility  can  be  used  to  help  evaluate 
and  analyze  the  individual  architectural  constructs  of  each  SPFA.  A 
complete  analysis  of  each  SPFA  is  made  using  this  procedure  to  help 
determine  if  one  should  be  selected  as  a  SPFA  for  the  given  application. 

In  addition,  other  SPFA's  can  be  evaluated  using  this  procedure,  SPFA's 
may  be  modified  and  re-created,  or  combinations  of  SPFA's  may  be 
developed. 
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5.10  PROCEDURE  FOR  SUBSTITUTION  PROCESS 


The  final  SPFA  development  process  is  substitution.  The  DMAD 
Facility  is  configured  as  a  DBMS/SPFA  machine  for  this  process. 

5.10.1  OBMS/SPFA  Identification 

The  DBMS/SPFA  identification  function  identifies  the  configuration 
resources  needed  to  transform  the  DMAD  Facility  into  a  DBMS/SPFA  machine. 
The  following  procedures  are  used  for  this  function: 

(1)  DBMS/SPFA  machine  identification,  and 

(2)  DBMS/SPFA  machine  pre-processing. 

The. Data  Base  Machine  Architecture  Configuration  Array  (DMCA) 
is  used  for  the  DBMS/SPFA  machine  identification.  Each  machine  is 
separately  identified  on  the  process  query  for  a  substitute  process 
request.  Once  a  SPFA  machine  and  a  DBMS  machine  have  been  identified, 
they  are  combined  into  a  DBMS/SPFA  machine  where  the  SPFA  machine  entry 
replaces  the  DBMS  machine  entry  for  the  common  DBMS  function.  This 
common  DBMS  function  is  called  the  referenced  DBMS  function.  The  set 
of  special  resources  needed  to  configure  a  DBMS/SPFA  machine  consists 
of  the  union  of  the  resources  required  by  the  DBMS  machine  with  the 
resources  required  by  the  SPFA  machine. 

Once  a  BBMS/SPFA  machine  is  identified,  a  pre-processing  function 
is  required.  This  function  prepares  the  DBMS/SPFA  machine  for  substi¬ 
tution.  The  interfaces  to  the  software  DBMS  function  being  replaced 
are  now  used  as  interfaces  to  the  SPFA  machine.  These  interfaces 
define  the  set  of  input  and  outputs  required  by  the  SPFA  machine  each 
time  it  is  called.  These  calls  may  be  made  from  the  DBMS  itself  or 
from  one  of  the  software  application  programs  used  in  the  select 
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candidate  process.  Each  call  is  identified  and  replaced  with  a  special 
instruction. 

The  function  trap  instruction  identifies  that  a  SPFA  machine  is 
available  to  perform  the  DBMS  function.  The  following  procedures  are 
performed  for  the  DBMS/SPFA  pre-processing: 

(1)  development  of  a  SPFA  input  generator, 

(2)  development  of  a  function  trap  instruction,  and 

(3)  modification  of  referenced  function  call. 

The  SPFA  input  generator  (SPFA/IG)  is  developed  by  the  data  base 
machine  architect.  It  uses  the  input  arguments  from  each  referenced 
DBMS  function  call  to  generate  the  machine  driver  for  the  SPFA  machine. 
A  SPFA/IG  can  be  developed  to  execute-  directly  on  the  DBFEM  or  called 
as  a  special  processing  module  from  the  SHM. 

A  function  trap  instruction  is  especially  created  for  each  DBMS 
machine.  This  instruction  replaces  the  referenced  function  call.  This 
instruction,  when  executed  on  the  DBMS  machine,  is  trapped  and  recog¬ 
nized  by  a  virtual  data  base  machine  monitor  (VDMM)  on  the  DBFEM.  A 
format  of  the  function  trap  instruction  (FTI )  is  illustrated  in  Fig¬ 
ure  5-28.  The  FTI  identifies  the  referenced  function  arguments,  their 
location  on  the  DBMS  machine  and  location  of  the  SPFA  input  generator 
(SPFA/IG).  The  VDMM  recognizes  a  FTI,  gives  control  the  SPFA/IG  and 
supplies  it  with  the  location  of  the  reference  function  input  arguments. 
The  SPFA/IG  uses  these  inputs  to  generate  a  driver  for  the  called  SPFA 
machine. 

The  modification  of  each  referenced  function  call  can  be  performed 
by  several  procedures.  First,  the  type  of  function  must  be  identified. 
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SAMPLE  FORMAT  OF  A  FUNCTION  TRAP  INSTRUCTION 
FIGURE  5-28 


If  the  function  is  called  by  application  programs  then  these  programs 
can  be  modified  by  loading  them  into  the  CIM  array  and  searching  for 
the  referenced  function  call.  Once  identified,  the  call  can  be  re¬ 
placed  by  the  function  trap  instruction.  The  same  type  of  procedure  can 
also  be  used  if  the  function  is  called  internally  by  the  DBMS .  The 
modified  DBMS  or  modified  software  application  program  are  included  as 
part  of  the  configuration  resources  for  the  DBMS/SPFA  machine.  Another 
procedure  is  to  have  the  data  base  machine  architect  modify  these  calls 
directly  in  interactive  mode  on  the  DBFEM  once  a  DBMS/SPFA  machine  is 
configured.  In  this  mode,  the  FTI  instruction  is  replaced  directly  in 
the  main  store  execution  of  the  calling  instruction. 

5.10.2  DBMS/SPFA  Machine  Selective  Integration 

During  execution  of  a  DBMS/SPFA  machine  a  VDMM  is  used  as  a  tool 
to  perform  the  selective  integration  of  the  SPFA  machine.  The  VDMM 
is  included  in  the  DBMS/SPFA  Control  Module. 

The  basic  functions  of  the  VDMM  include: 

(1)  interface  the  DBMS  machine  architecture  with  a  SPFA  to 
provide  a  DBMS/SPFA  machine, 

(2)  issue  special  resource  requests  for  both  the  DBMS 
machine  and  the  SPFA  machine,  and 

(3)  monitor  performance  of  the  DBMS/SPFA  machine  during 
execution . 

Illustrated  in  Figure  5-29  is  a  VDMM  for  a  DBMS/SPFA  machine.  In 
this  mode  the  VDMM  controls  execution  on  the  DBMS  machine  as  a  tradi¬ 
tional  VMM  and  traps  all  sensitive  or  privileged  instructions. 

The  function  trap  instruction  is  a  special  case  of  a  privileged 
instruction.  When  trapped,  it  notifies  the  VDMM  that  the  SPFA  -achine 
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ILLUSTRATION  OF  A  VIRTUAL  DATA  BASE  MACHINE  MONITOR 

FIGURE  5-29 


should  begin  execution.  At  this  point,  the  VDfIM  gives  control  to  the 
SPFA/IG  and  supplies  it  with  the  location  of  the  referenced  function 
input  arguments.  The  SPFA/IG  uses  these  inputs  to  generate  a  driver 
for  the  called  SPFA  machine.  When  complete,  the  SPFA  machine  is  given 
control.  The  SPFA  machine  completes  its  DBMS  function  and  control  re¬ 
turns  to  the  DBMS  machine. 

An  access  out  of  bounds  or  other  faults  are  treated  as  execution 
errors.  If  either  a  DBMS  machine  or  SPFA  machine  attempts  such  access, 
a  fault'occurs.  This  will  cause  these  machines  to  terminate  and  the 
substitution  process  completes  in  error.  A  timer-run-out  causes  a  return 
control  to  the  software  application  program.  A  special  resource  request 
can  also  be  issued  by  either  a  SPFA  machine  or  a  DBMS  machine.  Several 
types  of  possible  special  resource  requests  are  envisioned  for  the  DMAD 
Facility.  An  example  of  the  type  of  requests  are  illustrated  in  Figure 
5-30  and  discussed  below. 

5.10.2.1  Special  Resource  Requests 

An  I/O  request  is  issued  by  a  machine  executing  on  the  DBFEM. 

This  is  treated  as  a  special  resource  request.  These  requests  are 
trapped  to  the  VDMM.  If  the  I/O  resource  is  part  of  the  configured 
DBMS/SPFA  machine  a  special  resource  request  is  issued  to  the  MCCH. 

The  MCCM  insures  the  resource  is  available  and  requests  the  resource 
from  the  Service  Host  Machine.  The  servicing  of  this  I/O  in  this  mode 
alleviates  this  function  from  the  DBFEM. 

A  request  may  be  issued  for  a  special  processing  module  that 
executes  on  the  Service  Host  Machine.  These  modules  are  developed  by 
the  data  base  machine  architect  to  perform  a  function  in  support  of  a 
SPFA  machine  execution.  This  type  of  request  is  issued  by  the  SPFA  or 
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SAMPLE  TYPES  OF  SPECIAL  RESOURCE  REQUESTS 
FIGURE  5-30 


DBMS/ S PFA  machine  during  its  execution,  For  instance,  one  special  pro¬ 
cessing  module  may  be  the  SPFA  input  generator  (SPFA/IS),  The  SPFA/I3 
may  be  called,  as  a  special  processing  module,  to  generate  the  machine 
driver  for  a  SPFA  machine.  Other  special  processing  modules  may  be 
called  to  analyze  results  generated  by  the  SPFA  machine.  A  special  case 
of  this  type  of  module  may  be  a  request  to  a  network  machine. 

The  request  to  a  network  machine  is  envisioned  as  a  request  by  a 
SPFA  machine  for  a  special  tool  that  may  be  available  on  a  unique  net¬ 
work  machine  to  which  the  DMAD  Facility  has  access.  A  service  like  the 
National  Software  Works  (NSW)  (NSW79)  can  be  utilized  to  provide  :he 
interface  to  these  specialized  machines. 

The  final  type  of  special  resource  request  may  be  from  a  SPFA 
machine  for  another  SPFA  machine.  During  creation  of  the  SPFA  machine 
the  called  SPFA  is  identified  as  an  external  call.  This  requires  that 
the  called  SPFA  must  be  identified  in  the  DMCA  using  the  Configuration 
Identification  Machine  (CIM).  When  a  SPFA  machine  is  called,  the  re¬ 
quest  passes  from  the  DBFEM  to  the  SHM.  The  SHM  query  formulation  mod¬ 
ule  formulates  a  query  to  identify  the  SPFA. 

Once  the  SPFA  has  been  identified,  the  originator  SPFA  machine  may 
request  execution  of  this  SPFA.  The  request  for  execution  then  uses  the 
resources  from  the  SPFA  identification  function  to  configure  the  called 
SPFA  machine.  Inputs  to  the  called  SPFA  for  execution  are  provided  by 
the  originator  SPFA.  This  type  of  request  from  an  originator  SPFA  is 
envisioned  as  potentially  useful  as  more  and  more  SPFA's  are  developed 
and  available  in  the  DMAD  Facility.  During  execution  it  is  likely  they 
will  call  each  other  to  perform  specialised  DBMS  functions. 
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Another  request  for  the  C IM  may  identify  new  RTCA  assignments  for 
additional  executions  of  the  same  SPFA  machine.  For  instance,  when  a 
specific  execution  of  a  SPFA  machine  ceases,  new  RTCA  assignments  can 
be  identified.  This  request,  issued  directly  from  the  DBFEM,  alle¬ 
viates  the  need  to  generate  a  new  process  request.  This  type  of  re¬ 
quest  can  also  help  to  automate  the  evaluation  of  several  SPFA  machines 
by  permitting  repetitive  executions  that  include  all  possible  types  of 
RTCA  timing  assignments. 

5.10.3  DBMS/SPFA  Machine  Analysis 

The  final  substitution  process  function  is  an  assessment  of  the 
SPFA  machine  replacing  the  software  DBMS  function.  How  well  does  the 
SPFA  machine  perform  within  the  DBMS?  Are  the  interfaces  to  it  defined 
clearly  or  should  they  be  redefined?  Is  the  systems  complexity  in¬ 
creased  or  decreased  as  a  result  of  moving  the  software  function  to 
hardware  as  a  SPFA  machine?  These  and  other  questions  may  be  examined 
during  this  analysis.  The  data  gathered  as  a  result  of  this  analysis 
can  be  used  to  evaluate  the  evolutionary  impact  of  the  SPFA  machine 
within  the  DBMS  machine  environment  using  the  facility.  An  exmaple 
of  data  that  may  be  gathered  is  illustrated  in  the  following  example. 

5.10.4  Substitution  Process  Example 

The  following  example  illustrates  formation  of  a  DBMS/SPFA  machine 
for  the  substitution  process.  An  example  substitute  process  request 
is  illustrated  below: 
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PROCESS  ;  SUBSTITUTION 


MACHINE  ID  :  SI 

SPFA  NAME  ;  MERG1 
DBMS  MACHINE  ID  :  PI 

DBMS  ID  :  D1 

DBMS/SPFA  CONTROL  :  EC2/VDMMP1 
MODE  :  INTERACTIVE 

SAP  :  0  APPROG 

SPFA/IG  ;  0  MERG/IG 

In  this  example,  the  machines  are  the  SI  SPFA  machine  and  the  PI  DBMS 
machine.  A  DBMS  "Dl"  is  supported  on  the  PI  machine.  The  DBMS/SPFA 
Control  Module  "EC2/VDMMP1"  is  requested.  Finally,  a  software  appli¬ 
cation  program  APPROG  is  identified.  Two  sets  of  input  to  the  DMCA, 
illustrated  in  Figure  5-31  are  generated.  Next,  separate  substitution 
queries  are  generated.  The  first  substitute  process  query  loads  the 
Comparand  Register  with  the  input  for  the  SPFA  machine  identification. 
Field  1,3,  and  4  identified  by  Mask  Register  1  are  used  as  the  search 
criteria.  An  equal  to  comparison  produces  entry  k  and  the  SPFA  machine 
(Figure  5-31).  A  similar  procedure  is  performed  for  the  DBMS  machine. 
Assume  entries  j,  j  +1,  and  j  +  2  represent  the  complete  DBMS  machine. 
The  Dl  DBMS  supports  DBMS  functions  f^,  f£,  and  f^.  Entry  k  is  combined 
with  entries  j  +  1  and  j  +  2  to  produce  the  DBMS/SPFA  machine.  The 
resources  needed  to  configure  this  machine  are  combined  by  OR'ing  the 
resource  field,  filed  11.  This  produces  r^  and  The  referenced 
DBMS  function  is  the  f DBMS  function.  Its  required  set  of  interfaces 
have  been  defined  and  are  defined  at  location  1.  This  function  uses 
this  location  to  obtain  these  interfaces. 
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DBMS/SPFA  MACHINE  IDENTIFICATION  USING  A  DATA  BASE  MACHINE 
ARCHITECTURE  CONFIGURATION  ARRAY  (DMCA) 

FIGURE  5-31 


Next,  the  DBMS  machine  pre-processing  is  performed.  First  a 
function  trap  instruction  is  generated.  The  instruction  identifies 
the  location  of  the  SPFA/IG  as  @  FIND/IG  which  was  defined  in  the  input 
process  request.  The  FT  I  replaces  calls  to  the  function  directly.  This 
modification  can  be  done  directly  on  the  DBFEM,  once  the  DBMS/SPFA 
machine  is  configured. 

The  configuration  of  the  DBMS/SPFA  machine  needs  the  resources 
identified  in  the  DMCA.  The  location  of  the  DBMS  machine  "YYY" ,  the 
location  of  the  Dj  DBMS  "AAA",  and  the  location  of  the  SPFA  machine 
"XXX",  illustrated  in  Figure  5-31  are  part  of  these  resources.  These 
resources  are  used  to  developthe  Execute  Request  Block  (ERB),  as  illus¬ 
trated  in  Figure  5-32.  The  ERB  identifies  the  Execution  Control  Module 
on  the  DBFEM  as  the  EC2/VDMMP1  Control  Module.  The  EC2/VDMMP1  Control 
Module  initializes  the  PI  and  SI  machine.  Resource  r2  is  assigned  to 
the  PI  machine  while  ^  is  assigned  to  the  SI  SPFA  machine.  The  PI 
machine's  main  store  is  initialized  with  the  D1  DBMS.  The  software 
application  program  APPROG  is  also  initialized  on  the  PI  machine.  The 
SPFA/IG  is  configured  as  a  special  resource.  The  1^  location  on  the 
DBMS  machine  is  replaced  directly  with  the  function  trap  instruction. 

Execution  begins  at  the  first  executable  location  of  the  APPROG 
software  application  program.  This  program  executes  normally  as  it 
would  on  the  PI  machine.  This  program  calls  on  the  services  of  the 
D1  DBMS  (1).  The  D1  DBMS  provides  all  DBMS  support  with  the  exception 
of  the  function  f2.  This  function  is  provided  by  the  SI  SPFA. 

When  the  function  trap  instruction  is  executed,  on  the  DBMS  Machine, 
control  passes  to  the  EC2/VDMMP1  (2,3).  The  FTI  identifies  the  location 
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REQUEST  ID _  EC7VDMM  •  CONTROL  MODULE 


_ SPFA  MACHINE _ 

EXAMPLE  OF  DMAD  FACILITY  TRANSFORMED 
INTO  A  DBMS/SPFA  MACHINE 

FIGURE  5-32 


1 


of  the  SPFA/IG  and  location  1^  as  the  required  argument  list.  The 
EC2/VDMMP1  passes  control  to  the  SPFA/IG  (4).  Once  the  SPFA/IG  has 
control  it  uses  the  arguments  from  location  1^  to  generate  a  machine 
driver  for  the  SPFA  machine.  This  driver  is  targeted  into  the  main 
store  location,  by  the  VDMM,  where  the  SPFA  machine  begins  execution 
(5).  When  the  SPFA/IG  completes  this  driver,  control  returns  to  the 
EC2/VDMMP1  (6).  The  EC2/VDMMP1  now  passes  control  to  the  SPFA  Machine 
(7).  The  SPFA  machine  begins  execution  using  the  input  from  the  machine 
driver.  This  machine  continues  execution  until  it  completes  its  DBMS 
function.  When  complete,  control  returns  to  the  EC2/VDMMP1  (8).  The 
EC2/VDMMP1  returns  control  to  the  instruction  in  the  software  applica¬ 
tion  program  following  the  referenced  function  call  (9,10).  The  software 
application  program  continues  execution. 

5.11  SUMMARY 

This  chapter  establishes  a  set  of  procedures  to  illustrate  how  a 
DBMS  function  is  chosen  and  how  a  SPFA  is  developed  using  the  DMAD 
Facility.  Various  types  of  procedures  can  be  utilized  during  this 
development.  The  types  of  tools  and  components  available  in  the  DMAD 
Facility  permit  a  data  base  machine  architect  to  tailor  the  development 
of  one  or  more  SPFA's  to  meet  specific  application  requirements.  During 
this  development,  data  is  accumulated  to  help  decide  which  SPFA  is  a 
candidate  to  be  a  hardware  prototype.  The  total  utilization  of  the 
facility  in  this  manner  provides  a  localized  environment  where  candidate 
DBMS  functions  are  chosen  and  SPFA's  can  be  developed,  executed  and 
evaluated. 
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CHAPTER  VI 


TOOLS/COMPONENTS  USED  TO  DEMONSTRATE  A 
SPECIFIC  IMPLEMENTATION  OF  DMAD  FACILITY 

6.1  INTRODUCTION 

Described  in  this  chapter  is  a  set  of  tools/components  used  to 
demonstrate  a  specific  implementation  of  the  DMAD  Facility.  These 
tools/components  consist  of: 

(1)  Nanodata  QM-1  Microprogrammable  Computer, 

(2)  SMITE  hardware  description  langugage,  and 

(3)  the  MULTICS/H6180  Programming  Environment. 

6.2  ORGANIZATION  OF  THE  SPECIFIC  DMAD  FACILITY 

The  organization  of  the  specific  DMAD  Facility  is  illustrated  in 
Figure  6-1.  This  facility  will  be  used  to  actually  demonstrate  SPFA 
development.  The  H6180  MULTICS  Programming  Environment  maintains  the 
SMITE  hardware  description  language  compilier  along  with  a  list  of 
available  SPFA  machines.  The  SMITE  hardware  description  language  is 
used  to  create  and/or  modify  descriptions  of  these  SPFA  machines. 

Once  a  machine  is  created  it  is  down-loaded  from  the  MULTICS  environ¬ 
ment  directly  to  the  Nanodata  QM-1.  The  EASY  execution  control  module 
is  used  to  configure  each  SPFA  machine  using  the  QM-1.  A  set  of  con¬ 
figuration  files  are  established  that  provide  the  components  necessary 
for  configuration.  Once  configured  the  SPFA  machine  is  available  for 
testing  and  evaluation. 

The  EASY  Execution  Control,  on  the  QM-1,  provides  an  extensive 
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LIST  OF  SPFA  MACHINES 


FIGURE  6-1 


set  of  interactive  dynamic  testing  and  debugging  commands  (EASY76)  to 
control  the  execution  of  each  SPFA  machine.  Once  a  SPFA  machine  has 
been  fully  tested  several  performance  evaluation  options  are  available. 

A  realization  timing  control  array  (RTCA)  is  prepared  for  each  SPFA 
machine.  Timing  values  assigned  from  the  RTCA  are  configured  as  part 
of  each  SPFA  machine  and  are  used  to  generate  performance  evaluations 
for  each  machine.  The  selection  of  each  of  these  tools/components 
and  their  specific  utilization  in  this  facility  is  now  described. 

6.3  QM-1  MICROPROGRAMMABLE  COMPUTER  AS  EXECUTION  MACHINE 

In  the  past,  the  QM-1  microprogrammable  computer  has  been  used, 
primarily,  as  a  tool  to  develop  emulations  of  various  computer  systems. 
However,  in  this  implementation  it  is  shown  that  it  can  be  utilized  as 
a  tool  for  the  development  of  new  data  base  management  hardware  archi¬ 
tectures.  In  this  role,  the  QM-1  is  used  to  execute  the  DBMS  SPFA 
machines.  The  QM-1  is  particularly  attractive  for  this  development 
because  of  the  following  capabilities: 

(1)  the  actual  architecture  of  the  QM-1  permits  it  to 
emulate  a  variety  of  types  of  special  purpose  function 
architectures, 

(2)  the  QM-1  can  execute  descriptions  of  special  purpose  func 
tion  architectures  described  in  the  SMITE  hardware  des¬ 
cription  language,  and 

(3)  the  QM-1  provides  a  set  of  highly  specialized  testing  and 
debugging  tools  for  the  data  base  machine  architect  using 
the  EASY  execution  control  module. 
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The  actual  architecture/interfaces  of  the  QM-1  are  illustrated  in 
Figure  6-2  and  are  described  below. 

6.3.1  Use  of  QM-1  Main  and  Control  Stores  to  Execute  SPFA  Machines 

The  QM-1  possesses  two  levels  of  microprogrammed  control  using 
three  memories: 

(1)  Main  Store, 

(2)  Control  Store,  and 

(3)  Nano  Store. 

Instructions  are  entered  and  executed  at  each  level  of  store. 

Main  store  contains  instructions  of  the  target  machine  (i.e.  the  machine 
being  emulated).  These  instructions  are  interpreted  and  executed  by 
micro-program  in  control  store  under  vertical  control.  Finally,  MULTI 
micro-instructions  in  control  store  are, in  turn,  executed  by  (and  defined 
by)  nanoprograms  in  nanostore  under  horizontal  control. 

Illustrated  in  Figure  6-3  is  how  the  two  level  control  store  is 
used  to  execute  a  SPFA  machine.  Each  compiliation  of  a  SPFA  description 
produces  a  set  of  MULTI  micro-instructions.  These  instructions  are 
used  to  configure  each  SPFA  machine  and  are  loaded  in  the  first  level 
control  store  of  the  QM-1.  The  set  of  registers  described  for  each 
SPFA  machine  are  also  included  in  control  store.  Next,  a  driver  for 
each  SPFA  is  established  by  the  data  base  machine  architect.  This 
driver  identifies  to  the  SPFA  machine  a  set  of  input  and  output 
interfaces  which  it  needs  to  perform  its  DBMS  function. 

The  second  level  control  store,  called  nano  store,  uses  nano  code 
to  interpret  the  set  of  MULTI  instructions  in  the  first  level  control 
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store.  The  nano  store  can  be  used  to  provide  additional  flexibility 
in  the  description  of  a  SPFA  if  unique  features  cannot  be  described 
in  SMITE.  For  instance,  at  this  level  a  new  MULTI  instruction  can  be 
created  by  the  data  base  machine  architect  to  perform  a  unique  archi¬ 
tectural  construct  of  a  SPFA.  This  instruction  is  then  interpreted  by 
a  set  of  nano  code  to  perform  its  intended  function.  This  flexibility 
is  extremely  important  to  the  DBMA  to  insure  that  a  SPFA  machine  is 
being  correctly  emulated  and  provides  the  capability  to  take  advantage 
of  both  vertical  and  horizontal  micro-code  features  on  the  QM-1 . 

The  other  features  of  the  QM-1  used  to  control  the  execution  of 
SPFA  machines,  illustrated  in  Figure  6-2,  are: 

(1)  Local  Store, 

(2)  Arithmetic-Logic  Unit,  and 

(3)  the  Shifter. 

Local  store  is  a  bank  of  32  18  bit  registers.  Some  of  these 
registers  have  special  uses;  for  instance,  the  microprogram  counter 
and  the  micro-instruction  register  are  kept  in  local  store. 

The  Arithmetic-logic  Unit  can  be  controlled  to  perform  all  of  the 
16  logical  (Boolean)  operations,  as  well  as  common  arithmetic  operations, 
upon  two  18  bit  operands.  A  16  bit  mode  permits  the  two  input  operands 
to  be  sign-extended  from  16  to  18  bits  so  that  the  operation  of  the  ALU 
need  not  be  changed  when  dealing  with  16  bit  data  values.  Also,  a  deci¬ 
mal  control  facilities  decimal  arithmetic. 

The  18  bit  combination  logic  shifter  is  capable  of  performing 
both  left  and  right  logical  and  circular  shifts,  as  well  as  right 


arithmetic  shifts.  Also,  double  precision  (36  bit)  left  and  right 
logical,  arithmetic  and  circular  shifts  can  be  specified. 

6,4  SMITE  HARDWARE  DESCRIPTION  LANGUAGE  TO  DESCRIBE  SPFA 1 S 

The  actual  description  of  a  SPFA  is  developed  using  the  SMITE 
hardware  description  language.  This  is  a  high  level  language  that 
is  intended  to  describe  computer  architectures  using  a  well  disciplined, 
top-down  structured  approach.  A  procedure  to  describe  a  SPFA  in  SMITE 
within  the  H6180  MULT  ICS  Programming  environment  is  illustrated  in 
Appendix  A.  SMITE  is  utilized  in  this  facility  because  specific  features 
make  it  particularly  attractive  for  describing  SPFA's. 

6.4.1  SMITE  Features  for  SPFA  Descriptions 
These  features  include: 

(1)  ability  to  specify  parallel  architecture  constructs, 

(2)  ability  to  control  execution  paths  of  the  SPFA,  and 

(3)  ability  for  timing  specification. 

A  parallel  architecture  construct  for  a  SPFA  is  specified,  in 
SMITE,  using  a  parallel  context  block.  This  block  permits  a  data  base 
machine  architect  to  define  a  series  of  operations  that  execute  simul¬ 
taneously  and  asynchronously  with  all  other  statements  in  the  parallel 
context.  These  processes  start  execution  at  the  same  emulation  time 
and  the  parallel  context  completes  execution  when  the  last  operation 
finishes.  The  actual  implementation  of  parallelism  is  executed  using 
the  EASY  emulator  control  module.  Operations  within  a  parallel  context 
block  are  executed  as  concurrent  subtasks.  The  timing  clock  for  a 
parallel  context  block  is  updated  when  the  last  operation  completes 
to  the  maximum  value  of  the  sub-operations. 
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The  ability  to  control  execution  paths  for  a  SPFA  is  provided,  in 
SMITE,  by  several  types  of  statements; 

(1)  the  IF  Statement, 

(2)  the  Case  Statement,  and 

(3)  the  DO  While  Statement. 

These  statements  identify  control  for  the  SPFA  machine  and  enable 
selection  of  appropriate  execution  paths  during  its  execution.  These 
statements  also  provide  the  capability  to  implement  a  top-down  structured 
approach  for  each  SPFA  machine  description.  With  this  approach,  each 
description  also  serves  as  a  document  of  the  architecture  for  each  ma¬ 
chine. 

The  timing  specification  is  important  because  it  allows  the  per¬ 
formance  of  each  SPFA  to  be  obtained.  This  performance  can  be  used  as 
a  basis  of  comparing  two  or  more  SPFA's  with  different  architectural 
constructs  that  perform  the  same  DBMS  function. 

6,4.2  Timing  Procedure  for  SPFA  Machines 

The  following  procedure  has  been  developed  to  conduct  performance 
timings  for  each  SPFA  machine.  This  procedure  uses  a  realization  timing 
control  array  (RTCA)  to  define  a  set  of  operations  from  each  SPFA  des¬ 
cription.  These  operations  consist  of  one  or  more  SMITE  statements  that 
describe  an  operation  group  performed  by  the  SPFA  machine.  Once  these 
operations  groups  are  defined,  one  or  more  realization  assumptions  are 
selected.  Each  realization  assumption  is  used  to  assign  a  time  assigned 
to  a  specific  operation.  A  set  of  various  assignments  of  times  for 
1  through  n  operation  groups  is  illustrated  for  a  RTCA  in  Figure  6-4. 
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These  times  are  designated  as  t(n,m)  where  n  is  the  operation  group 
number  and  m  is  the  realization  assumption.  The  times  for  an  operation 
group  may  vary  according  to  the  realization  assumption. 

Once  an  RTCA  is  formed  it  is  used  to  assign  times  to  each  operation 
group  that  is  described  as  part  of  a  SPFA  machine.  These  timings  are 
incorporated  using  the  SMITE  IN  statement. 

An  example  of  how  this  statement  is  utilized  is  shown  below: 


OPERATION  TYPE 

Statement  # 

Non-executabl  e 

1 

DEFINE  XX 

15:0 

REGISTER, 

Non-executabl e 

2 

DEFINE  YY 

15:0 

REGISTER, 

Information  Transfer 

n 

IN  "expression" 

XX  —  YY; 

In  the  above  description  two  registers  are  specified,  XX  and  YY.  Each 
register  is  16  bits.  The  basic  operation,  identified  at  statement  n, 
is  to  transfer  the  contents  of  YY  to  XX.  The  IN  "expression"  statement 
designates  in  "expression"  the  time  necessary  to  perform  the  operation 
designated  by  statement  n.  This  time  is  assigned  to  the  transfer  opera¬ 
tion  in  the  RTCA. 

6. 4. 2.1  RTCA  Assignment 

The  time  assigned  to  complete  the  operation  is  based  on  its  imple¬ 
mentation  in  hardware.  For  instance,  assume  a  realization  assumption 
identifies  transfer  circuit  type  and  hardware  technology  type.  The 
time  assigned  to  an  information  transfer  operation  can  then  be  based 
on  one  of  the  technologies  and  transfer  circuitry  shown  in  the  follow¬ 
ing  table: 
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Jam  Circuit 

Clear  and  Copy  Circuit 

Technology  A 

Jl 

J2 

Technology  B 

J3 

J4  . 

For  instance,  if  a  realization  assumption  consists  of  technology  A 
and  the  choice  of  a  jam  circuit  for  an  information  transfer  operation, 
then  the  time  J1  is  entered  in  the  Realization  Timing  Control  Array 
for  this  operation.  The  same  operation  may  be  assigned  different  times 
depending  on  changes  to  the  realization  assumption.  These  changes  can 
be  made  to  analyze  a  SPFA's  overall  sensitivity  to  a  hardware  charac¬ 
teristic  change.  Thus,  for  the  same  operation,  times  Jl,  or  J2,  or  J3, 
etc.  may  be  assigned. 

This  procedure  provides  the  capability  of  assigning  variations  in 
times  for  each  operation  in  the  SPFA.  These  variations  can  be  made  to 
assess  relationship  between  performance  and  unique  application  criteria. 
For  instance,  the  performance  of  an  operation  may  be  sacrificed  for 
higher  reliability  factors  of  the  hardware  characteristics  included  in 
the  realization  assumption.  Thus,  performance  verses  reliability  trade¬ 
offs  can  be  studied.  In  the  same  manner,  other  types  of  tradeoffs  can 
be  studied. 

An  example  of  how  this  procedure  can  be  used  for  a  SPFA  machine 
is  now  described.  A  set  of  SMITE  statements  that  identify  a  processor 
for  the  COMPARISON  operation  is  illustrated  in  Figure  6-5.  The  operation 
f,  based  on  a  comparison  element  needed  as  part  of  Batcher's  odd-even 
,*>  network  (BATC68).  This  processor  is  needed  during  execution  of  a 
«  ■  that  uses  the  odd-even  merge  network.  The  processor 
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receives  two  inputs  and  provides,  as  output,  the  minimum  on  one  line 
and  the  maximum  on  another  line.  The  time  assigned  to  the  operation 
group  is  defined  as  IN  TIMER-VALUE  (4).  TIMER-VALUE  is  an  array  that 
has  been  declared  as  part  of  the  SPFA  machine  description.  This  array 
is  identified  by  declaring  the  following  type  of  statement  in  the  SPFA 
descri ption . 

TIMER-VALUES  (subscrip  1  :  j)  bit  size  REGISTER  ; 

This  statement  provides  space  to  enter  a  times  from  the  RTCA  during 
configuration  of  the  SPFA  machine.  A  set  of  registers  are  declared  in 
the  SPFA  description,  from  1  to  J,  that  correspond  to  each  of  the  opera¬ 
tion  groups  to  be  timed.  An  example  of  this  declaration  is: 

TIMER-VALUES  (1:10)  <^5^>  REGISTER  ; 

This  declaration  identifies  an  array  of  10  registers,  each  16  bits  in 
length.  In  order  to  assign  the  time  for  the  COMPARE  operation,  a 
realization  assumption  is  chosen  prior  to  execution  of  the  SPFA  machine. 
The  set  of  characteristics  in  the  realization  assumption  are  used  to  com¬ 
pute  the  timings  for  this  operation.  The  time  assigned  to  the  COMPARE 
operation,  at  TIMER-VALUE  (4)  is  based  either  on  a  specialized  hardware 
component  that  performs  this  operation  or  is  assigned  the  time  computed 
for  a  logic  circuit  to  complete  the  operation. 

The  timing  for  each  SPFA  machine  is  determined  by  accumulating  the 
time  whenever  each  of  the  designated  operation  groups  are  executed.  This 
time  accumulated  directly  on  the  QM-1  in  a  timing  control  clock  designated 
as  a  local  storage  register. 

During  the  execution  of  a  machine  the  timing  for  any  operation  can 
be  varied.  These  changes  are  made  to  use  the  facility  to  illustrate  the 
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sensitivity  of  a  specific  operation  or  operation  group  of  the  machine. 

If  this  machine  should  be  chosen  for  implementation  then  the  facility 
can  be  used  to  designate  highly  sensitive  operations  which  may  need 
unique  implementation  consideration. 

6. 4. 2. 2  RTCA  Calculations 

This  timing  analysis  provides  a  flexible  approach  to  help  determine 

the  performance  of  a  SPFA.  The  calculations  used  to  assign  timings  to 

each  operation  group  identified  are  represented  as: 

Let  OGn  (s:s+r)  =  operation  group  consisting  of  statements 

s  to  s  +  r, 

and  t  =  time  for  operation  o,  at  statement  s,  using 

(o,s,m)  realization  assumption  m. 

Then  the  time  for  an  operation  group  (OGn)  is: 

t  =  t  t 

(OGn,  s:s+r,m)  (o,s,m)  +  (o,s+l,m)  +  .. 

t 

(o,s+r,m)  (6.1) 

If  the  time  for  this  operation  group  is  computed  using  the  time 
from  an  integrated  circuit  to  perform  the  operation,  this  time  can  be 
represented  as: 

Let  OG  (s:s+r)  =  operation  group  consisting  of  statements 

s  to  s+r 

m  =  realization  assumption  m,  consists  of  integrated 

circuit  (IC)  that  can  perform  operation  group  (OG) 

and  t  =  time  for  integrated  circuit  to  perform  operation 

IC  operation  group  (OG) 

then  the  time  assigned  to  operation  (OG)  is: 

t  =  t 

(0G,s:  s+r,m)  IC  (6.2) 
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6.4.3  Identification  of  Operations  Used  for  SPFA  Machines 


The  following  types  of  operations  have  been  selected  as  the  types 
of  operations  needed  by  SPFA  machines.  These  operations  are  described 
in  SMITE  using  one  or  more  statements.  These  operations  consist  of: 

(a)  transfer  of  information, 

(b)  indicator  set, 

(c)  control  of  flow  (selection),  and 

(d)  compare. 

The  transfer  of  information  operation  is  used  to  transfer  informa¬ 
tion  within  a  SPFA  machine.  This  information  is  transferred  among  regis¬ 
ters  that  are  declared  as  part  of  each  machine.  For  instance,  the  follow 
ing  declaration: 


DECLARE  X-INPUT-REG  <T0T>  REGISTER; 

Y-INPUT-REG  <£6j5>  REGISTER; 

defines  two  16  bit  registers  called  X-INPUT-REG.  and  Y-INPUT-REG. 

Illustrated  in  Figure  6-6  is  the  transfer  of  information  from  the 
i  th  bit  of  X-INPUT-REG  to  the  i  th  bit  of  Y-INPUT-REG.  This  transfer 


in  SMITE  is  described  as  follows: 

Y-INPUT-REG  <£j>  X-INPUT-REG  <£)>  ; 

For  a  transfer  of  all  bits  from  X-INPUT-REG  to  Y-INPUT-REG,  the  follow¬ 
ing  notation  is  used: 

X-INPUT-REG  Y-INPUT-REG  ; 

Several  factors  are  examined  to  help  determine  a  timing  for  this  opera¬ 
tion; 

(a)  hardware  technology  used  in  the  transfer,  and 

(b)  type  of  operation. 
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EXAMPLE  OF  AN  INFORMATION  TRANSFER  OPERATION 

FIGURE  6-6 


The  type  of  information  transfer  operation  is  based  on  the  SMITE 
description.  Two  types  of  information  transfers  that  can  be  specified 
in  SMITE  and  included  in  a  SPFA  machine  description  are: 

(1)  a  simple  transfer,  or 

(2)  a  compound  transfer. 

A  simple  transfer,  in  SMITE,  is  of  the  form: 

A  -  B  ; 

This  statement  implies  the  contents  of  B  is  transferred  to  A.  In  actual 
hardware  this  implies  the  SPFA  has  available  two  registers  and  a  path 
for  transferring  information  from  one  register  to  another. 

A  compound  transfer  is  of  the  form: 

A  -e —  A  +  B  ; 

This  type  of  transfer  performs  one  or  more  arithmetic  or  logic  operations 
followed  by  an  information  transfer  operation. 

The  indicator  set  operation  is  used  to  set  or  reset  a  condition 
in  a  SPFA  machine.  Each  machine  is  described  with  a  set  of  these  indi¬ 
cators.  This  condition  is  set  by  transferring  a  zero  or  one  into  the 
indicator.  These  conditions  represent  a  TRUE  or  FALSE  state  in  the 
machine.  An  example  of  this  operation  is: 

X-INPUT-REG  1  ; 

The  control  of  flow  operations  are  used  to  determine  the  execution 
path  of  the  machine.  This  operation  evaluates  a  logical  expression  to 
a  condition  that  either  sets  or  resets  an  indicator.  This  indicator  is 
tested  and  one  or  more  operation  groups  are  selected  to  execute. 


There  are  several  types  of  statements  used  to  control  flow  within 


SPFA  machines: 

Example  One:  "DO  WHILE"  expression 
OPERATION  GROUP  1 

The  DO  WHILE  statement  permits  the  operation  group  following  the 
DO  WHILE  declaration  to  continue  execution  as  long  as  the  expression 
evaluates  to  a  TRUE  condition. 

Example  Two:  IF  expression 
THEN 

OPERATION  GROUP  1 

ELSE 

OPERATION  GROUP  2 

The  IF  statement  determines  which  operation  group  is  executed 
following  the  IF  declaration  by  evaluating  the  expression  to  a  TRUE 
or  FALSE  condition.  If  the  expression  evaluates  to  a  TRUE  condition, 
then  operation  group  1  is  executed.  If  it  evaluates  to  a  FALSE  con¬ 
dition,  then  operation  group  2  is  executed. 

The  compare  operation  is  used  to  determine  if  two  inputs  are 
equal,  greater  than  or  less  than.  The  operation  then  sets  or  resets 
an  indicator  based  on  the  compare  condition.  The  setting  and  testing 
of  this  condition  determines  the  execution  path  of  the  machine. 

Several  other  operations  may  be  described  as  part  of  a  SPFA  machine. 
These  operations  are  based  on  the  specific  DBMS  function  the  machine  per¬ 
forms.  For  instance,  the  shift  operation  may  be  needed  by  a  SPFA  machine. 
The  assignment  of  time  to  these  operations  permits  an  overall  assessment 
of  performance  of  the  SPFA  machine.  The  performance  of  two  or  ,.iore  SPFA 


171 


t.  1  iLiaaiBiaisji 


machines  with  different  architectures  can  be  compared  using  this  pro¬ 
cedure.  Tradeoffs  between  these  machines,  when  each  performs  the  same 
DBMS  function,  may  be  examined.  Sensitivity  to  changes  in  their  archi¬ 
tectural  features  can  be  examined  using  this  procedure.  Also,  projected 
performance  improvements  for  SPFA  machines  due  to  new  technology  ad¬ 
vances  can  be  measured. 

6,5  SUMMARY 

This  chapter  has  outlined  a  series  of  components  used  to  demon¬ 
strate  a  specific  implementation  of  the  Data  Base  Machine  Architecture 
Development  Facility.  These  components  were  chosen  because  they  repre¬ 
sent  the  type  of  capability  needed  in  a  DMAD  Facility.  The  QM-1  micro- 
programmable  computer  is  chosen  because  its  specialized  capabilities 
enable  it  to  execute  as  a  SPFA  machine's.  SMITE  is  chosen  because  it  is 
a  highly  specialized  hardware  description  language.  It  is  shown  how 
SMITE  capabilities  can  be  used  to  describe  unique  SPFA's.  The  H6180 
MULTICS  programming  environment  provides  specialized  capabilities  to 
describe  SPFA's.  A  procedure  is  described  to  develop  and  evaluate  SPFA 
machines  using  this  specific  facility.  The  next  chapter  describes  a 
procedure  to  illustrate  the  feasibility  of  using  the  tools/components 
of  the  specific  facility  to  develop  SPFA's. 
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CHAPTER  VII 


DEMONSTRATION  OF  FEASIBILITY  OF  UTILIZING  A  SPECIFIC 
DMAD  FACILITY  TO  DEVELOP  SPECIAL  PURPOSE  FUNCTION  ARCHITECTURES 

7.1  INTRODUCTION 

Described  in  this  chapter  is  an  illustration  of  how  the  specific 
facility  described  in  CHAPTER  VI  can  be  used  to  develop  special  purpose 
function  architectures.  An  illustration  of  this  demonstration  is  shown 
in  Figure  7-1.  First,  a  merge  DBMS  software  routine  is  assumed  to  be 
selected  as  a  candidate  DBMS  function  to  be  moved  into  hardware.  Next, 
several  SPFA's  were  selected  to  perform  this  function  and  were  described 
using  the  SMITE  hardware  description  language.  These  descriptions  were 
compiled  in  the  H6180/MULTICS  programming  environment  to  produce  QM-1 
Multi  machine  loadable  code.  This  code  was  transferred  from  the  H6180/ 
MULTICS  programming  environment  to  the  QM-1.  These  SPFA's  were  con¬ 
figured  on  the  QM-1  as  merge  SPFA  machines.  The  SPFA  machines  were 
then  tested  and  evaluated  on  the  QM-1  using  the  facility  to  generate 
various  types  of  timing  data.  Next,  it  is  shown  how  the  facility  is 
used  to  study  the  machines,  modify  the  machines  and  tailor  their  develop¬ 
ment  to  specific  applications.  Discussed  in  the  remainder  of  this  chap¬ 
ter  are  specific  details  of  this  demonstration, 

7.2  USE  OF  FACILITY  TO  ESTABLISH  MERGE  AS  CANDIDATE  DBMS  FUNCTION 

In  order  to  demonstrate  SPFA  development  it  is  necessary  to  illus¬ 
trate  how  the  facility  can  be  used  to  help  choose  the  merge  function  as 
a  candidate  DBMS  function  to  be  moved  from  software  to  hardware.  This 
process  is  illustrated  by  the  following  example.  First,  assume  that  a 
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DBMS  machine  is  emulated  to  execute  on  the  OM-1  microprogrammablf  com¬ 
puter.  Several  emulations  of  DBMS  machines  have  been  developed  and 
executed  on  the  QM-1  microprogrammabl e  computer  (AGRA76).  For  instance, 
the  N0VA_,  IBM  360,  and  PDP  11/45  have  been  emulated.  Each  of  these 
machines  can  support  a  data  base  management  capability.  Some  examples 
are  IMS,  TOTAL,  SYSTEM  2000  and  others. 

Next,  assume  the  DBMS  machine  executes  in  the  facility  as  illus¬ 
trated  in  Figure  7-2  and,  for  this  discussion,  the  data  base  manage¬ 
ment  system  it  supports  is  called  Di .  Configuration  files  in  the 
facility  are  used  to  configure  the  DBMS  machine  with  a  set  of  system 
support  software,  the  Dl  data  base  management  system  and  application 
programs.  The  application  programs  utilize  the  Dl  DBMS  and  its  DBMS 
functions.  In  order  to  help  choose  which  DBMS  functions  are  candi¬ 
dates  to  be  moved  into  hardware,  the  facility  is  utilized  to  examine 
the  type  of  DBMS  functions  required,  frequency 'of  being  called  and  their 
complexity  within  the  data  base  management  system.  This  examination 
is  conducted  by  gathering  data  for  the  following; 

(1)  statistics  on  utilization  of  a  specific  DBMS  function  for 
an  application, 

(2)  identification  of  interfaces  to  a  DBMS  software  function, 

(3)  dynamic  software  testing  of  a  specific  DBMS  software 
module,  and 

(4)  quality  of  the  DBMS  functions. 

A  procedure  to  use  the  facility  to  collect  this  type  of  data  is 
illustrated  in  Figure  7-3.  First,  a  set  of  DBMS  function  modules  are 
identified.  Next,  all  entrances  to  each  DBMS  software  function  module 
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ILLUSTRATION  OF  PROCEDURES  TO  COLLECT  DBMS  UTILIZATION  DATA 

USING  FACILITY 

FIGURE  7-3 
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are  identified.  The  facility  is  then  used  to  establish  breakpoints 
at  some  or  all  of  these  locations.  A  set  of  applications  pro¬ 
grams  are  selected  and  the  D8MS  machine  is  allowed  to  begin  execution. 
Whenever  the  breakpoints  are  encountered  the  DBMS  machine  interrupts 
execution  to  permit  a  user  to  examine  both  the  state  of  the  function  and 
machine.  During  this  examination  utilization  counts,  function  type 
and  other  pertinent  data  are  established.  This  process  is  repeated  for 
one  or  more  sets  of  application  programs. 

Assume,  for  this  example,  a  high  frequency  of  calls  are  made  from 
the  application  programs  for  the  merge  DBMS  function.  This  software 
module  selectively  merges  input  data  lists  into  a  single  output  list. 
Once  the  function  is  identified  the  facility  can  be  used  to  isolate 
the  actual  merge  software  module  from  the  remaining  parts  of  the  D1 
DBMS.  This  isolation  permits  using  the  facility  to  establish  the  com¬ 
plexity  of  the  module  within  the  D1  DBMS  and  its  interface  boundaries 
to  the  system.  This  can  be  done  by  stepping  both  calls  to  the  function 
and  its  execution  sequence,  instruction  by  instruction.  Assume,  for 
this  example,  this  procedure  is  used  to  identify  the  set  of  interfaces 
for  the  merge  software  module  that  are  illustrated  in  Figure  7-4. 

The  merge  software  module  requires  two  ordered  ascending  input 
lists.  The  location  of  each  of  these  lists  is  identified  as  input  to 
the  merge  function.  In  addition,  the  merge  function  requires  the  size 
of  each  input  list  and  the  location  of  the  merged  output  list.  Finally, 
a  merge  operation  type  is  required  along  with  a  context  specification.- 
This  context  specification  is  used  to  identify  if  an  input  list  entry 
is  in  correct  context.  If  an  entry  is  not  in  the  required  context  it 
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MERGE  SOFTWARE  MODULE  INTERFACES 
FIGURE  7-A 


is  rejected  and  the  next  entry  is  selected.  The  merge  software  pro¬ 
duces  an  output  list  that  represents  the  merge  of  the  two  input  lists 
for  either  an  AND  or  OR  merge  operation  type. 

Also,  once  called,  the  merge  software  routine  does  not  make  external 
calls  to  other  DBMS  functions.  Both  input  lists  to  be  merged  are 
brought  into  a  local  fast  access  memory  where  they  are  identified  to 
the  merge  software  routine.  This  assumption  is  made  so  the  speed  of 
a  secondary  memory  access  for  retrievals  of  the  input  lists  is  not 
included  in  analyzing  the  performance  improvement  of  the  actual  merg¬ 
ing  operation.  The  primary  objective  of  this  demonstration  is  to 
illustrate  how  the  facility  can  be  used  to  study  details  about  choosing 
DBMS  functions  and  evaluating  SPFA's  which  can  perform  the  func¬ 
tion. 

Once  the  merge  software  module's  interface  boundaries  have  been 
established,  the  facility  provides  the  capability  to  dynamically  test, 
in  detail,  the  actual  execution  path  of  the  merge  module.  This  is 
conducted  by  actually  following  the  execution  path  of  the  module  using 
the  facility.  At  this  level,  the  facility  permits  execution  of  the 
modules  instructions  at  either  the  source  or  machine  level .  Groups  of 
instructions  can  be  executed  to  help  identify  specific  data  depen¬ 
dencies  of  the  merge  routine.  For  instance,  inefficient  loops  and/or 
dominate  execution  paths  may  be  identified.  If  a  dominate  execution 
path  is  found,  one  approach,  at  this  point,  may  be  to  re-write  the 
routine  to  Improve  its  performance  as  a  software  module. 
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Next,  other  types  of  data  can  be  collected  using  the  facility 
to  help  establish  the  impact  on  the  quality  of  the  DBMS  by  moving 
a  software  function  into  hardware.  In  this  case,  the  facility  can 
be  used  to  help  compute  metrics  for  specific  factors  about  individual 
DBMS  software  modules. 

An  example  of  a  metric  for  the  processing  efficiency  of  DBMS 
software  module  can  be  computed  from  the  following  formula: 


M 

PE  =  metric  for  processing  efficiency  of  a  software  module. 
SW 


M 

PE  =9 

SW  2  x  1 

i=l 


Where  X 


1 


1-  #  non  loop  dependent  statements  in  loop 

Total  #  statements 


Optimizing  Compilier  -  1-  Yes;0  -  No 


X  =  1-  #  compound  exp  defined  more  than  once 

3  compound  expressions 

M 


II 

M 


X  =  OS  Linkage  Time 
9  execution  time 


The  complete  computation  of  this  metric  is  part  of  the  technical  report 
(MCCA79). 


The  facility  can  be  helpful  in  computing  this  metric  because 
part  of  the  computation  requires  examination  of  loops  during  execution 
of  the  module.  The  state  of  the  module  can  be  examined  at  specific 
points  to  identify  any  non-loop  dependent  variables.  Once  this  metric 
has  been  determined,  metrics  for  other  factors  as  reliability  or  port¬ 
ability  can  be  computed  using  the  same  procedure. 

Once  a  set  of  metrics  have  been  computed  a  user  has  an  additional 
set  of  data  from  which  to  choose  qualified  candidates  to  be  moved  from 
software  into  hardware.  Thus,  the  utilization  data,  interface  data, 
dynamic  testing  data  and  quality  data  can  then  be  reviewed  to  determine 
if  overall  application  goals  are  enhanced  by  moving  the  DBMS  function 
into  hardware. 

In  this  demonstration  it  is  assumed  that  this  data  is  used  to  choose 
the  merge  function.  The  merge  function  is  a  good  candidate  because 
it  is  a  well  defined  DBMS  function  where  a  set  of  input/output  boundary 
interfaces  can  be  established.  All  Inputs  to  this  function  are  direct 
and  once  it  begins  execution  it  does  not  require  an  interface  to  other 
DBMS  routines.  Also,  since  we  have  already  assumed  the  merge  function 
is  called  excessively  by  the  application  programs  from  our  example  in 
Figure  7-3,  its  movement  into  hardware  as  a  high  performance  SPFA  ma¬ 
chine  may  improve  the  overall  performance  of  this  application.  Thus, 
this  software  module  becomes  a  candidate  to  be  replaced  by  a  merge  SPFA. 

In  summary,  the  facility  can  be  utilized  to  establish  candidate 
DBMS  functions  in  several  ways.  First,  it  can  be  used  to  establish 
statistics  on  utilization  and  usage  of  the  function.  Next, specific 
interfaces  to  the  function  can  be  defined  using  the  facility.  In 
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addition,  the  facility  permits  testing  the  actual  software  function 
to  help  establish  specific  data  dependencies  it  may  have  for  the  appli¬ 
cation  it  is  being  utilized  for.  Finally,  the  facility  can  be  used  to 
evaluate  if  specific  factors  regarding  the  software  function  can  be 
improved  by  moving  the  function  into  hardware.  Once  a  candidate  is 
chosen,  the  next  step  is  to.  develop  SPFA's  for  the  function. 


7.3  INITIATE  DEVELOPMENT  OF  MERGE  SPFA'S  USING  FACILITY 

The  facility  can  be  utilized  to  examine  one  or  more  SPFA's  that 
may  provide  new  architecture  approaches  for  this  function.  Several 
SPFA's  exist  as  alternative  approaches  to  providing  a  merge  capability 
in  hardware.  Some  of  the  candidates  include  Batcher's  odd-even  merge 
network  (BATC68),  Stellhorn's  inverted  file  processor  (STEL77),  which 
utilizes  Batcher's  odd-even  network,  and  Hollaar's  merge  processor 
(H0LL76).  It  has  been  shown  that  from  10  to  100  times  improvement 
may  be  gained  using  these  SPFA's.  These  processors  utilize  different 
algorithms  to  merge  input  lists.  The  facility  can  be  utilized  to  examine 
each  as  merge  SPFA's  and  establish  the  advantages  and  disadvantages  of 
each  for  this  specific  application.  If  neither  can  be  used,  the  facility 
may  also  be  used  to  either  examine  other  SPFA's  or  tailor  a  SPFA  for  an 
application.  This  procedure  requires  use  of  the  facility  to  create, 
test,  and  evaluate  the  alternative  merge  SPFA's.  This  development  is 
now  described  and  demonstrated  for  both  Stellhorn's  and  Hollaar's  merge 
processor. 

7.3.1  Create  Hollaar's  Merge  Processor 

Hollaar's  merge  processor  was  created  as  a  "HERG1"  SPFA.  A  dis¬ 
cussion  of  this  procedure  and  a  description  of  this  SPFA  in  SMITE  is 
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contained  ‘'Appendix  A.  The  "MERG1"  SPFA  is  illustrated  in  Figure  7-5 
and  consists  of  a  fetch,  mask,  compare  and  output  processor.  The  fetch 
processor  fetches  input  entries,  if  needed  in  parallel,  from  list  1  and 
list  2.  These  entries  are  passed  to  the  mask  processor.  The  mask  pro¬ 
cessor  examines  the  entries  from  each  list  and  determines  if  the  entry 
is  in  proper  context.  If  the  entry  is  in  correct  context,  it  is  placed 
in  that  list's  holding  register.  If  an  entry  is  not  in  correct  context, 
control  returns  to  the  fetch  processor  and  the  next  entry  is  retrieved. 
This  process  continues  until  the  holding  register  for  both  lists  is  full. 
When  full,  these  entries  are  used  as  input  to  the  compare  processor.  The 
compare  processor  then  merges  the  entries  for  the  merge  type  requested 
according  to  the  merge  algorithm  in  Figure  7-6. 

This  algorithm  basically  compares  the  two  entries.  If  an  OR 
operation  is  requested,  an  output  is  generated  from  the  lower  entry 
if  the  entries  are  unequal  or  either  entry  is  equal.  If  an  ADD  opera¬ 
tion  is  requested,  an  output  is  generated  only  if  both  entries  are  the 
same.  In  both  cases,  the  list  from  where  the  output  entry  is  taken  is 
then  marked  empty  and  the  fetch  processor  is  begun.  The  processor  con¬ 
tinues  to  process  entries  from  both  lists  until  one  is  exhausted.  When 
one  of  the  lists  completes  the  "MERG1"  SPFA  terminates. 

7.3.2  Create  Stellhorn's  Inverted  File  Processor 

Stellhorn's  inverted  file  processor  was  used  as  the  basis  for 
creating  a  "MERG2"  SPFA.  The  "MERG2"  SPFA  is  illustrated  in  Figure  7-7 
and  a  description  of  the  SPFA,  In  SMITE,  is  contained  in  Appendix  S. 

This  SPFA  consists  of  a  fetch,  mask,  compare,  coordination  and  output 
processors.  The  fetch  processor  fetches  input  from  list  1  and  list  2. 
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HOLLAAR'S  MERGE  PROCESSOR  AS  “MERGI”  SPFA 

FIGURE  7-5 


OPERATION  ACTION 


FIGURE  7-6 


These  entries  are  passed  to  the  mask  processor,  The  mask  processor 
examines  the  entries  from  each  list  to  determine  if  in  proper  context. 
This  processor  then  presents  the  input  entries  in  a  parallel  format  to 
the  compare  processor.  The  compare  processor  merges  the  entries  using 
an  algorithm  developed  by  Batcher.  This  algorithm  is  illustrated 
by  the  odd-even  merge  network  illustrated  in  Figure  7-8.  The  basic 
element  of  the  network  is  the  comparison  element.  This  element  re¬ 
ceives  two  inputs,  performs  an  operation  and  presents  their  minimum 
on  its  L  output  and  their  maximum  on  its  H  output.  A  merge  output 
consists  of  formulating  these  comparison  elements  into  an  odd  merge 
network  and  an  even  merge  network.  In  this  manner,  the  coordination 
between  the  two  arranges  two  ascendingly-ordered  list  of  numbers  into 
one  ascendingly-ordered  output  list.  The  algorithm  presents  the  odd 
indexed  numbers  of  the  two  input  lists  to  odd  merge  network  while  the 
even  indexed  numbers  are  presented  to  the  even  merge  network.  The  lowest 
output  of  the  odd  network  becomes  the  lowest  number  in  the  output  list. 
The  ith  output  of  the  even  merge  is  compared  with  the  i  +  1  th  output 
of  the  odd  merge  to  form  the  2  ith  +  1  th  numbers  of  the  final  list. 

If  an  output  remains  it  becomes  the  highest  number  of  the  final  list. 

A  complete  proof  of  this  algorithm  is  given  by  Batcher  (BATC68). 

In  order  to  illustrate  development  of  this  merge  machine,  a  2  X  2 
merge  network  has  been  described  for  the  "MERG2"  SPFA  compare  processor 
using  SMITE.  The  entries  to  the  "MERG2"  compare  processor,  illustrated 
in  Figure  7-7,  must  be  blocked  into  pairs  and  supplied  as  parallel  sets 
of  input.  These  entries,  labeled  Lll  and  L21  for  list  1  entries  and 
L21  and  L22  for  list  2  entries,  are  then  merged  as  shown  in  Figure  7-8. 
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NETWORK  USED  FOR  COMPARE  PROCESSOR  FOR  MERGE2  SPFA 

FIGURE  7-8 


Lll  and  L21  are  compared  in  the  odd  network  while  L21  and  L22  are  com¬ 
pared  in  the  even  network.  The  compare  processor  produces  an  ascendingly 
ordered  list  from  these  sets  of  input. 

The  parallelism  of  the  compare  processor  is  illustrated  below  with 
the  description  of  this  processor  in  SMITE  for  the  algorithm  illustrated 
in  Figure  7„8. 

COMPARE:  PROCESSOR; 

PARALLEL-BEGIN; 

COMP  (Lll,  L21 ) ; 

COMP  (L12,  L22); 

PARALLEL-END; 

COMP  (L12,  L21); 

COMPARE:  END; 

The  odd  indexed  entries  of  the  merge  network  are  compared  as  Lll  and 
L21  and  even  indexed  entries  are  compared  as  L12  and  L22 .  COMP  is  the 
comparison  element  called  that  identifies  the  lower  input  entry  and  the 
higher  input  entry.  When  the  parallel  compare  is  completed,  the  highest 
output  from  the  odd  indexed  network  (L12)  is  compared  to  the  lowest 
output  of  the  even  indexed  network  (L21).  The  lower  pair  is  then  pre¬ 
sented  to  the  coordination  processor  and  the  upper  pair  is  recycled  back 
to  the  compare  processor.  New  entries  are  then  fetched  while  the  compare 
and  coordination  processor  execute. 

The  coordination  processor  is  needed  because  the  odd-even  merge  net¬ 
work  algorithm  used  by  the  compare  processor  does  not  remove  duplicate 
output  entries.  The  coordination  processor  is  used  to  form  the  OR  and 
AND  of  the  two  lists.  Duplicate  entries  are  removed  for  the  OR  opera¬ 
tion  and  single  entries  are  removed  for  the  AND  operation.  When  complete, 
the  coordination  processors  transfers  entries  to  the  output  list.  When 
an  input  list  finishes  the  "MERG2"  SPFA  terminates  if  the  request  is 
for  an  AND  operation.  If  the  request  is  for  an  OR  operation  the  remain¬ 
ing  entries  in  the  unfinished  list  are  processed  as  outputs. 
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7.4  EXECUTION  OF  THE  MERGE  MACHINES  IN  THE  FACILITY 

Each  merge  machine  was  configured  •'n  the  facility  on  the  QH-1. 
Illustrated  in  Figure  7-9  is  the  configuration  of  the  "MERG1"  SPFA 
machine.  The  description  of  the  "MERGl"  SPFA  is  transferred  from  a 
local  machine  storage  to  control  store  on  the  QM-1  where  the  actual 
configuration  of  the  "MERGl"  machine  is  performed  by  the  following 
procedure. 

A  set  of  configuration  files  were  established  on  the  QM-1  that 
consist  of  various  drivers,  input  lists  and  timing  assignments.  Exam¬ 
ples  of  these  file  types  are  illustrated  in  Figure  7-10.  These  files 
were  created  using  the  EDIT  and  Execute  commands  available  from  the 
EASY  execution  control  module.  For  each  merge  machine  one  or  more  con¬ 
figuration  files  can  be  selected.  The  selection  of  these  files  estab¬ 
lishes  various  driver,  input  lists  and  timing  assignments  for  each 
machine.  These  files,  when  selected,  help  establish  the  desired  con¬ 
figuration  without  manually  having  to  reproduce  the  configuration  for 
each  machine. 

This  technique  has  been  especially  important  for  evaluating  the 
merge  machines.  It  enables  configurations  to  be  set  up  and  changed 
easily.  It  also  enables  similar  conditions  to  be  established  for 
different  SPFA's  machines.  It  also  enables  many  combinations  of  dri¬ 
vers  and  input  lists  to  be  presented  to  each  machine  without  manually 
inputing  the  items.  Such  a  capability  is  needed  in  a  DMAD  Facility 
and  should  be  provided  as  an  automated  tool. 

Part  of  the  configuration  of  each  machine  requires  a  driver  to 
Instruct  the  execution  of  the  machine.  This  driver  must  identify  the 
same  interfaces  that  were  established  during  the  select  candidate 
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CONFIGURATION  OF  "MERGI'ON  QM-1 

FIGURE  7-8 


USE  OF  CONFIGURATION  FILES  FOR  MERGE  MACHINES 

FIGURE  7-10 


function  process  to  insure  compatibility  between  the  SPFA  and  software 
module  it  is  replacing  on  the  DBMS  machine. 

An  illustration  of  a  driver  for  the  "MERGl "  SPFA  is  given  in 
Figure  7-11.  The  driver  defines  the  merge  operation  type,  input  context, 
list  1  and  list  2  location,  list  1  and  list  2  sizes  and  output  list 
location . 

For  this  demonstration  the  "MERG1"  SPFA  can  perform  two  merge 
operation  types: 

Operation  Type 

0  -  AND  input  lists 

1  -  OR  input  lists 

Other  merge  request  types  are  possible  (H0LL79)  and  can  be  added  to 
both  merge  machines.  The  input  driver  also  identifies  a  context  for 
input  list  entry.  If  an  entry  is  not  in  correct  context,  it  is  re¬ 
jected  by  the  merge  machine  and  the  next  entry  from  the  same  list  is 
retrieved.  The  two  input  lists,  list  1  and  list  2,  are  located  in  a 
configuration  file. 

Once  the  "MERG1"  SPFA  is  fully  configured  on  the  QM-1  it  becomes 
a  "MERG1"  machine.  At  this  point,  execution  can  begin.  Figure  7-12 
illustrates  several  portions  of  the  "MERGl"  machine  on  the  QM-1  that 
can  be  examined  during  execution.  In  this  figure,  portions  of  main 
store  are  illustrated  where  the  input  data  lists  are  contained.  The 
values  in  control  store  are  the  timings  assigned  to  the  "MERGl"  machine 
prior  to  an  execution.  A  timing  control  clock  for  the  merge  machines 
is  provided  as  part  of  the  EASY/SMITE/SASS  support  package  on  the  QM-1 
(TRW79) .  Illustrated  in  Figure  7-12  are  the  local  storage  registers 
(LS24  and  LS25)  that  are  used  as  the  timing  control  clock  and  accumulate 
the  timing  data  for  the  merge  machines. 
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ILLUSTRATION  OF  MERGE  MACHINE 
ON  QM-1  MICROPROGRAMMABLE  COMPUTER 
FIGURE  7-12 


Both  merge  machines  were  tested  on  the  Q*1-l  prior  to  evaluation. 
The  testing  process  utilized  the  Debugging  Model  (FINF79)  to  identify 


description  errors  in  both  machines.  The  facility  was  fully  capable  of 
establishing  and  verifying  errors  utilizing  this  model.  The  debugging 
tools  provided  enabled  the  testing  process  to  be  completed  successfully. 
When  testing  was  complete,  the  evaluation  process  was  conducted. 

In  summary,  the  development  of  both  merge  machines,  to  this  point, 
illustrates  how  a  facility  can  be  used  to  describe  and  configure  several 
SPFA  machines  that  perform  the  same  DBMS  function.  In  this  development 
various  types  of  information  have  already  been  collected.  For  instance, 
each  of  the  merge  machines  considered  utilizes  a  different  algorithm  to 
merge  input  lists. 

In  this  example  the  "MERGl1'  SPFA  compare  processor  merges  the  inputs 
serially  while  the  algorithm  for  the  "MERG2"  SPFA  compare  processor 
merges  the  inputs  in  parallel.  The  facility  can  be  used  to  study  ad¬ 
vantages  and  disadvantages  of  each  approach.  The  documentation  of 
each  machine,  in  SMITE,  including  individual  architectural  constructs, 
serves  as  important  information  source  which  can  be  analyzed  during 
tradeoff  analysis  of  the  various  machines.  Described  in  the  next  sec¬ 
tion  is  a  description  of  the  procedure  used  to  gather  timing  data  during 
execution  of  the  merge  machines. 

7.5  USE  OF  FACILITY  TO  EVALUATE  MERGE  MACHINES  DATA 

Illustrated  in  Figure  7-13  are  the  Individual  processors  that  com¬ 
prise  the  "MERGl"  and  "MERG2"  machines.  For  each  processor  a  sequence  of 
operations  is  listed.  These  are  operations  required  by  each  processor 
to  complete  its  function.  These  operations  are  described  by  a  sequence 
of  one  or  more  SMITE  statements  for  each  machine. 

A  select  and  transfer  operation  are  required  by  the  fetch  processor 
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MERGE  SPFA  MACHINE  OPERATIONS 
FIGURE  7-13 


for  both  the  "MERG1 "  and  "MERG2"  SPFA.  The  mask  processor  for  the 
"MERG1"  machine  examines  the  context  of  each  input  entry  and  then  trans¬ 
fers  acceptable  entries  to  a  holding  register  and  rejects  entries  not 
in  correct  context.  The  mask  processor  for  the  "MERG2"  SPFA  examines 
the  context  of  input  entries  and  then  presents  a  set  of  entries  in 
parallel  to  the  compare  processor.  The  compare  processor  for  the 
"MERG1"  SPFA  performs  a  select,  compare  and  transfer  operation  or  a 
select,  compare  and  indicator  set  operation  depending  on  merge  type. 

The  compare  processor  for  the  "MERG2”  SPFA  is  described  as  a  2  X  2 
merge  network.  For  this  network  three  comparison  elements  are  needed 
with  two  elements  executing  in  parallel.  The  "MERG2 "  coordination 
processor  accepts  two  input  entries  and  removes  duplicates  for  an  OR 
merge  type  or  selects  duplicates  for  an  AND  merge  type.  The  operations 
required  include  transfer  the  input  entries,  select  operation  to  iden¬ 
tify  merge  type,  compare  operation  to  identify  single  or  duplicate 
entries  and  transfer  of  selected  output  entries. 

If  the  SPFA  is  actually  implemented  in  hardware  the  operations  of 
each  processor  can  be  performed  by  selected  hardware  components.  Stand¬ 
ard  hardware  components  can  be  used  for  such  operations  as  a  compare 
or  select.  However,  specialized  logic  circuits  may  be  needed  to  perform 
operations  needed  by  the  comparison  element  for  the  "MERG2"  SPFA.  For 
example,  Batcher  proposes  such  a  circuit  for  this  element  (BATC68). 

Several  strategies  for  implementing  each  machine  in  hardware  can 
be  examined  by  using  the  facility  to  assign  times  to  complete  each  opera¬ 
tion  based  on  the  time  of  a  selected  components  or  computing  time  from 
a  specialized  logic  design.  Both  approaches  were  used  for  the  merge 
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machines  and  timings  were  assigned  to  each  machine's  individual  pro¬ 
cessors  as  follows: 

Let  time  for  fetch  processor  =  t 

(0,m) 

time  for  mask  processor  =  t 

(3,m) 

t  "AND"  merge  type 

(6,m) 

and  time  for  compare  processor  = 

t  "OR"  merge  type 

(10, m) 

The  time  t^  is  the  time  defined  as  TIMER-VALUE  (0)  in  the  "MERG1" 

description  for  the  fetch  processor.  The  time  assigned  to  TIMER-VALUE  (0) 

during  the  execution  of  the  "MERGl"  machine  is  either  t/i  m\  or  t,„ 

v1>m/  (2,m) 

These  times  are  defined  as  TIMER-VALUE  (1)  and  TIMER-VALUE  (2).  If  a 
fetch  is  made  from  list  1  then  TIMER-VALUE  (1)  is  assigned  to  TIMER- 
VALUE  (0).  If  a  fetch  is  made  only  from  list  2  then  TIMER-VALUE  (2) 
is  assigned  to  TIMER-VALUE  (0).  If  a  fetch  is  made  from  both  list  1 
and  list  2  in  parallel  then  the  maximum  time  is  assigned  to  TIMER-VALUE  (0). 
The  time  t^3  for  the  mask  processor  is  assigned  similarly.  Time 
t(3,m)  is  dete™ined  from  t(4,m)  or  t(5i[n). 

The  time  for  the  compare  processor  is  based  on  both  the  merge 
type  requested  and  the  criteria  of  the  actual  merge.  For  instance,  the 
OR  merge  type  always  produces’an  output  entry  while  the  AND  merge  type 
may  not.  The  "MERGl"  compare  processor  requires  the  operations  that 
complete  the  algorithm  in  Figure  7-6.  For  instance,  the  time  for  an 
"AND"  merge  type  t^  Is  based  on  whether  the  list  entries  to  be 
compared  are  either  less  than, equal  or  greater  than.  The  time  is 
assigned  accordingly  as  t^3  OR  *(4^)  or  t(5jm).  Similarly,  the 
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time  for  the  OR  merge  type  is  based  on  the  action  resulting  from  the 
comparison  of  the  inputs.  This  time  is  either  t(7>m)  or  t(8  01* 

t{g>m)  •  The  actual  time  assigned  to  the  machine  for  the  compare 
processor  is  accumulated  during  execution. 

A  set  of  times  were  similarly,  assigned  to  the  "MERG2"  SPFA  pro¬ 
cessor  and  are  divided  into: 

Let  time  for  fetch  processor  =  t 

(0,m) 

time  for  mask  processor  =  t 

(3,m) 

time  for  compare  processor  =  t 

(6,m) 

t  "AND"  merge  type 

(3,m) 

time  for  coordination  processor  = 

t  "OR"  merge  type 

(H»m) 

time  for  output  (li)  processor  =  t 

('17, m) 

and  time  for  output  (Ip)  processor  =  t 

(18, m) 


7.5.1  Sample  Timing  Calculations 

The  actual  times  assigned  to  each  of  the  processors  for  both 
machines  was  based  on  assignment  from  each  machines'  realization  timing 
control  array.  Times  were  computed  for  the  "MERG1"  RTCA  for  two  reali¬ 
zation  assumptions.  Realization  assumption  one  is  based  on  implementing 
operations  using  Shottkey  logic  while  realization  assumption  two  is 
based  on  MECL  logic.  These  technology  types  were  selected  to  illustrate 


a  capability  of  the  facility  to  help  examine  tradeoffs  between  the 
various  types  available.  For  instance,  as  illustrated  in  Table  5-1, 
gate  delay  time  for  Shottkey  logic  is  3  nanoseconds  (ns)  while  the  gate 
delay  time  for  MECL  logic  is  2  ns.  However,  the  Shottkey  logic  costs 
less  with  lower  power/gate. 

The  timings  for  the  operations  illustrated  in  Figure  7-14  are  based 
on  manufacturers'  stated  times  from  references(LANC77,SCHT77  ,MECL74) .  For 
example,  for  a  compare  operation  the  times  are  based  on  selected  compo¬ 
nents  such  as  MC10166  (MECL  comparator)  or  AM25652521  (TTL  comparator). 
The  time  for  the  comparison  operation  is  based  on  Batcher's  special 
design  that  requires  14  gate  delays.  These  times  were  used  to  compute 
entries  in  the  realization  assumption  timing  control  array  for  each 
machine, 

A  set  of  sample  calculations  for  the  "MERG1"  RTCA,  using  realiza¬ 
tion  assumption  one,  are  described  below; 

Fetch  Processor  (TIMER-VALUE  (0)  ) 

t  =  max  (t  or  t  ) 

(0,1)  (l,m)  (2,m) 

=  max  (t  +  )  23.5  ns 

t  (0,1)  select  trans 

Compare  Processor  (TIMER-VALUE  (6)  ) 


t 

=  t 

or  t  or  t 

(6,1) 

(7,1) 

(8,1)  (9,1) 

t 

=  t 

+  t  +  t 

(7,1) 

select 

compare  indicator 

set 

=  35,5  ns 

t 

=  t 

+  t  +  t 

35.5 

ns 

(8,1) 

select 

compare  trans 

t 

*  t 

+  t  +  t 

*  35.5  ns 

(9,1) 

select 

compare  Indicator 

set 

REALIZATION  REALIZATION 
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TIMES  FOR  OPERATIONS  REQUIRED  BY  SPFA  MACHINES 

FIGURE  7-M 


The  completed  realization  timing  control  array  for  the  "MERG1" 

SPFA  is  illustrated  in  Figure  7-15  for  both  realization  assumption  one 
and  two.  Next,  a  similar  set  of  calculations  were  performed  for  the 
"MERG2" .  The  times  entered  in  this  RTCA,  illustrated  in  Figure  7-16 
are  based  on  realization  assumption  two.  Once  the  RTCA's  were  generated, 
several  tests  were  conducted  to  illustrate  how  the  facility  can  be  used 
to  generate  timing  for  the  two  merge  SPFA's. 

In  summary,  a  set  of  timings  are  assigned  to  each  machine.  These 
times  are  assigned  based  on  required  operations  of  each  machine  identi¬ 
fied  from  Its  description.  These  times  are  based  on  utilizing  different 
hardware  characteristics  to  complete  the  operation.  Once  timings  are 
assigned,  the  facility  is  used  to  evaluate  the  architecture  of  each 
machine  during  execution  in  the  facility  and  generate  timing  data  during 
actual  merge  requests. 
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OPERATIONS 

(TIMER-VALUE) 

MERG  2 

SPFA 

& 

0  (fetch) 

1 

u 

2 

11 

3  (mask) 

A 

26 

5 

26  1 

6  (compare) 

; 

7  (comparison) 

34 

8  (coordinate) 

9 

\ 

17 

„ „  >  AND 

10  J 

_ 

25 

11  (coordinate) 

i  _ 

12  7 

17 

13  J 

j  25 

14  output/recycle 

_ l _ _ 

MERG2  REALIZATION  TIMING  CONTROL  ARRAY 

FIGURE  7-16 
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7.5.2  Evaluation  Results 


This  section  consists  of  several  examples  of  how  the  facility  can 
be  used  to  evaluate  the  merge  machines.  These  examples  include: 

(1)  using  the  facility  to  study  the  basic  architectural 
constructs  of  each  machine  by  studying  the  data  flow 
and  generation  of  output  for  each  machine, 

(2)  using  the  facility  to  generate  timing  data  for  each  ma¬ 
chine  for  different  realization  assumptions, 

(3)  use  of  facility  to  establish  unique  types  of  input  data 
to  study  reactions  of  the  merge  machines  based  on  their 
individual  merge  algorithms,  and 

(4)  using  the  facility  to  modify  and  re-create  an  existing 
machine  that  is  tailored  to  specific  criteria. 

Several  types  of  facility  capabilities  are  used  to  examine  the  flow 
of  each  machine  during  execution.  Controls  are  set  to  examine  the  ma¬ 
chines'  state  at  the  entrance  and  exit  of  each  machine's  processor.  For 
example,  the  fetch  processor  retrieves  data  in  parallel  from  each  input 
list.  The  facility  is  used  to  examine  this  data  flow  at  the  initiation 
of  this  processor  and  at  its  completion  to  insure  a  proper  data  flow. 
This  type  of  analysis  was  used  to  examine  the  concurrent  execution  of 
the  retrieval  of  entries  from  the  input  lists. 

7. 5. 2.1  MERG1  Machine 

Next,  several  types  of  executions  were  made  to  illustrate  using 
the  facility  to  generate  timing  data.  First,  timing  data  was  generated 
for  the  "MERG1"  machine.  A  cycle  of  the  machine  includes  fetch,  mask, 
and  compare  operations.  An  OR  merge  type  using  assignments  based  on 
realization  assumption  one  requires  82.5  ns  for  this  cycle.  This  time 


compares  with  the  80  ns  computed  for  the  merge  processor  (H0LL76)  which 
was  based  on  implementation  in  the  same  logic,  However,  the  time  for 
the  merge  processor  was  computed  from  an  actual  logic  circuit  of  the 
processor  while  the  timing  for  the  merge  machine  is  based  on  using  the 
facility.  Next,  the  "MERG1"  machine  was  configured  with  the  same  input 
lists,  the  same  driver,  and  with  timing  assignments  from  realization 
assumption  two.  A  complete  cycle  of  this  machine  for  the  same  OR  merge 

type  request  is  illustrated  in  Figure  7-17  and  requires  47  ns  or  39  ns. 

8 

This  comparison  is  illustrated  in  Figure  7-18  where  the  timing  generated 
for  the  same  merge  machine  based  on  two  different  realization  assumptions 
are  shown . 

This  demonstration  illustrates  how  the  facility  can  be  utilized  to 
generate  timing  data  from  the  "MERG1"  machine  based  on  timing  values 
assigned  using  different  hardware  technologies.  For  instance,  the  data 
collected  illustrates  that  the  machine  can  perform  faster  with  higher 
speed  technology.  At  this  point,  additional  analysis  can  be  performed. 
For  instance,  the  timing  data  generated  is  based  on  only  one  cycle  of 
the  machine. 

The  facility  can  be  utilized  to  examine  execution  of  the  machine 
for  large  sets  of  input  lists.  An  example  of  actual  "MERG1"  machine 
output  for  two  input  lists,  each  containing  50  entries,  for  an  OR  merge 
type  is  illustrated  in  Figures  7-19,  7-20,  and  7-21.  The  time  to  per¬ 
form  this  merge  was  accumulated  directly  on  the  QM-1  for  70  cycles  and 
illustrated  in  Figure  7-21  as  4257g  or  223  ns. 

Similarly,  other  various  types  of  input  lists  can  also  be  configured 
at  this  point  to  generate  additional  timing  data.  The  types  of  input 
lists  can  be  larger  or  can  be  varied  to  consist  of  any  unique  type  needed 
for  a  specific  application.  The  "MERG1"  machine  can  then  be  utilized  to 
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generate  additional  timing  data  or  to  study  how  the  machine  merges  the 
lists. 

Next,  the  facility  can  be  used  to  study  the  actual  architecture 
modifications  of  the  "MERG1"  SPFA.  For  instance,  a  user  can  modify  a  SPFA 
to  determine  if  its  performance  can  be  improved  for  a  specific  application. 

In  this  example,  the  fetch,  mask,  and  compare  processors  of  the  "MERG1" 
machine  all  execute  serially.  However,  for  the  odd-even  lists  used  a 
fetch  is  always  made  alternatively  from  either  list  1  or  list  2.  Thus, 
the  "MERGl"  machine  can  be  modified  so  its  fetch  and  mask  processor  exe¬ 
cute  in  parallel  with  its  compare  processor.  A  description  of  the  modified 
"MERGl"  machine  is  illustrated  in  Appendix  C.  This  machine  was  also  con¬ 
figured  on  the  QM-1  with  the  same  timing  assignments  from  the  RTCA,  the 
same  input  lists  and  the  same  driver  as  in  the  previous  list.  The  machine 
executed  for  the  same  70  cycles  and  the  timing  data  generated  is  shown  be¬ 
low  as  2530g  or  1368  ns. 
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The  performance  improved  of  both  MERGl  machines  is  illustrated  in 
Figure  7-22.  A  significant  performance  Improved  is  obtained  by  tailoring 
the  "MERGl"  machine's  architecture  to  a  unique  set  of  application  criteria. 


i  nfiQ7?  x  encooo  gcooog  noetoe  onrnr.o  rcocoo  oroorr 


LCCAL  STO.’-E 

ispr.  Lsm 

C'GtCOO  000000 

l  S  1  7  I.  S  1 1 

o  or,  ooo  oo  oc  oo 


0CC0C4 

R.*X 
02C001 
.!_<  l  r  > .  x 


_ LSJ1.1 _ Udi2^_  _JLML\  ...  LSD  4 

qgcoqg  cnooeo  ccroou  ocoooc 

15.13 _ l_5JJL _ _L  S  1.5  _l_514 

oooooo  oooooo  oooooo  oouono 

LS21  LS22  L  S  2  3  LS 24 

000001  noncoc  020000  nooouo 

_ E_«_IJt__  ».IY  R.*PC _ J<.,ADL 

000015  OOOOOO  CC2162  CPnOGO 


-LSGi  LSD 6 

rroocr  cooooo 

L  SIS _ IS IX. 

yfTnc Sts.  c  00000 

LI  S23  \  L  S  2t _ 

l C n  2  S 5 U )  0  20000 

\f  p  r  p  c 

?o  35 


214 


TIMING 

(ns) 


COMPARISON  OF  TIMINGS  FOR  MERGE  MACHINES  USING  FACILITY 

FIGURE  7-22 


The  modified  "MERG1"  machine  requires  1368  ns  and  the  original 
"MERGl"  machine  requires  2223  ns  to  produce  the  same  output  list  for 
the  identical  input  configuration.  In  both  cases  the  tools  are 
provided  in  the  facility  to  conduct  this  type  of  analysis. 

7.5.2. 2  "MERG2"  Machine 

Next,  the  facility  is  used  to  generate  data  for  a  SPFA  that  per¬ 
forms  the  same  DBMS  function  based  on  using  a  different  merge  algorithm 
than  the  "MERGl"  machine.  In  this  case,  the  "MERG2"  machine  was  con¬ 
figured  and  executed.  The  "MERG2"  machine  was  also  described  so  that 
its  fetch  and  mask  processor,  the  compare  processor  and  the  coordination 
processor  execute  in  parallel.  A  complete  cycle  of  this  machine  produces 
two  outputs  for  each  merge  compare  operation.  The  input  lists  to  be 
merged  were  identical  to  that  configured  for  the  "MERGl"  machine. 

The  actual  output  produced  by  the  "MERG2"  machine  is  identical  to  the 
output  produced  by  the  "MERGl"  machine.  Thus,  the  facility  was  used  to 
execute  two  different  merge  machines  where  each  performed  the  same  DBMS 
function  with  the  same  results. 

The  first  cycle  of  the  "MERG2"  machine  produced  output  as  illus¬ 
trated  in  Figure  7-23  in  264g  or  188  ns.  However,  at  this  point,  all 
three  processors  are  now  executing  in  parallel.  Thus,  the  time  to 
produce  the  next  output,  also  illustrated  in  Figure  7-23,  is  an 
accumulated  total  of  362g  ns  or  a  difference  of  76g  ns. 
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The  "MERG2"  machine  was  then  executed  for  the  same  number  of  cycles 
needed  to  produce  the  identical  output  list  that  was  produced  by  the 
"MERGl"  machine  for  the  same  input  lists  as  Figure  7-19.  The  timing 
data  computed  using  the  facility  for  the  merge  operation  is  1922  ns. 

The  performance  of  the  "MERG2"  machine  as  compared  to  the  "MERGl" 
machine  is  also  shown  in  Figure  7-22.  The  type  of  timing  data  collected 
illustrates  how  the  different  merge  machines  can  be  examined  using  the 
facility.  These  tests  only  illustrate  the  type  of  data  that  can  be 
collected  once  the  merge  machines  exist.  A  great  deal  of  additional 
analysis  can  be  conducted  to  study  the  composure  of  the  input  lists, 
and  specific  architectural  constructs  of  each  machine.  For  instance, 
the  algorithm  used  for  the  "MERG2"  machine  compare  processor  can  be 
expanded  for  additional  parallelism.  The  difference  in  timing  data 
collected,  thus  far,  may  indicate  the  degree  of  parallelism  for  the 
2X2  merge  network  may  not  compensate  for  the  added  operations  of 
its  compare  and  coordinate  processors.  Therefore,  added  parallelism 
for  the  "MERG2"  machines'  compare  processor  can  be  considered  by  in¬ 
creasing  the  size  of  its  merge  network.  The  facility  can  be  used  to 
recreate  the  "MERG2"  machine  for  larger  networks  and  then  be  recon¬ 
figured  for  execution. 
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7. 5. 2. 3  Additional  Evaluations 

The  facility  can  also  be  used  to  examine  details  of  the  actual 
merging  function  using  the  SPFA  machines.  An  example  of  this  type  of 
analysis  is  to  utilize  the  machine  to  perform  two  different  merge  opera¬ 
tion  types  using  the  same  input  lists.  The  "MERG1"  machine  was  utilized 
for  this  analysis.  The  sample  input  list  utilized  are  illustrated  in 
Figure  7-24.  The  output  of  each  merge  type  is  also  illustrated.  For 
an  AND,  three  output  entries  are  produced  and  for  an  OR  merge  type, 
five  output  entries  are  produced.  The  AND  of  these  lists  requires  191ns 
while  the  OR  requires  195  ns.  The  study  of  the  actual  merging  operation 
indicates  that  the  OR  always  produces  an  output  entry  while  the  AND  may 
not. 

This  type  of  analysis  is  important  to  users  wishing  to  study  speci¬ 
fic  details  of  different  merge  algorithms  for  merge  machines.  Larger 
sets  of  inputs  can  be  analyzed  to  study  the  effects  of  merge  operation 
type  on  specific  lists.  The  facility  provides  the  capabilities  to  make 
these  type  of  studies  and  to  help  analyze  the  merge  operation  for  a 
specific  application. 

7. 5. 2. 4  MERG3  Machine 

The  facility  can  also  be  utilized  to  tailor  a  SPFA  to  a  specific 
application.  For  instance,  by  studying  the  execution  flow  of  the  "MERG1" 
and  "MERG2"  machines  for  special  input  lists,  it  can  be  shown  that  these 
machines  keep  recycling  through  the  fetch  and  mask  processor  whenever 
input  entries  are  not  in  correct  context,  The  machines  keep  recycling 
until  an  acceptable  entry  is  found  from  both  lists  for  the  "flERGl"  ma¬ 
chine  and  two  acceptable  entries  are  found  from  the  input  lists  for  the 
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SAMPLE  INPUT  LISTS 


ILLUSTRATION  OF  USING  FACILITY  TO  STUDY  MERGE  OPERATION  TYPE 


"MERG2"  machine.  Only  when  these  entries  are  found  and  are  presented 
to  the  compare  processor  does  an  actual  merge  occur,  When  the  compare 
processor  completes,  an  output  entry  may  be  formed  and  the  fetch  and 
mask  cycle  are  repeated. 

However,  for  special  lists  a  different  context  checking  algorithm 
may  be  devised.  This  algorithm  requires  the  mask  processor  to  examine 
the  input  context  entries  from  each  list  and  place  acceptable  entries 
into  a  bank  of  holding  registers.  The  fetch  and  mask  cycle  is  repeated 
until  acceptable  entries  are  found  from  both  lists.  However,  during 
each  fetch  cycle  entries  are  always  fetched  in  parallel  from  both  lists. 
Once  acceptable  entries  are  found  from  both  lists,  the  compare  processor 
merges  the  first  entry  in  each  bank  of  holding  registers.  Upon  com¬ 
pletion  of  this  processor,  the  machine  may  not  need  to  recycle  to  the 
fetch  processor  but  may  recycle  to  the  compare  processor  if  entries 
are  still  available  in  the  holding  registers.  This  may  reduce  the 
number  of  fetch  and  mask  cycles  for  the  machine  for  specific  input 
lists.  The  facility  was  utilized  to  examine  this  algorithm  by  develop¬ 
ing  a  "MERG3"  SPFA  with  this  modified  mask  checking  algorithm.  This 
machine  is  illustrated  in  Figure  7-25.  The  modification  added  a  bank 
of  holding  registers  to  the  "MERG1"  SPFA  description  and  added  opera¬ 
tions  to  the  mask  processor  and  modified  the  return  of  control  follow¬ 
ing  the  compare  processor  so  that  the  machine  recycles  to  the  compare 
processor  to  the  fetch  processor. 
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Both  the  "MERG1"  and  "MERG3"  were  executed  using  as  input  the 
specialized  input  lists  illustrated  in  Figure  7-26,  These  inputs 


include: 


LIST  1 

LIST  ; 

20002 

10001 

20004 

10003 

20006 

10005 

20010 

10007 

20012 

20011 

The  context  of  each  entry  is  identified  in  column  one.  For  this 
example  a  two  in  column  one  indicates  a  correct  context.  Only  entries 
in  correct  context  will  be  merged. 

The  first  four  entries  of  list  two  are  not  in  correct  context  and 
will  be  rejected.  The  "MERG1"  machine  was  executed  and  produced  the 
output  shown  in  Figure  7-26  as  2,4,6,10,11  for  the  fifth  output  cycle 
and  2,4,6,10,11,12  for  the  sixth  cycle.  For  six  cycles  this 
machine  required  512g  or  330  ns.  The  "MERG3"  machine  was  then  con¬ 
figured  with  the  same  input  lists.  This  machine  was  also  executed 
for  the  same  two  cycles.  As  shown  in  Figure  7-26  the  identical  output 
is  produced.  However,  this  machine  required,  as  illustrated  in 
Figure  7-26,  352  or  234  ns  for  the  sixth  output  cycle.  Significant 
performance  improvement  was  made  by  modifying  the  context  checking  al¬ 
gorithm  of  the  "MERG1"  machine.  The  facility  user  now  must  evaluate  the 
changes  to  the  machine  required  to  gain  the  improved  performance. 

This  test  was  conducted  to  illustrate  how  the  facility  can  be  uti¬ 
lized  to  modify  a  SPFA  to  accommodate  a  specific  application  criteria  and 
then  help  gain  performance  timings  based  on  this  modification. 
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FOR  SAME  MERGE  OPERATIONS 


FIGURE  7-26 
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In  summary,  the  various  performance  tests  conducted  using  the 
tools/components  of  the  facility  demonstrate  typical  types  of  capabili¬ 
ties  available  to  facility  users.  This  demonstration  was  also  made  to 
illustrate  how  the  facility  can  be  utilized  to  examine  several  types  of 
tradeoffs  when  developing  SPFA's. 

First,  the  facility  was  utilized  to  examine  the  architectural 
features  of  different  SPFAs  based  on  their  description  and  execution 
in  the  facility.  Next,  difference  in  these  features  were  examined  by 
assigning  performance  timing  based  on  implementing  the  machine  in  hard¬ 
ware  and  executing  the  SPFA's  as  machines  in  the  facility. 

Once  the  SPFA  machine  was  configured,  the  facility  was  used  to 
examine  how  a  range  of  characteristics  that  are  part  of  a  realization 
assumption  are  used  to  highlight  sensitive  portions  of  the  machine. 
These,  in  turn,  can  be  used  to  specify  certain  operations  that  may  be 
implemented  in  using  either  high  speed  technology  or  highly  reliable 
technology.  Next,  it  is  shown  how  these  characteristics  can  also  be 
used  to  generate  timings  for  different  machines. 

Finally,  it  is  shown  how  the  facility  can  be  used  to  reformat  a 
description  of  a  SPFA  and  redevelop  it  as  a  specialized  SPFA  machine. 

The  type  of  tests  conducted  also  illustrate  how  the  facility  can  also 
be  used  as  a  vehicle  to  study  specific  details  of  other  hardware  algori¬ 
thms  that  perform  the  merging  operation.  In  addition, the  facility  can 
be  used  for  other  types  of  analysis  that  consist  of: 

(1)  effects  of  varying  input  lists, 

(2)  variations  in  realization  assumptions, 

(3)  creating  additional  specialized  lists,  and 

(4)  evaluating  unique  conditions  for  merging  such  as 
restart/recovery. 
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A  final  capability  of  the  facility,  that  is  demonstrated,  is  to 
use  it  to  examine  other  approaches  for  performing  the  merge  function. 

Some  examples  are  now  described. 

7.6  OTHER  COMPARISONS 

Additional  comparisons  are  also  possible  using  the  facility  for 
other  approaches  that  perform  a  candidate  DBMS  function.  Two  such 
approaches  that  have  been  examined  are  a  merge  routine  that  executes 
on  an  emulated  M6800  microprocessor  and  uses  direct  MULTI  micro-code 
to  perform  the  merge  function  on  the  QM-1. 

These  approaches  were  examined  bees  (se  an  emulation  of  the  M6800 
microprocessor  existed  on  the  QM-1  and  the  MULTI  micro-code  is  available 
for  the  QM- 1 .  Both  approaches  illustrate  various  types  of  considerations 
present  when  choosing  alternative  methods  for  current  DBMS  functions. 

The  results  of  three  approaches  are  Illustrated  in  Table  7-1. 

First,  a  performance  range  for  each  approach  was  established.  The 
performance  range  is  based  on  the  time  needed  to  complete  a  cycle  of 
processing  two  input  entries  for  a  merge  operation.  This  activity  per¬ 
formed  by  a  software  merge  routine  that  executes  on  an  emulated  M6800 
microprocessor  requires  approximately  956  micro-seconds.  The  M6800 
microprocessor  was  chosen  because  a  M6800  emulation  existed  on  the 
QM-1  and  a  meta  compilier  that  produced  code  for  the  M6800  existed 
on  the  H6180/MULTICS  system.  The  performance  of  the  merge  operation  is 
based  on  the  number  of  Instruction  cycles  executed  for  the  operation 
and  a  1.9  cycle  time  for  the  M6800  microprocessor. 
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TABLE  7-1 
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A  set  of  MULTI  instructions  were  also  developed  to  represent  a 
micro-coded  routine  that  can  perform  the  same  merge  operation.  This 
routine  was  developed  to  illustrate  how  the  facility  can  be  used  to 
examine  specialized  considerations  if  an  organization  chooses  to  micro¬ 
code  specific  DBMS  functions.  The  time  to  execute  this  routine  on  the 
QM-1  is  approximately  57.6  micro-seconds.  This  time  is  based  on  the 
number  of  T-periods  needed  to  execute  the  routine  where  each  T-period 
on  the  QM-1  is  80  nano  seconds. 

An  important  consideration  for  illustrating  these  approaches  is 
to  illustrate  how  the  facility  is  capable  of  providing,  to  potential 
users,  the  ability  to  generate  performance  data  for  competitive  approaches 
an  organization  might  consider  for  choosing  candidate  DBMS  functions  to 
be  moved  to  hardware.  The  examination  of  these  approaches  can  also  pro¬ 
vide  data  to  help  choose  candidate  DBMS  functions  to  migrate  from  soft¬ 
ware  to  hardware.  Several  interesting  factors  can  be  examined  because 
of  the  ability  to  develop  these  approaches  in  a  common  environment. 

For  instance,  programming  complexity  of  new  DBMS  functions  may  be  impor¬ 
tant  to  an  organization  lacking  extensive  development  tools  and  programmers. 
The  ability  to  examine  various  microprocessor  machine  coding  conventions 
may  be  important  to  an  organization  with  a  large  computing  machine  inven¬ 
tory.  This  type  of  data  can  be  generated  and  examined  by  an  organization 
to  help  decide  if  it  has  the  resources  necessary  to  develop  either  new 
software  or  micro-coded  routine  for  an  extensive  DBMS  upgrade  program. 
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7.7  SUMMARY 

The  demonstration  described  in  this  chapter  illustrates  the  types 
of  capabilities  available  to  users  of  a  DMAD  Facil ity .  It  is  shown 
how  the  facility  can  be  used  to  help  choose  DBMS  functions  to  be  moved 
into  hardware  and  then  actually  demonstrated,  using  a  specific  facility, 
development  of  merge  SPFA's.  It  is  shown  how  the  facility  can  be  used 
to  generate  various  types  of  timing  data,  modify  description  of  a  SPFA 
and  examine  data  flow  of  executing  merge  SPFA  machines.  The  use  of  the 
SMITE  hardware  description  language  represents  a  convenient  way  to 
document  SPFA's,  This  documentation  aide,  used  to  describe  SPFA's  in  a 
top-down  structured  manner,  along  with  the  timing  data,  illustrates 
a  procedure  that  can  provide  inputs  to  help  design  hardware  prototypes 
of  SPFA's.  Finally,  the  use  of  the  QM-1  ,  as  a  microprogrammable 
emulation  vehicle,  is  an  important  tool  that  can  be  used  to  execute  SPFA's 
based  on  different  architectural  constructs,  collect  data  and  assist  in 
the  overall  transition  of  DBMS  functions  from  software  into  hardware. 
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CHAPTER  VIII 


DISCUSSION  AND  FUTURE  RESEARCH 


8.1  DISCUSSION 

The  research  described  in  this  report  concerns  the  design  of  a 
data  base  machine  development  facility  and  the  development  of  a 
methodology  for  the  identification,  creation,  testing,  evaluation 
and  substitution  of  a  special  purpose  function  architecture.  The 
development  methodology  utilizes  the  tools/components  in  the  proposed 
DMAD  Facility  to  help  choose  candidate  DBMS  functions  to  be  moved  from 
software  into  hardware  and  to  evaluate  one  or  more  SPFA's  that  can  per¬ 
form  the  DBMS  function.  A  specific  instance  of  the  facility  is  demon¬ 
strated  using  a  QM-1  microprogrammable  computer.  This  demonstration 
consists  of  using  the  proposed  development  methodology  to  develop 
several  SPFA's  that  perform  the  same  DBMS  function  which  are  based  on 
different  architectural  constructs. 

Described  in  CHAPTER  IV  is  the  overall  facility  specification  and 
the  development  methodology.  This  specification  includes  the  set  of 
components  that  comprise  the  facility  and  a  set  of  specialized  SPFA 
development  tools  that  are  available  to  users  of  the  facility. 

The  components  in  the  facility  provide  the; 

(1)  ability  to  execute  a  SPFA  machine  based  on  a  functional 
description  of  its  architecture, 

(2)  ability  to  support  the  execution  of  SPFA  machines  with  a 
set  of  special  resources. 


(3)  ability  to  identify  the  configuration  requirements  of 
machines  executing  in  the  facility,  and 

(4)  capability  to  manage  flow  within  the  facility  by  assign¬ 
ment  of  its  resources. 

The  specialized  tools  required  in  the  facility  would  enable  a  user 
to  perform  a  basic  set  of  development  processes.  These  processes  would 
allow  a  user  to  tailor  the  development  of  a  SP FA  to  a  specific  applica¬ 
tion.  The  methodology  to  utilize  this  facility  requires  an  orderly  selec¬ 
tion  of  these  processes  during  a  SPFA's  development.  The  processes  are 
select  candidate  function,  create,  test,  evaluate  and  substitute.  For 
each  process  the  facility  is  configured  as  a  DBMS  machine,  a  SPFA  machine 
or  a  DBMS/SPFA  machine.  Once  configured,  the  facility  is  essentially 
transformed  into  the  desired  machine.  This  transformed  machine  is 
available  for  user  interaction,  testing,  execution  and  evaluation. 

Addressed  in  CHAPTER  V  are  the  tools,  components  and  procedures 
that  are  part  of  the  methodology  to  develop  SPFA's  using  the  DMAD  Facility. 
Included  in  this  chapter  is  the  introduction  of  concepts  of  a  Process 
Description  Language.  This  language  is  used  to  request  a  development 
process  in  the  facility.  Specific  procedures  in  the  facility  are  then 
followed  to  complete  each  process  requested. 

The  select  candidate  function  process  utilizes  the  facility  to 
collect  utilization  statistics  on  candidate  DBMS  software  functions, 
provide  a  capability  to  dynamically  test  the  execution  paths  of  candidate 
functions,  define  a  set  of  input  and  output  interfaces  for  the  function 
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and  complete  quality  metrics  for  the  function.  This  data  is  used  to 
choose  a  candidate  function  which  may  be  moved  from  software  into  hard¬ 
ware  as  a  SPFA.  The  facility  is  then  utilized  to  examine  one  or  more 
SPFA's  that  can  perform  this  function. 

The  origination  of  each  SPFA  is  performed  by  the  create  process 
using  the  facility.  This  process  results  in  a  machine  executable  des¬ 
cription  of  a  SPFA.  This  description  is  used  in  the  configuration  of 
a  SPFA  machine.  Once  configured,  the  execution  of  a  SPFA  machine  enables 
a  user  to  invoke  procedures  for  testing,  evaluation  and/or  substitution. 

The  testing  process  insures  the  SPFA  machine  performs  its  intended 
DBMS  function.  This  process  is  performed  by  verifying  the  execution 
path  of  a  SPFA  machine  at  various  execution  states.  An  evaluation  pro¬ 
cess  is  performed  by  assigning  timings  for  each  SPFA's  machine  opera¬ 
tions  prior  to  its  execution.  These  timings  are  assigned  from  a  Reali¬ 
zation  Timing  Control  Array  (RTCA).  The  timings  are  computed  using 
realization  assumptions  that  consist  of  a  set  of  hardware  characteris¬ 
tics  that  can  be  used  to  implement  a  SPFA.  The  performance  of  each 
SPFA  machine  is  determined  by  accumulating  these  timings  as  each  machine 
executes.  These  timings  are  used  in  the  architecture  evaluation  of 
SPFA's  and  are  used  to  help  determine  which  SPFA  best  meets  the  require¬ 
ments  of  an  application. 

Once  the  evaluation  process  is  complete,  the  facility  is  used  to 
assess  the  hardware/ software  tradeoffs  of  a  SPFA's  integration  within 
a  DBMS.  The  substitution  process  permits  assessing  the  tradeoffs  re¬ 
placing  a  hardware  DBMS  function  for  a  software  DBMS  function.  This 
process  permits  assessing  the  overall  impact  and  interface  complexity 


problems  associated  with  the  evolutionary  introduction  of  a  §PFA  into 
a  data  base  management  system. 

Identified  in  CHAPTER  VI  are  a  set  of  components  that  have  been 
utilized  to  demonstrate  the  feasibility  of  a  specific  implementation  of 
the  DMAD  Facility.  In  this  implementation,  a  Nanodata  QM-1  micro-program¬ 
mable  computer  is  used  to  execute  several  merge  machines.  These  machines 
are  based  on  designs  of  Hollaar's  merge  processor  and  on  Stellhorn's 
inverted  file  processor. 

Described  in  CHAPTER  VII  is  a  comprehensive  set  of  procedures 
used  to  illustrate  how  the  facility  can  be  used  to  evaluate  these 
MERGE  SPFA  machines.  The  results  of  this  evaluation  show  how  the  facility 
is  used: 

(a)  to  examine  specialized  architectures  that  perform  the 
merge  DBMS  function, 

(b)  establish  a  range  of  timing  for  the  merge  machine  based 
on  different  hardware  implementation  strategies, 

(c)  examine  details  of  specific  merge  algorithms  for  different 
merge  request  types,  and 

(d)  tailor  and  modify  a  description  of  a  SPFA  to  uniquely 
tailor  its  development  to  specific  application  criteria. 

Finally,  CHAPTER  VII  concludes  with  an  examination  of  alternative 
approaches  that  can  provide  a  merge  DBMS  function  using  other  methods. 

The  major  results  of  this  report  are  summarized  below; 

(1)  a  methodology  to  develop  DBMS  special  purpose  function 
architectures  is  proposed  as  an  organized  and  orderly 
approach  consisting  of  a  set  of  specialized  processes. 
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(2)  a  set  of  components  and  tools  designed  as  a  Data  Base 
Machine  Architecture  Development  Facility  can  provide 
an  environment  that  can  be  utilized  to  develop  DBMS 
special  purpose  function  architectures, 

(3)  specialized  microprogrammable  computers  can  be  used  as 
execution  machines  in  a  DMAD  Facility  and  provide  a 
specialized  tool  that  can  be  utilized  to  examine  hardware/ 
software  tradeoffs  in  the  development  of  SPFA's, 

(4)  the  measurement  of  the  performance  of  DBMS  special  purpose 
function  architectures  (SPFA's)  is  feasible  when  they  are 
described  in  a  specialized  high  level  hardware  description 
language  and  executed  on  a  microprogrammable  computer,  and 

(5)  various  types  of  evaluation  data  can  be  collected  using  the 
set  of  tools/components  of  a  specific  DMAD  Facility  to 
demonstrate  the  feasibility  of  developing,  examining  and 
performing  an  architecture  evaluation  of  several  SPFA's 
that  can  perform  a  DBMS  function. 


1 


8.2  FUTURE  RESEARCH 

The  effect  of  continuing  advancements  in  hardware  technology  is 
promoting  the  feasibility  of  having  SPFA's  perform  many  data  base 
management  functions.  The  DMAD  Facility  can  serve  as  a  specialized 
model  to  help  determine  which  of  these  SPFA's  should  actually  be  hard¬ 
ware  prototypes.  The  extensive  use  of  such  a  facility  requires  that 
it  have  the  capability  to  examine  critical  hardware/ software  tradeoff 
issues  for  choosing  which  DBMS  functions  should  migrate  from  software 
to  hardware.  In  order  to  utilize  the  facility  in  this  role,  several 
components/tools  can  be  added  or  further  extended  to  the  facility  to 
provide  this  capability. 

These  components/tools  should  be  directed  towards  providing  data 
to  measure  critical  factors  that  enable  a  choice  to  be  made  for  which 
DBMS  functions  should  be  moved  from  software  to  hardware.  Further 
research  is  needed  to  fully  define  the  components/tools  needed.  A 
process  description  language  is  proposed  as  a  tool  in  the  DMAD  Facility 
to  request  SPFA  development  processes.  This  language  can  be  expanded 
to  help  define  these  tools  and  special  analysis  tools  capable  of  request¬ 
ing  tools  in  the  facility.  For  instance,  the  language  can  be  utilized 
to  highlight  a  user's  concern  for  pending  hardware/software  tradeoff's 
in  his/her  environment  prior  to  choosing  a  SPFA.  In  this  role,  it  may 
be  necessary  to  be  able  to  request  analytical  modeling  techniques  in  the 
facility  that  may  reduce  the  choice  of  SPFA's  that  actually  need  to  be 
configured  as  machines  in  the  facility. 

The  DMAD  Facility,  in  this  role,  would  be  a  source  of  several  opti¬ 
mization  methodologies  that  can  be  used  to  formulate  a  complete  data  base 
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machine.  In  order  to  assume  this  role,  modeling  techniques  may  be 
added  as  tools  in  the  facility  to  refine  the  choice  of  SPFA  machines. 
These  techniques  could  examine  competitive  SPFA's  and  narrow  the 
choices  of  SPFA  machines  that  would  be  entered  in  the  Data  Base  Machine 
Architecture  Configuration  Array  (DMCA).  Once  several  candidates  are 
available  as  machines  in  the  DMCA  optimiation  techniques  are  needed  to 
judge  the  overall  quality  of  several  SPFA's  for  a  specific  application. 

In  this  mode,  the  DMCA  would  have  to  be  automatically  searched  to  specify 
a  set  of  integrated  SPFA  machines  that  may  comprise  a  specialized  data 
base  machine.  Once  a  set  of  integrated  SPFA  machines  are  defined,  the 
DMAD  Facility  can  be  configured  as  the  candidate  data  base  machine.  In 
this  mode,  the  facility  needs  a  complete  multiple  machine  emulation 
capability.  Future  research  can  be  devoted  to  both  identification  of 
automated  techniques  to  configure  this  machine  for  execution. 

Another  DMAD  Facility  tool  that  future  research  could  enhance  is 
the  ability  to  identify  and  examine  critical  metrics  that  assist  in 
highlighting  hardware/software  tradeoffs  choosing  SPFA's.  The  metrics 
calculated  for  the  SPFA  machine  could  be  compared  to  the  same  metrics 
as  the  software  module  it  replaces.  An  organization  could  then  choose 
the  SPFA  that  provides  the  highest  metric  rating  for  a  specific  appli¬ 
cation. 

A  methodology  that  incorporates  several  techniques  to  help  choose 
candidate  SPFA's  including  mathematical  modeling,  simulation  and  emula¬ 
tion  using  the  DMAD  Facility  has  been  proposed  by  Vemuri  (VEMU80). 

Further  work  is  needed  to  automate  specific  features  of  this  methodology 
including  automating  the  use  of  the  facility. 


Finally,  several  additional  topics  for  future  research  include: 

(1)  additional  research  for  developing  the  actual  logic 
circuitry  for  a  SPFA's  developed  in  the  DMAD  Facility 
from  their  high  level  hardware  description  language. 

This  process  should  also  provide  procedures  to  include 
the  factors  for  the  SPFA  prototype  to  meet  specific 
application  criteria  using  specific  hardware  implementa¬ 
tion  characteristics  that  are  part  of  a  realization  assump¬ 
tion  . 

(2)  automation  of  the  assignments  from  the  Realization 
Timing  Control  Array  to  insure  performance  data  is 
generated  for  all  possible  realizations  of  the  SPFA 
machine, 

(3)  additional  studies  to  utilize  advanced  micro-programmable 
computers  as  execution  machines  in  the  DMAD  Facility, 
with  special  emphasis  on  unique  types  of  tools  available 
on  these  machines  to  help  tailor  the  SPFA  being  developed 
to  specific  criteria, 

(4)  a  realized  DMAD  Facility  may  consist  of  an  execution 
machine  that  provides  some  features  of  the  QM-1.  Studies 
are  needed  to  examine  further  enhancements  to  the  QM-1 

as  the  forerunner  of  execution  machines  that  can  improve 
the  efficiency,  time  and  expense  involved  in  using 
emulation  as  an  approach  to  help  develop  special  purpose 
function  architectures. 

(5)  further  research  on  the  development  of  tools  that  can  be 
utilized  to  study  concurrency  dependencies  among  the 
operations  of  a  SPFA,  and 
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(6)  Increased  effort  to  study  the  effect  of  using  the  DMAD 
Facility  to  design  a  secure  integrated  distributed  Data 
Base  Machine. 
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APPENDIX  A 


PROCEDURE  TO  CREATE  "MERG1"  SPFA 

The  procedure  to  create  the  "MERG1"  SPFA  consists  of  describing 
the  SPFA  in  the  SMITE  language.  This  description  is  documented  in  a 
MULTICS  file  called  "MERG1 , SMITE".  This  file  is  compiled  using  the 
SMITE  compilier  with  the  following  command: 

SMITE  -  i  MERG1 ,  SMITE 

Following  completion  of  the  compiliation  two  files  are  produced,  a 
source  and  object  version.  The  source  version  is: 

MERGI,  LIST 

and  the  object  version  is 
MERGI  -  L60 

The  source  file  is  then  examined  for  errors.  If  errors  are  found 

the  source  SPFA  description  is  modified  to  correct  the  error.  The 

source  description  is  then  re-compiled.  When  all  errors  have  been 

eliminated  the  object  version  is  down  loaded  to  the  QM-1 .  This  is 

accomplished  by  initiating  the  NOVA  emulator  on  the  QM-1.  A  file  is 

then  created  on  the  QM-1  to  which  the  object  file  from  MULTICS  is 

transferred.  This  file  is  created  by: 

ADD  CSPMERGE  ADR  =  location,  size:  Type  =  Program,  Execute 

WRITE 


Next,  the  following  command  is  entered: 

COPY  I  =  TTC  0  =  /DOWN  LOAD 
This  command  Initiates  a  signal  to  download  the  object  file  MERGI, L60 
to  the  file  DOWNLOAD  on  the  QM-1. 


Once  the  file  is  transferred  It  must  be  converted  Into  a.  format 
needed  to  load  the  MERG1  SPFA  description.  The  command: 

LOADTAPE  DOWNLOAD  file  0  CSMERG1  EMULATOR 
configure  the  machine  in  the  format  necessary  in  the  file  "CSMERG1".  This 
file  is  configured  on  the  QM-1  using  the  LOADCS  command: 

LOADCS  CS  MERG1 

The  following  is  the  source  listing  of  the  "MERG1"  SPFA  created 
using  this  procedure. 
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source  listing 


SMITE  (version  02.01  09/10/79) 


PPmerge 


1 


P-MESGE;  processor; 

DECLARE  pfiOD-FLAGS<3b:0>  REGISTER# 

STEP-FLAG  FLAG  DEFINED  PROD-FLAGS<J5>, 
PC< 15 : 0>  DEFINED  PR0D-FLAGS<15;0>, 
TINER-VALUESCO: 13]<15;0>  REGISTER# 

TIMER  clock# 

REGSCO; 15]<15:0>  REGISTER# 

STATUS  DEFINED  REGSCO]# 

LISTSIZe-FlAG  DEFINED  status<0>, 
ZOUTPUT-FLaG  DEFINED  STaTUS<2>, 
NEED-XINPUT  DEFINED  STATUS<4>, 
NEED-YINPUT  DEFINED  STATUS<6>, 
INPUT-X  DEFINED  STATUS<8># 

INPUT-Y  DEFINED  STATUS<10>, 

xinput-ready  defined  status^:-, 
YINPUT-READY  defined  status<i«>, 
X-REG  DEFINED  RSGS[1], 

Y-ReG  DEFINED  REGSC2], 

X-HOLDl  DEFINED  BEGS[3], 

Y-HOLdI  defined  Regsc«)# 

COUNT-REG  DEFINED  REGS[53» 

ZOUTPUT-REGl  DEFINED  B»GS[6]# 

DOCNUMZ  DEFINED  ZOUTPUT-REGI^H  ;0>, 
Z-REG  DEFINED  REGSC7], 

LISTSIZE-XREG  DEFINED  REGS[8), 
LISTSI2E-YREG  DEFINED  REGS [ 93* 

i-here<^:0>  register# 

X-INPUT 1 < 1 5  S  0 >  REGISTER, 
CONTXT1X<3:0>  DEFINED  X-INPUT1<15;12>, 
D0CNUMXC1 1  ;0>  DEFINED  X-HOLDU1 1 :0?, 
Y-INP'JT1<15;0>  register# 
contxtiy<3:o>  defined  y-inpuxi<15:i2># 

DOCNUMY <  1 1 J 0>  DEFINED  Y-HOLD  U1 1  JO>, 
IR<  15  S  0>  REGISTER# 
opcode<2:0>  DEFINED  IR<2:0># 
CONTXT1<3;0>  DEFINED  IR<6!3>; 

declare 

OP-STEP  EXTERNAL# 

OP-HALT  EXTERNAL# 

OP-ERROR  EXTERNAL, 


MERG1 

MACHINE 
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1 


source  listing  smite  (version  02,01  09/10/79) 

p-merge 


3 

3 

3 

u 

a 

5 

6 
7 
7 
ft 
9 

10 

11 

11 

12 

13 

14 

15 

16 
17 

17 

18 

19 

20 
21 
21 
22 


25 

26 

27 

28 

29 

30 

31 

31 

32 

32 

33 


OP^NOTSIM  EXTERNAL# 

IN**P0RT<  15  J  0>  PORT, 

OUT-PORT<15S0>  POST; 

DECLARE 

MEM[0;4095]<15»0>  MEMORY; 

input-fetch:  processor; 

IN  TIMER*VALUES[0]  PARALLEL-3EGIN; 

IP  NEED-XINPUT  THEN 

IN  TIMER-VAiOES[  13  BEGIN; 

x-inputi  <•-  memcx-rbg]; 

X-REG  <-  X*»REG  +1; 

LISTSIZE-XREG  <-  LISTSIZE-XREG  - 
IF  LISTSIZE-XREG  =  0  THEN 
LISTSlZE-FLAG  <-  M 
END  IF; 

NEED-XINpUT  <-  0; 

XINPUT-READY  <-  1; 

end; 

END  if; 

ip  need-yinput  then 

IN  TIME R“ VALUES [ 2 3  BEGIN; 

Y-lNPUTl  <<-  MgM[Y-REG]; 

y-reg  <-  y-reg  +i; 

LISTSIZE-YREG  <-  LISTSl?E-YREG  - 
IF  LISTSIZE-YREG  »  0  THEN 
LISTSIZE-FLAG  <-  1#* 

END  IF; 

NEED-YlNpUT  <-  0; 

yinput-readx  <-  i; 
end; 

END  IF; 
parallel-end; 
iiput-fetch;  end; 
mask:  processor; 

IN  TIMEB-VALUES[3}  PARAilEL-BEGIN#* 

IF  XiNPUT-ReAdY  then 

IN  TIMER-VaLUES[43  BEGIN; 

IF  (CONTXT1X  »  CONTXT1 \ 

THEN  begin; 

X-HOLD1  <-  X-INPUTi; 


ppmerge 


i; 
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source  listing 
mssjc 


SMITE  (Version  Q2#01  09^10/79) 


PPmerge 


34 

35 

36 

37 

38 

39 

40 

41 

42 

43 

44 

44 

45 

45 

46 

47 
4g 

49 

50 

51 

52 

53 

54 

55 

56 

57 

58 

59 

60 
61 
62 
62 

63 

64 

65 

66 
67 

67 

68 
69 


XINPUT-READY  <-  0; 

INPUT-X  <» 

END; 

ELSE  BEGIN; 

xinput-beadx  <-  0; 

NEED-XINpUT  <*  1; 

end; 
end  IF; 

end; 
end  If; 

IF  YINPUT-READY  THEN 

IN  timer-values[5]  begin; 

IF  (C0NTXT1Y  -  CONTXTIi 
THEN  BEGIN; 

Y-H0LD1  <-  Y-INPI1T1; 
INPUT-Y  <-  1; 

yinput-ready  <-  o; 

END; 

ELSE  BEGIN; 

YINPUT-READY  <-  Q ; 
NEED-YINPUT  <-  1; 

END; 

END  IF; 

END; 

END  IF; 

PARALLEL-END; 
mask:  end; 

COMPARE;  PROCESSOR; 

CASE  OPCODE; 

in  timer- values £6 3  parallel-begin; 

IF  DOCNUMX  <  DOCNUMY  THEN 
IN  TIMER" VALUEg [ 7 ]  BEGIN; 

NEED-XINPUT  <-  1; 

INPUT-X  <*  0; 

END; 

END  IF; 

IF  DOCNUMX  *  DOCNUMY  THEN 
IN  TIMZR-vaLUES[83  begin; 

DOCNUMZ  <*  DOCNUMX; 
OUTpUT-Z; 


«ourc«  fisting 
comp»r« 


smite  (version  02,01  09/10/79) 


ppmerge 


70 

71 

72 

73 

74 

75 

76 

77 

77 

78 

79 

80 
81 
82 

83 

84 

8« 

85 

86 

87 

88 

89 

90 

91 

92 

92 

93 

94 
93 

96 

97 

98 

99 
100 
101 
102 
102 

103 

104 

105 


NEED-XINPUT  <-  1# 
NEED-YINPUT  <-1; 

INPUT-X  <*■  0; 

INPUTS  <**  Of 
ZOUTPUT-FLAG  <-  1; 

END; 

END  IF j 

IF  DOCNUMX  >  DOCNUMY  THEN 
IN  TIMER-VALU£S[9]  BEGIN! 
need^yinput  <-  i; 

INPUT^Y  <-  0; 

END; 

END  IF; 

parallel-end; 

IN  TIMER-VALUESC 10]  parallel^begin; 
IF  DOCNUMX  <  DOCNUMY  THEN 
IN  TIMER-VALUESC11]  BEGIN; 
DOCNUMZ  <*  DOCNUMXf 
OUTPUT-Z; 

NEED-XINPUT  <-  1; 

INPUT-X  <-  0; 

ZOUTPUT-FLAG  <-  1; 

END; 

END  if; 

IF  DOCNUMX  *  DOCNUMY  THEN 

IN  TIMER«"VALUES[12]  BEGIN! 
DOCNUMZ  <*  DOCNUMX; 

output-z; 

NEED-XINPUT  <-  1; 
NEED*YINPUT  <-  1; 

INPUT-X  <*  0; 

INPUT’’!  <*  0; 
zoutput-flag  <-  1; 
end; 

END  IF; 

IF  DOCNUMX  >  DOCNUMY  THEN 
IN  TIMER-VALUESC 13]  BEGIN; 

DOCNUMZ  <*  DOCNUMY; 
OUTPUT-ZJ 
NEED^YINPUT  <-  1; 
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source 

compere 

listing 

SMITE  {Version  02,01  09/10/79) 

106 

input**  <*  o ; 

107 

ZOUTPUT-FLAG  <-  1; 

108 

end; 

109 

end  IF; 

110 

parallel-end; 

111 

op-notsim; 

112 

op-notsim; 

113 

OP-NOTSIM; 

114 

op-notsim; 

115 

op-notsim; 

116 

op-notsim; 

117 

end  case; 

118 

CQMPAHE:  END; 

119 

output-z:  processor; 

120 

begin; 

1 2 1 

MEM[Z-REG]  <-  ZOUTPUT-REG1; 

122 

z-reg  <-  z-reg  ♦  i; 

123 

end; 

124 

OUTPUT-Z:  end; 

125 

PC  <-  0; 

126 

DO 

forever;  begin; 

128 

IF  STEP-FLAG 

128 

THEN  BEGIN; 

129 

OP-STEp; 

130 

end; 

131 

END  IF; 

132 

IR  <-  MEM[PC]J 

133 

X-REG  <-  MEMEPC+1]; 

13tt 

i-seg  <-  memcpc+2]; 

135 

LISTSIZE-XREG  <-  MEM[PCf3]| 

136 

LISTSIZE-XRSG  MEM[PC+4] j 

137 

z-reg  <-  memcpc+5]; 

138 

PC  <-  PC+6  ; 

139 

need-xinput  <-  i; 

140 

nebd-xinput  <-  i; 

141 

DO  until  listsize-flag; 

142 

begin; 

143 

ZOUTPUT-FLAG  <-  Of 

144 

IF  STEp-FLAG 

144 

THEN  BEGIN; 

ppmerge 
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source  listing 
p-merge 


SMITE  (version  02,01  Q9/19/79) 


ppmerge 


1U5 

1tt6 

147 

148 

149 

150 

151 


154 

155 


156 

157 

158 

159 


op-step; 

end; 

END  IF; 

DO  UNTIl  zoutput-flag; 
begin; 

DO  UNTIt  INPUT-X  AND  INPUT-Y; 

begin; 

input-fetch; 

mask; 

END; 

compare; 

end; 

END) 

end; 

p*merge:  end; 
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APPENDIX  B 


This  appendix  contains  the  source  listing  of  the  "MERG2"  SPFA 
created  using  the  same  procedures  described  in  Appendix  A. 


source  listing 


SMITE  (version  02. 0i  09/1C/79) 


aeoomerge 


1 


OE-MERGe*  processor; 

DEcLaRE  PROD-FLAGS<35tO>  REGISTER, 

ST?:P-FLAG  FLAG  DEFINED  PROD-FLaGS<35>, 
pc  < 1 5  s  0>  DEFINED  PRoD-FL AgS< 1 5 : 0> , 
TlMER-VALUEtO: 19]<15:0>  REGISTER, 

TIMER  CLOCK. 
x.sbg<15:o>  REGISTER. 

X-REG<15!0>  REGISTER. 

Z«RgG< 1 5 i 0 >  REGISTER. 
rEGS[0:91<15:0>  REGISTER, 

status  defined  RegsCoi. 

LISTSIZE-FLAG  DEFINED  STaTuS<0>. 
2,OUTpUT-FLAG  DEFINED  STAT«S<2>. 
kEeD-XINpUT  DEFINED  sTaTUS<4>, 
KEeD-YINpUT  defined  sTaTUS<6>» 
XlNPUT-READY  defined  stat’Js<8>, 
yInput-ready  defined  STATOs<10>, 
iNpUTwX  DEFINED  STaTUS<12>, 
iNpUT-Y  DEFINED  STaTUS<14>, 

F* N  DEFINED  STATU5<15>. 

LI  DEFINED  REGSC1], 

L2  defined  RegsC2], 

LISTSIZE-XREG  DEFINED  REGS [ 3 ]  , 
LISTSIZE-IREG  DEFINED  REGS[U], 

COoR-HoLD  DEFINED  REGS [ 5  ]  . 

X-lNpu-r  dETINeD  ReGS['6T. 

Y-lNpUT  DEFINED  REGSC71. 

CONT  DSFINSD  REGSC83, 

COKTXTX<3:0>  defined  X-INPUT<15: 12>, 
DOcNUMX<11 ;0>  DEFINED  X-INPUT<1 1 :0>, 
CONTXTY<3JO>  DEFINED  Y-INPUT<  15: 12>, 
DOcNUMY<11;0>  defined  y-inputo  1  :o>, 
BEG-PaK  defined  REGS[ 9  ]  • 
need-input  defined  Reg-pab<o># 
NEEd-COMPa«E  DEFINED  REG-PAR<2>, 
NEEd-COORdINATZ  DEFINED  REG-PAR<4>; 

DECLARE 


WERG2 

MACHINE 


lokLi<i5:o>  register. 

HIgHL1<15:0>  REGISTER, 
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source  listing 
oe»mer«re 


SMITE  {version  02. 0l  09/10/79) 


eeoomerce 


3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

3 

4 
4 
4 
4 
4 
4 

4 

5 

5 

6 

7 
3 

8 
9 

10 

11 

12 

12 

13 

14 

15 

16 

1 7 
10 

18 


LOwl2< 1 5 ; 0 >  REGISTER, 
hic;Hl2<i5:o>  register. 

OO-HoLD1<15!0>  REGISTER, 
EE-HoiD1<15:0>  register. 

HOlOLUO  :31<15:0>  REGISTER, 
HOlDL2[0:31< 1 5 : 0 >  REGISTER, 

O-hOLDi  DEFINED  HOLDLlCO], 

0-KOLD2  DEFINED  HQLDL2T 0], 

0-H0LD3  DEFINED  HOLDL 1  [ 2  ]  , 

0-HOLD4  DEFINED  HOLDL2C2], 

F-HOLD1  DEFINED  HOLDL  1  M3* 

E-K01D2  DEFINED  HOLDL2 T 1 ] , 
lR<15JO>  RESISTER. 

OPCODE<2;0>  DEFINED  IR<2.*0>» 

cokTxti<3:o>  defined  ir<6: 3>; 

DECLARE 

OP-STEp  EXTERNAL. 

op-h^lt  external. 

OP-ERRoR  external. 

OP-NOTSIM  EXTERNAL, 

IN-PoRT<15:0>  port, 

OUT-PORT<15!0>  port; 
declare 

MEkC0:4095]<15:0>  memory; 

input-fetch:  processor; 

IN  TIMER-VALUE[01  PASaLLEL-BEGIN; 

IF  NSED-XINPUT  then 
IN  TIMER-VaLUET 1 3  BEGlNf 
X-INPUT  <-MEMCX-REGli 
X-REG  <-X-REG+1i 

lIstsize-xreg  <-listsize-xreg  -  i; 
IF  LISTSIZE-XREGbO  then 
listsize-flag  <-i; 

END  IF; 

need-xinput  <«o; 

XlNPUT-READX  <«1 J 

end; 
end  IF; 

IF  NEED-YINPUT  THEN 

IN  TIMER-V aLUE 1 2 3  BEGIN; 
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source  listino 
inout-fetch 


SMITE  (version  02. Oi  09/10/79) 


eeoon.erge 


19 

20 
21 
22 
22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

32 

33 

33 

34 

35 

36 

36 

37 

38 

39 

40 

4 1 

42 

43 

44 
43 

46 

47 

48 

49 

50 

51 

52 

53 

54 


Y-INpUT  <-  Minn-BBGll 
Y-REG  <-Y-REG*i; 

LlSTSlZE-YFEG  <-LlSTSlZE-lREG  -i; 
ir  IlSTSIZR-YREG'O  THEN 
LISTSIZE-FLAG  <-l; 

END  IF; 

need-yinput  oo; 

YINPUT-RZACY  <-i; 

END; 

end  if; 
parallel-end; 

INpOT'-FETCh:  END; 

MASK!  PROCESSOR; 

IN  TIMBR-VA1.UE[31  PARALlEL-BEGlN; 
if  xxnput*beadk  THEN 
IN  TIMER-VALUEf 4]  BEGIN; 

IF  contxtx=contxti 

THEN  BEGIN; 

holdli rLi 3  <-  DOCKORZ; 

11  <-  L1  +  1 ; 

IF  1 1«2 

THEN  BEGIN; 

XINPUT-READX  <-0; 
INPUT-X  <-11 
LI  <-Q; 

END) 

ELSE  BEGIN l 

NEED-XINPUT  <«11 
XINPUT-BEaDX  <"0; 

END; 

END  IF) 

END! 

ELSE  BEGIN; 

xinput-readt  <-o; 

NEED-XINPOT  <«1l 

end; 

END  IF; 

end; 
end  IF; 

IF  YlNPUT-READY  THEN 
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55 

56 

57 

58 

58 

59 

60 
61 
62 

63 

64 

65 

66 

67 

68 

69 

70 
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73 
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77 

78 

79 

80 
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33 

34 

85 
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87 

87 
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IN  TXMEF-VALUEC53  BEGIN; 

IF  CONTXTY  =  C0NTXT1 
THEN  BEGIN; 

HOLDL2ri23  <-  DOCNUMl; 

12  <-  L2+1J 
IT  l2m2 

THEN  BEGIN; 

YlNPUT-READY  <-0j 
INPUT-Y  <-1J 
L2  <-  0* 

END; 

ELSE  BEGIN; 

need-yinput  <-i; 
yinpui-ready  <-o; 

End; 

END  IF; 

EnD; 

ELSE  BEGIN; 

YlNPUT-HEADY  <-0; 

NEED-YINPDT  <»1? 

END; 

END  IF; 

end; 

end  if; 
parallel-end; 

MASK!  EnD, 

COMPARE;  PROCESSOR; 

IN  tIMEK-VALUE[63  PARALLEL-BEgXn; 

COMP  ( O-HOLD 1 »  0-H01D2  )  I 
COMP  (E-HOLD1,  E-HOLD2  )  i 
PArALLEL-EnD; 

COMP  (E-HOLDl,  0-H0LD2 ) t 
compare;  end, 

COMPI  PR0CESS0F(I1.I2); 

DECLARE  I1<15:0>  REGISTER. I2<  15 : 0>  REGISTER. 

tbkp<i5:o>  register; 

IK  TIMER-VALOEC73  IE  12  <  II  THEN 

begin; 

TEMP  <-  12; 
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91 

92 

93 

94 

95 
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97 

97 

98 

99 
100 
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103 

104 

105 
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110 
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H  <-  temp; 
end; 

end  IP; 

COMP*.  END; 

COORDINATES  PROCESSOR; 

CASE  opcode; 

IN  TIMER-VALUEC83  BEGIN; 

IF  coor-hold  =  00-H0LD1  THei; 

IN  TlMER-VAl-UEt91  BEGIN* 

mem[z-reg]  <-  oo-holdi; 

Z-REG  <-  Z-REG+1; 

coor-hold  <-  ee-holdi; 
els®  in  timer-valueCio]  begin; 

IF  00-H0LD1  =  ES-HOLDl 
THEN  BEGIN; 

mEmCZ-REq]  <-  00-H0LD1; 

Z-REG  <-  Z-REG+l; 

end; 

ELSE  BEGIN; 

COOR-HOLD  <-  ee-holdi; 

END; 

END  IF; 

end; 

END  IF; 

END; 

IN  TIMER-VALUEM1]  begin; 

IF  COOR-HOLD  ■  00-HOLD  1  THEN 
IN  TIMER-VALUEC12]  begin; 
memCZ-reg]  <-  oo-holdi; 

Z-REG  <-  Z-RE&+1; 

coor-hold  <-  ee-holdi; 
end; 

ELSE  IN  TIMER-VALUEC131  BEgIN; 
MEMCZ-REG]  <-  COOR-HOLc; 
Z-REG  <-  Z-REG+1; 

IF  OO-HOLDl  *  EE-HOLDI 
THEN  BEGIN; 

memCz-reg]  <-  oo-hcDdi; 

COqB-HOLD  <-  EE"HOLDi; 


t 


eeoomerge 
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132 

133 

134 
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139 

140 
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146 

147 
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Z-REG  <-  Z*REG  *1; 

END ; 

ELSE  BEGIN; 

MSMfZ-REGl  <-  OO^HOlDi; 

z-reg  <-  z-reg+i; 

COOR-HOID  <-  2E-H0LD1; 

END; 
end  if; 

END; 

END  IP; 

END? 

OP-NOTSIMJ 

Op-ROTSIM; 

op-notsIm; 
op-notsIm; 
op-notsim; 
op-notsim; 
end  CASE; 

COORDINATE;  END; 

OUTPUT-Li;  PROCESSOR: 

In  TIMSR-VALUEM7]  BEGIN; 
MvMfZ-REGI  <-  HOLDll 1 1  3  » 

Z-KEg  <-  z-reg+i; 

MEkCZ-REG]  <-  HOIDIlC23i 
Z-REg  <-  Z-REG+1 ; 

do  until  listsize-fiag: 
bEgINI 

X-lNpUT  <-  MEMCX-REG3; 

X-REG  <-  x-reg+i; 

HSISIZE-XREG  <-  LISTSIZE-XREG  -i; 
I?  IISTSIZE-XREG*0  THEN 

Ustsize-flag  <»1J 

END  IF; 

IP  CoNTXTX  *  CONTXT1 
THEN  BEGIN; 

mehcz-reg]  <-  x-input; 

Z-REG  <-  Z-REG+i; 

end; 

end  IP; 

end; 
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end; 

OUTPuT-LIS  END; 

OUTPUT-L2j  PROCESSOR; 

IN  TlMER-VALUEf 18]  BEGIN# 

ME!1CZ-REG7  <-  HOLD12C13; 

Z-REG  <-  Z-REG+l; 

KEmCz-REG3  <-  H0IDL2C21; 

Z-REG  <-  Z-RZG+1; 

DO  until  listsize-flag; 
begin; 

Y-INPUT  <-  ME;i[Y-REG]; 

Y-SEG  <-  Y-REG+i; 

LlSTsIZE-YREG  <-  LISTSIZZ-YREG  -1; 
IF  LISTSIZS-YR2G=0  THfH 

listsize-flag  o  i; 

END  IF; 

IF  CoNTXTY  =  CONTXT1 
THEN  BEGIN; 

KBmCZ-RBg]  <-  Y-INPUT; 

Z-REG  <-  Z-ReG+1; 

end; 
end  IF; 
end; 
end; 

OUTPUT-L2:  end; 

PC  <•  0; 

FIN  <-  o; 

DO  UNTIL  FIN; 

begin; 

IF  STEP-FLAG 
THEN  BEGIN; 

OP-STEP; 

end; 
end  If; 

IR  <-  MEMCPC]; 
x-reg  <-  memCpc+H; 
y-reg  <-  memCpc+21; 

LISTSjZe-XReG  <-  memCpc+33; 
LIStSiZe-YReG  <-  MEMCPC+43; 

Z-ReG  <-  MEMCPC+51; 


efcooti.er  ce 
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271 

pc  <-  pc+6; 

202 

NEED-XINPUT  <-  1; 

203 

NEEd-YINPUT  <-  1J 

204 

seed-input  <-  i; 

205 

DO  UNTIL  LISTSIZE-FLAG; 

206 

BEr.IW; 

207 

IF  listsize-xreg  /=c  then 

BFgIN 

203 

ZOt?TpUT-FiAG  <-  0 i 

209 

If  step-flag 

209 

the>j  begin; 

210 

Op-sTSP; 

211 

ErO; 

212 

end  if; 

213 

ekd, 

214 

el.cE  begin. 

215 

IF  LISTSIZE-YPEG  /=0 

215 

then  begin. 

216 

listsize-flag  <-  o; 

217 

0UTPUT-L2, 

213 

FIN  <-  1, 

219 

end; 

220 

ELSE  FlN  <-  1; 

221 

end  if, 

222 

end; 

223 

end  IF; 

224 

IF  LISTSIZE-YBEG  /=0  THEN 

begin 

225 

20UTpUT-Fl*AG  <-  o; 

226 

If  step-flag 

226 

then  begin; 

227 

Op-STEP, 

223 

end, 

229 

end  if; 

230 

end, 

231 

else  begin, 

232 

If  LISTSIZE-XHEG  /*  0 

232 

THEN  BEGIN, 

233 

listsize-flag  <-c; 

234 

output-li , 

235 

FIN  <-i; 

236 

END; 

9 


$ 
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ELSE  FIE  <-  1; 

END  IF; 

end; 
end  if; 

do  until  zoutput-flag; 
parallsl-begin; 

Z ?  NEED-INPUT 
then  begin; 

do  until  input-x  and  input-y; 
begin; 

INpUT-rSTCHi 

MASK; 

END; 

IN  TlMER-VALUE[ iu]  begin ; 

neEd-compa*e  <-  i; 

0-KOLDl  <-  HOLDLlCO], 

E-kOLDI  <-  HOLDL 1  [  1  3  1 
0-HOLD2  <-  HOLD12L03; 

E-KOLD2  <-  H0LDL2C1]| 

LOwLi  <-  O-HOLDI; 

HlGHLI  <-  e-holdi; 

LOWL2  <-  0-H0LD2 ; 

HIGHL2  <-  E-HOLD2; 

end; 
end, 
end  if; 

If  need-compabe 
then  begin; 
compare; 

in  timer-valuec i5]  begin; 

NeEd-COORDINATE  <-  u 
oo-holdi  <-  o-holdi; 

EE-HoLDI  <-  E-HOLDI i 
IF  HIGHL1  s  E-H0LD2 
then  begin, 

IF  LOVLl  =  0-H0LD2 

then  begin; 
o-holdi  <-  O-H01D2; 
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O-HOLD  2  <-  E-HCLD2 

272 

272 

INPUT-Y  <-  Oi 

273 

NEED-YINPUT  <-  U 

274 

YINPU7-READY  <-  1; 

275 

MEED-1SPUT  <-  1* 

276 

EuDj 

277 

else  begin; 

273 

E-HOLD1  <-  0-H0LD2 

279 

Li  <-  Li  +1; 

230 

O-HOLDl  <-  E-H0L02 

281 

L2  <-  L2  +  1 ; 

282 

INPUT-X  <-  0; 

283 

Input-y  <-  o; 

284 

NEED-XlNPUT  <-  i; 

235 

SEED-YlSPUT  <-  1 ; 

286 

XINPUT-SEAEY  <•  0 S 

287 

yinput-REady  <*  o; 

288 

need-input  <-  1j 

289 

end; 

290 

end  if; 

291 

end; 

292 

END  IF; 

293 

IF  HJGHL2  »  E-HOLD2 

293 

THEN  BEGIN: 

294 

IF  LOWL2  *  0-H0&D2 

294 

THEN  BEGIN; 

295 

E-HOLD1  <-  0-H0LD2 

296 

INPUT-X  <-  OJ 

297 

need-xihput  <-  1; 

298 

XINPUT-EEADY  <-  0? 

299 

NEED-INPUT  <-  M 

300 

SND; 

301 

KIsE  Begin? 

302 

O-HOLOi  <-  0-H0DD2; 

303 

LI  <-  Li  +  l; 

304 

0-HOLD2  <-  E-HOLD2; 

305 

L2  <-  L2  +  1 ; 

306 

INPUT-X  <-  0; 

307 

INPUT-Y  <-  0; 
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308 

KF3D-X1XFUT  <-  1i 

309 

VEE5-YINPUT  <-  1j 

310 

xiMPUT-srxcy  <-  0; 

311 

iinput-peacy  <-  0; 

312 

KEBD-lNPtJT  <-  i; 

313 

end; 

314 

end  if; 

315 

end; 

316 

end  IF; 

317 

end; 

318 

Ey  0; 

319 

E>;D  Ip; 

320 

If  NEBD-CqOEDINAIE 

320 

tken  begin; 

321 

COORDINATE; 

322 

IN  TIMBB-VAlu3[  16  ]  B'EgIN; 

323 

ZOFTpUT-FlAG  <-  1; 

324 

N’EyC.IjiPUT  <-  1; 

325 

end; 

32« 

end; 

327 

END  IF; 

328 

PAkAlLEL-EnB; 

329 

329 

end; 

330 

end; 

331 

oe-mepge:end; 

e€iOO:.;-i:rit 
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This  Appendix  contains  a  listing  of  the  modified  MERG1  machine. 

The  description  Is  modified  between  statements  152  and  166  so  the  Fetch 
and  Mask  processor  execute  In  parallel  with  the  compare  processor. 
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1 


p-merge;  processor; 

DECLARE  PROD-FLAGS<35:0>  REGISTER# 

STEP-FLAG  FLAG  DEFINED  PROD-FLAGS<35>, 
PC<15:0>  DEFINED  PROD-FLAGS<1b;Q>» 
TIMER-VALUSSCO: 13]<15{0>  REGISTER# 
TlMER  CLOCK# 

REGS[0! 15]<15;0>  REGISTER# 

STATUS  DEFINED  REGSEO), 

LISTSiZe-FlAG  DEFINED  STATUS*0>, 
ZOUTPUT-FLaG  DEFINED  STaTI}S<2># 
NEED-XINPUT  DEFINED  STaTUS<4>, 
need-*input  DEFINED  STaTUS<$># 
INPUT-X  DEFINED  STaTUS<8># 

INPUT-Y  DEFINED  STaTUS<10>, 
NEED-COMPaRE  DEFINED  STaT«S<11>, 

XINPUT-rEADY  DEFINED  STATUS<12># 
YIKPUT-READY  DEFINED  SXAX«S<14># 
NEED-INPUT  DEFINED  STATUS<li># 

X-REG  DEFINED  REGS[1], 

Y-ReG  DEFINED  REGSC23# 

X-HOLdI  DEFINED  REGSC3]# 

Y-HOLdI  DEFINED  BEGSC4]# 

COUNT-REG  DEFINED  R2GS[5]# 

zoutput-fegi  defined  RSGS[6],. 

DOCNUHZ  DEFINED  ZOUTPUT-REGHH;0>, 
Z-REG  defined  REGSE7], 

LISTSIZE-XREG  DEFINED  REGS[8-}» 
LISTSIZE-YREG  DEFINED  REGSC93* 

X— IN  DEFINED  REGSC103# 

Y-IN  DEFINED  REGSH13, 
i-here<u:o>  register# 

x-input 1 < 1 5 : 0 >  REGISTER, 
CONTXT1X<3:0>  DEFINED  X-INPUT1<15;12>, 
DOCNUMX< 1 1 ! 0 >  DEFINED  X-H0LD1<1 1  JO*, 
Y-INPUT1<15:Q>  REGISTER# 

CONTY.T1  Y<3  5  0>  DEFINED  Y-INPUT1<)5;  12>, 
DOCNUMYC1 1 :0>  DEFINED  Y-HOLD 1<1 1  JO*# 
IR<15;0>  REGISTER# 

OPCODE<2;0>  DEFINED  IR<2:0># 


MODIFIED 

MERG1 

MACHINE 


✓ 
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2 

3 

3 

3 

3 

3 

3 

3 

4 
U 

5 

6 
7 
7 
B 
9 

10 

11 

11 

12 

13 

1“ 

15 

16 
17 

17 

18 

19 

20 
21 
21 
22 
23 
2U 
25 
2« 

27 

28 

29 
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contxti<3;o>  defined  ir<6!3>; 

DECLARE 

OP-STEP  EXTERNAL , 

OP-HALT  EXTERNAL. 

OPfERROR  EXTERNAL, 

OP-NOTSIM  EXTERNAL* 

IN-P0RT<15:Q>  PORT. 

OUT-PORT<15:0>  PORT; 

DECLARE 

MEMCO J4095]<15:0>  MEMORY? 

input-fetch;  processor; 

IN  TIMER-VALUESCO]  PARaLLEL-bEGIn; 

IF  NEED-XINPUT  THEN 

IN  TIMER-VALUESC 1 3  begin; 
x-input  1  <-  MEMCX-REG]; 

X-REG  <-  X-REG  +1; 

LISTSIZE-XREG  <-  LISTSIZE-XREG 
IF  LISTSIZE-XREG  *  0  THEN 
LISTSIZE-FLAG  <-  1? 

END  if; 

NEED-XINPUT  <-  0; 

XINPUT-READY  <-  1? 


end; 

END  IF j 

if  need-yinput  then 

IN  TIMER-VALUES^]  begin; 

Y-INPUT 1  <-  MEM[Y-REG]; 

Y-REG  <-  Y-REG  +1? 

LISTSIZE-YREG  <-  LISTSIZE-YREG  - 
IF  LISTSIZE-YREG  *  0  THEN 
LISTSIZE-FLAG  <-  M 
END  IF; 

NEED-YINPUT  <-  0; 

YINPUT-READY  <-  1? 


END? 

END  IF? 
parallel-end; 
input-fetch;  end; 
mask;  processor; 

IN  TIMER-VALUESC3] 


paballel-begin; 


pppmerge 
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35 
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43 

44 

44 

45 
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50 
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IF  xinput-ready  them 

IN  TIMER-VALUES C 4 ]  BEGIN; 

IF  (C0NTXT1X  =  C0NTXT1J 
THEN  BEGIN; 

X-IN  <-  x-inputi; 
xinput-ready  <-  o; 
input-x  <-  i; 
end; 

ELSE  BEGIN; 

XINPUT-READY  <-  0; 

NEED-XINPUT  O  ^i 

end  ; 

END  if; 

end; 
end  if; 

IF  YINPUT-READY  THEN 

in  timer-vaLues[5]  begin; 

IF  (C0NTXT1Y  *  CONTXTll 
THEN  BEGIN; 

Y-IN  <-  Y-INPUTli 

input-y  <*  i; 

YINPUT*READY  <-  o? 
end; 

ELSE  begin; 

yinput-ready  <-  o; 
NEEO-YINPOT  <-  1/ 

end; 
end  if; 

END; 

END  if; 
parallel-end; 

MASK;  END; 

compare;  processor; 

CASE  OPCODE; 

IN  TIMER-VALUESC6]  PARaLLEL-BEGIn; 
if  dOCNUMX  <  DOCNUMY  then 
IN  TIMEB-VALUESC73  BEGIN; 

neeb-xinpdt  <“  M 

INPUT-X  <-  0; 

END; 


i 
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67 

67 

68 

69 

70 

71 
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76 

77 

77 

78 

79 
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92 
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98 
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end  if; 

IF  DOCNUMX  =  DOCNUMY  THEN 
IN  TIMER-VaUJES[8]  BEGIN; 

DOCNUMZ  <*•  DOCNUMi; 
OUTPUT-Z; 

need-xinput  <-  i; 

NEED-YINPUT  <-1; 

INPHT-X  <-  o; 

INPUT-Y  <-  0; 

ZOUTPUT-FLAG  <-  1; 

end; 

END  IF; 

IF  DOCNUMX  >  DOCNUMY  THEN 
IN  TIMER^VALUES[9]  BEGIN;. 
need*“YInput  <-  i; 

INPUTS  <-  0; 
end; 

END  if; 
parallel-end; 

IN  TIMER-VALUES[103  parallel-begin; 

IF  DOCNUMX  <  DOCNUMY  THEN 
IN  TIMER-VALUESC11]  BEGIN; 
docnumz  <*  docnumx; 

OUTPUT-Z; 

need-xinput  o  i; 

INPUT-X  <-  o; 

ZOUTP0T-FLAG  <-  1; 

END; 

END  if; 

IF  DOCNUMX  *  DOCNUMY  THEN 

IN  TIMER*VAiUESC12]  BEGIN; 
docnumz  <*•  docnumx; 
OUTPUT-z; 

NEED-XINPUT  <-  If 
NEED^YlNPUT  <-  1; 

INPUT-X  <*  0; 

INPUT*-Y  <-  0; 

ZOUTPUT-FLAG  <-  1; 

end; 

END  IF; 
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123 
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IF  DOCNUMX  >  DOCNUMX  THEN 
IN  TIMER-VALUESC 13]  BEGIN; 

docnumz  <*■  DOCNUMIJ 
output-z; 
NEEC-IINPUT  <-  1; 
INPUT**!  <*  0; 
ZOUTPUT-rtAG  <-  1; 

end; 
end  IF; 
parallel-end; 
op-notsik; 
op-notsim; 
op-notsim; 
op-notsim; 

OPfNOTSIM; 

OP*NOTSIM; 

end  case; 
cqmpabe:  end; 

output-z:  processor; 

begin; 

MEMCZ-REG]  <-  ZOUTPUT-REG1; 
Z-REG  <-  Z-REG  +  1; 

END; 

output-z:  end; 

PC  <-  0; 

DO  forever;  begin; 

IF  STEP-FLAG 

then  begin; 

OP-STEp; 

end; 

END  if; 

IR  <-  MEMCPC]; 

X-REG  <-  MENCPC+1]; 

I-REG  <-  MEMfpC+2]; 
LISTSIZE-XREG  <-  MEMCPC4.3]; 
LISTSIZE-YREG  <-  MEMCPC+4]; 
Z-REG  <-  MEMtPC+5]; 

PC  <-  pc+6  ; 

NEED-INPUT  <*  1; 

NEED-XINPUT  <-  1i 
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147 
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need-yinput  <-  i; 

DO  UNTIL  LISXSIZE-FLAG; 

begin; 

ZOUTPUT-FLAG  <-  0; 

IF  STEP’-FLfcG 
THEN  BEGIN; 

op-step; 

end; 

END  IF; 

X-H0LD1  <-  X-IN; 
Y-HOLD1  <“  Y-IN; 

DO  UNTIL  ZOUTPUT-FLAG; 


End; 


p '-merge; 


parallel-begin; 

IF  NEED-INPUT 
THEN  BEGIN; 

do  until  input-x  and  input-y; 

BEGIN; 

input-fetch; 

EN”*SK;  MODIFICATIONS 

NEED*-COMPARE  <<■  1i 

end; 
end  if; 

IF  NEED-COMPARE 
THEN  BEGIN; 

compare; 
end; 
end  if; 
parallel-end; 

end; 
end; 
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